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Introduction
A work item to specify RF requirements for MB MSR BS was approved in RAN#55. Some initial issues have been agreed in Prague meeting [1]. Based on proposals in [2], this paper provides the text proposal on ACLR requirement for TR due to introduction of multi-band operation.
This paper is a revision of R4-122318 [3].
Discussion
The ACLR requirement is specified in subclause 6.6.4 of TS 37.104. Thus for MB-MSR BS, in order to guarantee existing RF performance, the existing ACLR requirement applies for each supported operating band.

For the ACLR requirement in RF bandwidth gap, the existing ACLR and CACLR requirements defined in sub-block gap could be reused.
Proposal
It is proposed that the attached text proposal is approved and captured into MB MSR WI TR [4].
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Text Proposal
<TP for MB MSR WI TR 37.cde v0.1.0>
6.6.4
Adjacent Channel Leakage power Ratio (ACLR)

The ACLR requirement is specified in subclause 6.6.4 of TS 37.104. Thus for MB-MSR BS, in order to guarantee existing RF performance, the existing ACLR requirement applies for each supported operating band.

For the ACLR requirement in RF bandwidth gap, the existing ACLR and CACLR requirements defined in sub-block gap could be reused.


<TP for Annex TS 37.104 v11.1.0>
6.6.4
Adjacent Channel Leakage power Ratio (ACLR)

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. The requirement applies to frequency ranges outside the Base Station RF bandwidth. 
For a BS operating in multi-band mode, the requirement in subclause 6.6.4 applies for each supported operating band.

For the requirement in RF bandwidth gap, the existing ACLR and CACLR requirements defined in sub-block gap apply.
<End of TP>
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