Page 1



3GPP TSG-RAN WG4 Meeting #64 
(
R4-123983
Qingdao, China, 13-17 Aug 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	25.101
	CR
	899
	(

rev
	-
	(

Current version:
	11.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Missing allowed de-sensitization for single band 4C-HSDPA

	
	

	Source to WG:
(

	Qualcomm Incorporated

	Source to TSG:
(

	R4

	
	

	Work item code:
(

	4C_HSDPA-Core
	
	Date: (

	2012-08-13

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Allowed de-sensitization for single band 4C-HSDPA for UE supporting DB-DC-HSDPA and dual band 4C-HSDPA is missing in 7.3.4.

	
	

	Summary of change:
(

	Allowed de-sensitization for single band 4C-HSDPA for UE supporting DB-DC-SHDPA and dual band 4C-HSDPA has been added in 7.3.4.

	
	

	Consequences if 
(

not approved:
	UE that supports DB-DC-HSDPA or dual band 4C-HSDPA may not meet Rx core requirements for single band 4C-HSDPA.
Specification remains inconsistent.

	
	

	Clauses affected:
(

	7.3.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR 34.121-1 CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	This CR includes Cat A change in R4-123981.


----------------------------------------------------- Beginning of Change ------------------------------------------------------------
7.3.4
Additional requirement for single band 4C-HSDPA 

For all requirements listed in Table 7.2C, corresponding to the specific single band 4C-HSDPA configuration(s) supported by the UE, (see Table 5.0aB), the BLER measured on each individual cell shall not exceed 0.1.
Note:
The reference sensitivity level <REFSENS> requirement for single band 4C-HSDPA is not applicable for dual uplink operation. However, there might be a substantial Rx de-sensitization for the UE operating in bands which have less than 80 MHz Tx-Rx frequency separation, transmitting on more than one uplink frequency, at maximum power.

Table 7.2C: Test parameters for reference sensitivity, additional requirement for single band 4C-HSDPA.
	Single band 4C-HSDPA configuration
	DL Band
	Unit
	HS-PDSCH_Ec <REFSENS> 
	<REFÎor>
	UL-DL carrier separation

	I-3
	I
	dBm/3.84 MHz
	-113
	-102.7
	Minimum

	II-3, II-4
	II
	dBm/3.84 MHz
	-111
	-100.7
	Minimum

	NOTE 1
For Power class 3, 3bis and 4, this shall be at the maximum output power


For the UE which supports DB-DC-HSDPA configuration in Table 7.2CA, the reference sensitivity level HS-PDSCH_Ec <REFSENS> and corresponding <REFÎor> in Table 7.2C are allowed to be increased by the amount given in Table 7.2CA for the applicable bands.

Table 7.2CA: Allowed de-sensitization relative to referenece sensitivity for UE which supports DB-DC-HSDPA.

	DB-DC-HSDPA Configuration
	Allowed de-sensitization (dB)
	Applicable bands

	2
	1
	II

	4
	1
	I


For the UE which supports dual band 4C-HSDPA configuration in Table 7.2CB, the reference sensitivity level HS-PDSCH_Ec <REFSENS> and corresponding <REFÎor> in Table 7.2C are allowed to be increased by the amount given in Table 7.2CB for the applicable bands.

Table 7.2CB: Allowed de-sensitization relative to reference sensitivity for UE which supports dual band 4C-HSDPA.

	Dual Band 4C-HSDPA Configuration
	Allowed de-sensitization (dB)
	Applicable bands

	II-1-IV-2

II-2-IV-1

II-2-IV-2
	1
	II


------------------------------------------------------------- End of change ------------------------------------------------------------
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