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Introduction
The work item of intra-band carrier aggregation on Band 7 was approved in RAN#53 in Fukuoka [1].In this contribution we clearly specify the CC combinations and the RB numbers for Band 7 CA.
Discussion 

In the previous TP of the bandwidth for Band 7 CA, CC combinations are not clearly specified. In this text proposal, we specify the CC combinations and the RB numbers for CA_7C as follows:

Table 5.6A.1-1: Supported CC combinations per CA configuration for intra-band contiguous CA

	CA Configuration / NRB_agg

	CA Configuration
	E-UTRA Band
	50RB+100RB

(10 MHz + 20 MHz)
	75RB+75RB

(15 MHz + 15 MHz)
	100RB+100RB

(20 MHz + 20 MHz)

	CA_1C
	1
	
	Yes
	Yes

	CA_7C
	7
	
	Yes
	Yes

	CA_40C
	40
	Yes
	Yes
	Yes


Conclusion
In this paper, the text proposal on CC combinations and RB numbers in Band 7 CA is provided.
Text proposal for TR of CA in band 7 [2] is attached for approval.
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-- Start of text proposal --

5.2
CA channel bandwidths

Table 5.2-1 defines the supported CC combinations for intra-band contiguous CA in Band 7.  15MHz+15MHz and 20 MHz+20MHz combinations are proposed to be supported in Band 7 carrier aggregation.
Table 5.6A.1-1: Supported CC combinations per CA configuration for intra-band contiguous CA

	CA Configuration / NRB_agg

	CA Configuration
	E-UTRA Band
	50RB+100RB

(10 MHz + 20 MHz)
	75RB+75RB

(15 MHz + 15 MHz)
	100RB+100RB

(20 MHz + 20 MHz)

	CA_1C
	1
	
	Yes
	Yes

	CA_7C
	7
	
	Yes
	Yes

	CA_40C
	40
	Yes
	Yes
	Yes


- End of text proposal-
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