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1. Overall Description:

In RAN4#64 meeting, RAN4 has discussed and agreed that the current n+8 SCell activation time in section 4.3 of TS36.213 should be modified, a proposal is as following:
When a UE receives an activation command [8] for a secondary cell in subframe n, the corresponding actions in [8] shall be applied no later than:
-
subframe n+[99] if the SCell is unknown[10] on different frequency band with PCell, and signal quality is sufficient for successful cell detection on the first attempt;

-
subframe n+[19] if the SCell is known[10] on different frequency band with PCell;

-
subframe n+[23] if the SCell is on a carrier of intra-band continuous CA with PCell.

It is proposed the description in TS36.321 section 5.13, Activation/Deactivation of SCells, could be modified as following:
If the UE is configured with one or more SCells, the network may activate and deactivate the configured SCells. The PCell is always activated. The network activates and deactivates the SCell(s) by sending the Activation/Deactivation MAC control element described in subclause 6.1.3.8. Furthermore, the UE maintains a sCellDeactivationTimer timer per configured SCell and deactivates the associated SCell upon its expiry. The same initial timer value applies to each instance of the sCellDeactivationTimer and it is configured by RRC. The configured SCells are initially deactivated upon addition and after a handover.

The UE shall for each TTI and for each configured SCell:

-
if the UE receives an Activation/Deactivation MAC control element in this TTI activating the SCell, the UE shall in a TTI according to the timing defined in [2]:

-
activate the SCell; i.e. apply normal SCell operation including:

………
“The TTI” is modified to “a TTI” is because activating SCell will not be applied in specific subframe, i.e. n+8 subframe, but in any subframe no later than SCell activation time.

2. Actions:

ACTION: 
RAN4 kindly requests RAN1 and RAN2 to consider the above conclusion for SCell activation time and proposals for specification modifying.
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