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1. Introduction
The spurious emission for MB-MSR has been discussed in recent RAN4 meetings [1-4]. There seems to be a consensus that some exclusion areas are needed for the spurious emission requirement for MB-MSR. This contribution presents a text proposal on how to specify the spurious emission requirement for MB-MSR.
2. Discussion

The transmitter spurious emission limits apply from 9 kHz to 12.75 GHz, excluding the frequency range from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band. Exceptions are also made to some additional requirement that apply also closer than 10 MHz from the downlink operating band. 
For a MB-MSR BS operating in multiple bands simultaneously, extra exclusion frequency ranges are needed for spurious emission requirement. It is not possible to measure the spurious emission from the transmission in one downlink operating band into the frequency ranges of another supported downlink operating band. So the frequency ranges of all the supported downlink operating bands plus 10MHz above and 10MHz below each DL operating band shall be excluded for MB-MSR BS spurious emission requirement.
A text proposal is provided in Section 4 based on the discussion in this paper.
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4. Text Proposal
--------------------------------------------------------------Start of Text Proposal--------------------------------------------------------
6.6.1
Transmitter spurious emissions


The transmitter spurious emission limits apply from 9 kHz to 12.75 GHz, excluding the frequency range from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band. Exceptions are also made to some additional requirement that apply also closer than 10 MHz from the downlink operating band. 
For a MB-MSR BS operating in multiple bands simultaneously, extra exclusion frequency ranges are needed for spurious emission requirement. It is not possible to measure the spurious emission from the transmission in one downlink operating band into the frequency ranges of another supported downlink operating band. So the frequency ranges of all the supported downlink operating bands plus 10MHz above and 10MHz below each DL operating band shall be excluded for MB-MSR BS spurious emission requirement.
TP for MB-MSR TR (Annex A for TS 37.104)
6.6.1
Transmitter spurious emissions

The transmitter spurious emission limits apply from 9 kHz to 12.75 GHz, excluding the frequency range from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band. For a MB-MSR BS operating in multiple operating bands simultaneously, the frequency ranges of all the supported downlink operating bands plus 10MHz above and 10MHz below each DL operating band shall be excluded. Exceptions are the requirements in Table 6.6.1.3.1-2 and specifically stated exceptions in Table 6.6.1.3.1-1 that apply also closer than 10 MHz from the downlink operating band. For some operating bands the upper frequency limit is higher than 12.75 GHz.

The requirements shall apply whatever the type of transmitter considered. It applies for all transmission modes foreseen by the manufacturer's specification. Unless otherwise stated, all requirements are measured as mean power (RMS).

6.6.1.1
Mandatory Requirements

The requirements of either subclause 6.6.1.1.1 (Category A limits) or subclause 6.6.1.1.2 (Category B limits) shall apply.  In addition for a BS operating in Band Category 2, the requirements of 6.6.1.1.3 shall apply in case of Category B limits when GSM/EDGE is configured.

6.6.1.1.1
Minimum requirement (Category A)

The power of any spurious emission shall not exceed the limits in Table 6.6.1.1.1-1

Table 6.6.1.1.1-1: BS Spurious emission limits, Category A

	Frequency range
	Maximum level
	Measurement Bandwidth
	Note

	9kHz ‑ 150kHz
	-13 dBm
	1 kHz 
	Note 1

	150kHz ‑ 30MHz
	
	10 kHz 
	Note 1

	30MHz ‑ 1GHz
	
	100 kHz
	Note 1

	1GHz ‑ 12.75 GHz
	
	1 MHz
	Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	
	1 MHz
	Note 2, Note 3

	NOTE 1:
Bandwidth as in ITU-R SM.329 [2] , s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [2] , s4.1. Upper frequency as in ITU-R SM.329 [2] , s2.5 table 1

NOTE 3:
Applies only for Bands 22, 42 and 43.


6.6.1.1.2
Minimum requirement (Category B)

The power of any spurious emission shall not exceed the limits in Table 6.6.1.1.2-1

Table 6.6.1.1.2-1: BS Spurious emissions limits, Category B

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 2

	12.75 GHz ( 5th harmonic of the upper frequency edge of the DL operating band in GHz
	-30 dBm
	1 MHz
	Note 2, Note 3

	NOTE 1:
Bandwidth as in ITU-R SM.329 [2] , s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [2] , s4.1. Upper frequency as in ITU-R SM.329 [2] , s2.5 table 1 

NOTE 3:
Applies only for Bands 22, 42 and 43.


6.6.1.1.3
Additional minimum requirement for BC2 (Category B)

For a BS operating in Band Category 2 when GSM/EDGE is configured, the power of any spurious emission shall not exceed the limits in Table 6.6.1.1.3-1.

Table 6.6.1.1.3-1: Additional BS Spurious emissions limits for BC2, Category B

	Frequency range
	Frequency offset from downlink operating band edge
	Maximum Level
	Measurement Bandwidth

	30 MHz ( 1 GHz
	10 – 20 MHz
	-36 dBm
	300 kHz

	
	20 – 30 MHz
	-36 dBm
	1 MHz

	
	≥ 30 MHz
	-36 dBm
	3 MHz

	1 GHz ( 12.75 GHz
	≥ 30 MHz
	-30 dBm
	3 MHz
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