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<Change #1>

6.1.2
Requirements

In RRC connected mode the UE shall be capable of sending RRCConnectionReestablishmentRequest message within Tre-establish_delay seconds from the moment it detects a loss in RRC connection.  The total RRC connection delay (Tre-establish_delay) shall be less than:
Tre-establish_delay =  TUL_grant + TUE_re-establish_delay

TUL_grant: It is the time required to acquire and process uplink grant from the target cell. The uplink grant is required to transmit RRCConnectionReestablishmentRequest message.
The UE re-establishment delay (TUE_re-establish_delay) is specified in section 6.1.2.1.

6.1.2.1
UE Re-establishment delay requirement

The UE re-establishment delay (TUE_re-establish_delay) is the time between the moments when any of the conditions requiring RRC re-establishment as defined in section 5.3.7 in TS 36.331 [2] is detected by the UE to the time when the UE sends PRACH to the target cell. The UE re-establishment delay (TUE_re-establish_delay) requirement shall be less than:
TUE-re-establish_delay = 50 ms + Nfreq*Tsearch + TSI + TPRACH

Tsearch: It is the time required by the UE to search the target cell.


Tsearch = It is 100 ms if the target cell is known by the UE; the target cell is known if it has been measured by the UE in the last 5 seconds.


Tsearch = It is 800 ms if the target cell is unknown by the UE; the target cell is unknown if it has not been measured by the UE in the last 5 seconds.


TSI = It is the time required for receiving all the relevant system information according to the reception procedure and the RRC procedure delay of system information blocks defined in TS 36.331 [2] for E-UTRAN cell.


TPRACH = The additional delay caused by the random access procedure; it will be at least 10 ms due to random access occasion and there might be additional delay due to ramping procedure.


Nfreq: It is the total number of E-UTRA frequencies to be monitored for RRC re-establishment; Nfreq = 1 if the target cell is known. 

There is no requirement if the target cell does not contain the UE context.

<End of change #1>

<Change #2>

7.1
UE transmit timing

--- UNCHANGED TEXT ---
7.1.2
Requirements

The UE initial transmission timing error shall be less than or equal to (Te where the timing error limit value Te is specified in Table 7.1.2-1. This requirement applies when it is the first transmission in a DRX cycle for PUCCH, PUSCH and SRS or it is the PRACH transmission. The reference point for the UE initial transmit timing control requirement shall be the downlink timing minus 
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. The downlink timing is defined as the time when [the first detected path (in time)] of the corresponding downlink frame is received from the reference cell. NTA_Ref for PRACH is defined as 0. 
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 (in Ts units) for other channels is the difference between UE transmission timing and the Downlink timing immediately after when the last timing advance in section 7.3 was applied. NTA_Ref for other channels is not changed until next timing advance is received.
Table 7.1.2-1: Te Timing Error Limit
	Downlink Bandwidth (MHz)
	Te_

	1.4
	24*TS

	≥3
	12*TS

	Note: TS is the basic timing unit defined in TS 36.211


When it is not the first transmission in a DRX cycle or there is no DRX cycle, and when it is the transmission for PUCCH, PUSCH and SRS transmission, the UE shall be capable of changing the transmission timing according to the received downlink frame except when the timing advance in section 7.3 is applied. When the transmission timing error between the UE and the reference timing exceeds (Te  the UE is required to adjust its timing to within (Te. The reference timing shall be 
[image: image3.wmf]s

offset

TA 

TA_Ref

)

(

T

N

N

´

+

 before the downlink timing. All adjustments made to the UE uplink timing shall follow these rules:

1)
The maximum amount of the magnitude of the timing change in one adjustment shall be Tq seconds.
2)
The minimum aggregate adjustment rate shall be 7*TS per second. 

3)
The maximum aggregate adjustment rate shall be Tq per 200ms. 

where the maximum autonomous time adjustment step Tq is specified in Table 7.1.2-2. 

Table 7.1.2-2: Tq Maximum Autonomous Time Adjustment Step
	Downlink Bandwidth (MHz)
	Tq_

	1.4
	17.5*TS

	3
	9.5*TS

	5
	5.5*TS

	(10
	3.5*TS

	Note: TS is the basic timing unit defined in TS 36.211


<End of change #2>

<Change #3>

7.6
Radio Link Monitoring

7.6.1
Introduction

The UE shall monitor the downlink link quality based on the cell-specific reference signal in order to detect the downlink radio link quality of the serving cell as specified in [3]. 

The UE shall estimate the downlink radio link quality and compare it to the thresholds Qout and Qin for the purpose of monitoring downlink radio link quality of the serving cell. 

The threshold Qout is defined as the level at which the downlink radio link cannot be reliably received and shall correspond to 10% block error rate of a hypothetical PDCCH transmission taking into account the PCFICH errors with transmission parameters specified in Table 7.6.1-1. 

The threshold Qin is defined as the level at which the downlink radio link quality can be significantly more reliably received than at Qout and shall correspond to 2% block error rate of a hypothetical PDCCH transmission taking into account the PCFICH errors with transmission parameters specified in Table 7.6.1-2.

Table 7.6.1-1 PDCCH/PCFICH transmission parameters for out-of-sync

	Attribute
	Value

	DCI format
	1A

	Number of control OFDM symbols


	2; Bandwidth ( 10 MHz

3; 3 MHz ( Bandwidth ( 5 MHz

4; Bandwidth = 1.4 MHz

	Aggregation level (CCE)
	4; Bandwidth = 1.4 MHz

8; Bandwidth ( 3 MHz

	Ratio of PDCCH RE energy to average RS RE energy
	4 dB; when single antenna port is used for cell-specific reference signal transmission by the serving cell

1 dB: when two or four antenna ports are used for cell-specific reference signal transmission by the serving cell

	Ratio of PCFICH RE energy to average RS RE energy
	4 dB; when single antenna port is used for cell-specific reference signal transmission by the serving cell

1 dB: when two or four antenna ports are used for cell-specific reference signal transmission by the serving cell

	Note 1: DCI format 1A is defined in section 5.3.3.1.3 in 3GPP TS 36.212 [21].

Note 2: A hypothetical PCFICH transmission corresponding to the number of control symbols shall be assumed.


--- UNCHANGED TEXT ---
7.6.2
Requirements
7.6.2.1
Minimum requirement when no DRX is used 

When the downlink radio link quality estimated over the last 200 ms period becomes worse than the threshold Qout, Layer 1 of the UE shall send an out-of-sync indication to the higher layers within 200 ms Qout evaluation period. A Layer 3 filter shall be applied to the out-of-sync indications as specified in [2]. 

When the downlink radio link quality estimated over the last 100 ms period becomes better than the threshold Qin, Layer 1 of the UE shall send an in-sync indication to the higher layers within 100 ms Qin evaluation period. A L3 filter shall be applied to the in-sync indications as specified in [2]. 

The out-of-sync and in-sync evaluations shall be performed as specified in section 4.2.1 in [3]. Two successive indications from Layer 1 shall be separated by at least 10 ms.

The transmitter power shall be turned off within 40 ms after expiry of  T310 timer as specified in section 5.3.11 in [2]. 

<End of change #3>

<Change #4>

8.1.2.2.2
E-UTRAN TDD intra frequency measurements

--- UNCHANGED TEXT ---
8.1.2.2.2.2
E-UTRAN intra frequency measurements when DRX is used

--- UNCHANGED TEXT ---
8.1.2.2.2.2.1 Measurement Reporting Requirements

--- UNCHANGED TEXT ---
8.1.2.2.2.2.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify_intra defined in Section 8.1.2.2.2.2. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_intra defined in section 8.1.2.2.2.2 becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than Tmeasure_intra provided the timing to that cell has not changed more than ( 50 Ts and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.

<End of change #4>

<Change #5>

8.1.2.2.3
E-UTRAN FDD intra frequency measurements with autonomous gaps
8.1.2.2.3.1
Identification of a new CGI of E-UTRA cell with autonomous gaps

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose ‘reportCGI’. The UE may make autonomous gaps in downlink reception and uplink transmission for receiving MIB and SIB1 message according to section 5.5.3.1 of 36.331 [2]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, the UE shall be able to identify a new CGI of E-UTRA cell within: 
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Where

Tbasic_identify_CGI, intra = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of an E-UTRA cell is defined.
A cell shall be considered identifiable following conditions are fulfilled:
-
RSRP related side conditions given in Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP|dBm > -127 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21 and SCH Ês/Iot > -6 dB,
-
SCH_RP|dBm > -126 dBm for Band 9 and SCH Ês/Iot > -6 dB,
-
SCH_RP|dBm > -125 dBm for Bands 2, 5, 7 and SCH Ês/Iot > -6 dB,
-
SCH_RP|dBm > -124 dBm for Bands 3, 8, 12, 13, 14, 17, 20 and SCH Ês/Iot > -6 dB.

The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI,.intra is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [2] are used.
Given that continuous DL data allocation and no DRX is used, and no measurement gaps are configured, the UE shall have more than 60 ACK/NACKs transmitted during identification of a new CGI of E-UTRA cell. 
--- UNCHANGED TEXT ---
8.1.2.2.4
E-UTRAN TDD intra frequency measurements with autonomous gaps
8.1.2.2.4.1
Identification of a new CGI of E-UTRA cell with autonomous gaps

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose ‘reportCGI’. The UE may make autonomous gaps in downlink reception and uplink transmission for receiving MIB and SIB1 messages according to section 5.5.3.1 of 36.331 [2]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, the UE shall be able to identify a new CGI of E-UTRA cell within: 
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Where

Tbasic_identify_CGI, intra = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of an E-UTRA cell is defined.

A cell shall be considered identifiable when the following conditions are fulfilled:
-
RSRP related side conditions given in Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > -127 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40 and SCH Ês/Iot > - 6 dB.
The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI, intra is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [2] are used.
Given that continuous DL data allocation and no DRX is used, and no measurement gaps are configured, the UE shall be able to transmit at least the number of ACK/NACKs stated in Table 8.1.2.2.4.1-1 during identification of a new CGI of E-UTRA cell.

Table 8.1.2.2.4.1-1: Requirement on minimum number of ACK/NACKs to transmit during Tbasic_identify_CGI, intra. 

	UL/DL configuration
	Minimum number of transmitted ACK/NACKs

	0
	18

	1
	35

	2
	43

	3
	36

	4
	39

	5
	42

	6
	30


--- UNCHANGED TEXT ---
8.1.2.3.5
E-UTRAN FDD-FDD inter frequency measurements with autonomous gaps

8.1.2.3.5.1
Identification of a new CGI of E-UTRA FDD cell with autonomous gaps
No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose of ‘reportCGI’. The UE may make autonomous gaps in both downlink reception and uplink transmission for receiving MIB and SIB1 message according to section 5.5.3.1 of 36.331 [2]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, regardless of whether DRX is used or not, the UE shall be able to identify a new CGI of E-UTRA cell within: 
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Where

Tbasic_identify_CGI, inter = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of E-UTRA  cell is defined.
A cell shall be considered identifiable following conditions are fulfilled:
-
RSRP related side conditions given in Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP|dBm > -125 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21 and SCH Ês/Iot > -4 dB,
-
SCH_RP|dBm > -124 dBm for Band 9 and SCH Ês/Iot > -4 dB,
-
SCH_RP|dBm > -123 dBm for Bands 2, 5, 7 and SCH Ês/Iot > -4 dB,
-
SCH_RP|dBm > -122 dBm for Bands 3, 8, 12, 13, 14, 17, 20 and SCH Ês/Iot > -4 dB.

The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI,inter is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [2] are used.
Given that continuous DL data allocation and no DRX is used, and no measurement gaps are configured, the UE shall have more than 60 ACK/NACK transmitted during identification of a new CGI of E-UTRA cell.
--- UNCHANGED TEXT ---
8.1.2.3.6
E-UTRAN TDD-FDD inter frequency measurements using autonomous gaps

The requirements in this section shall apply to UE supporting FDD and TDD.

8.1.2.3.6.1
Identification of a new CGI of E-UTRA FDD cell with autonomous gaps

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose of ‘reportCGI’. The UE may make autonomous gaps in both downlink reception and uplink transmission for receiving MIB and SIB1 message according to section 5.5.3.1 of 36.331 [2]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, regardless of whether DRX is used or not, the UE shall be able to identify a new CGI of E-UTRA cell within: 
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Where


Tbasic_identify_CGI, inter = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of E-UTRA  cell is defined.
A cell shall be considered identifiable following conditions are fulfilled:
-
RSRP related side conditions given in Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP|dBm > -125 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21 and SCH Ês/Iot > -4 dB,
-
SCH_RP|dBm > -124 dBm for Band 9 and SCH Ês/Iot > -4 dB,
-
SCH_RP|dBm > -123 dBm for Bands 2, 5, 7 and SCH Ês/Iot > -4 dB,
-
SCH_RP|dBm > -122 dBm for Bands 3, 8, 12, 13, 14, 17, 20 and SCH Ês/Iot > -4 dB.

The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI,inter is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [2] are used.
Given that continuous DL data allocation and no DRX is used, no measurement gaps are configured, and TDD configuration as in Table 8.1.2.3.2.1-1 is used, the UE shall have more than 30 ACK/NACK transmitted during the identification of a new CGI of E-UTRA cell.
--- UNCHANGED TEXT ---
8.1.2.3.7
E-UTRAN TDD-TDD inter frequency measurements with autonomous gaps

8.1.2.3.7.1
Identification of a new CGI of E-UTRA TDD cell with autonomous gaps
No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose of ‘reportCGI’. The UE may make autonomous gaps in both downlink reception and uplink transmission according to section 5.5.3.1 of 36.331 [2]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, regardless of whether DRX is used or not, the UE shall be able to identify a new CGI of E-UTRA cell within: 
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Where

Tbasic_identify_CGI, inter = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of E-UTRA  cell is defined.
A cell shall be considered identifiable following conditions are fulfilled:
-
RSRP related side conditions given in Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > -125 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40 and SCH Ês/Iot > - 4 dB.
The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI,inter is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [2] are used.
Given that continuous DL data allocation and no DRX is used, no measurement gaps are configured, and TDD configuration as in Table 8.1.2.3.2.1-1 is used, the UE shall have more than 30 ACK/NACKs transmitted during the identification of a new CGI of E-UTRA cell.
--- UNCHANGED TEXT ---
8.1.2.3.8
E-UTRAN FDD-TDD inter frequency measurements using autonomous gaps

The requirements in this section shall apply to UE supporting FDD and TDD.

8.1.2.3.8.1
Identification of a new CGI of E-UTRA TDD cell with autonomous gaps

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose of ‘reportCGI’. The UE may make autonomous gaps in both downlink reception and uplink transmission according to section 5.5.3.1 of 36.331 [2]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, regardless of whether DRX is used or not, the UE shall be able to identify a new CGI of E-UTRA cell within: 
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Where


Tbasic_identify_CGI, inter = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of E-UTRA  cell is defined.
A cell shall be considered identifiable following conditions are fulfilled:
-
RSRP related side conditions given in Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > -125 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40 and SCH Ês/Iot > - 4 dB.
The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI,inter is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [2] are used.
Given that continuous DL data allocation and no DRX is used, and no measurement gaps are configured, the UE shall have more than 60 ACK/NACKs transmitted during the identification of a new CGI of E-UTRA cell.
<End of change #5>

<Change #6>

8.1.2.4.3.1
E-UTRAN TDD – UTRAN TDD measurements when no DRX is used
--- UNCHANGED TEXT ---
8.1.2.4.3.1.4
Event Triggered Reporting

Reported measurements in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as the reporting criteria is not fulfilled.

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify, UTRA_TDD defined in Section 8.1.2.4.3.1.1 for the minimum requirements or Tidentify, enhanced_UTRA_TDD defined in Section 8.1.2.4.3.1.1a for the enhanced requirements. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify, UTRA_TDD defined in section 8.1.2.4.3.1.1 for the minimum requirements and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than Tmeasurement_UTRA_TDD defined in section 8.1.2.4.3.1.2 provided the timing to that cell has not changed more than ( 10 chips while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.

--- UNCHANGED TEXT ---
8.1.2.4.3.2
E-UTRAN TDD – UTRAN TDD measurements when DRX is used

--- UNCHANGED TEXT ---
8.1.2.4.3.2.2
Event Triggered Reporting

Reported measurements in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as the reporting criteria is not fulfilled.

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify, UTRA_TDD defined in Section 8.1.2.4.3.2 When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify, UTRA_TDD defined in section 8.1.2.4.3.2 and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than Tmeasurement_UTRA_TDD defined in section 8.1.2.4.3.2 provided the timing to that cell has not changed more than ( 10 chips while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.

<End of change #6>
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