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<< Unchanged sections omitted >>
6.6.2
Out of band emission

Out of band emissions are unwanted emissions immediately outside the channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission requirement is specified both in terms of a spectrum emission mask and adjacent channel power ratio for the transmitter.

6.6.2.1
Spectrum emission mask

The mask defined in Tables 6.3 to 6.6 below may be mandatory in certain regions. In other regions this mask may not be applied.

For regions where this clause applies, the requirement shall be met by a base station transmitting on a single RF carrier configured in accordance with the manufacturer's specification. In addition, for a BS operating in non-contiguous spectrum, the requirements apply inside any sub-block gap. Emissions shall not exceed the maximum level specified in tables 6.3 to 6.6 for the appropriate BS maximum output power, in the frequency range from (f = 2.5 MHz to (fmax from the carrier frequency, where:

-
(f is the separation between the carrier frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the carrier frequency and the centre of the measuring filter.

-
f_offsetmax is either 12.5 MHz or the offset to the UMTS Tx band edge as defined in section 5.2, whichever is the greater.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
Inside any sub-block gap for a BS operating in non-contiguous spectrum, emissions shall not exceed the cumulative sum of the minimum requirements specified for the adjacent sub blocks on each side of the sub block gap. The minimum requirement for each sub block is specified in Tables 6.3 to 6.6E below, where in this case:

-
(f is equal to 2.5MHz plus the separation between the sub block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub block edge.

-
f_offset is equal to 2.5MHz plus the separation between the sub block edge frequency and the centre of the measuring filter.

-
f_offsetmax is equal to the sub block gap bandwidth divided by two plus 2.5MHz
-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
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Illustrative diagram of spectrum emission mask


Figure 6.2: Spectrum emission mask

Table 6.3: Spectrum emission mask values, BS maximum output power P ( 43 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1)
	Measurement bandwidth
(Note 3)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-14 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 2)
	3.515MHz ( f_offset < 4.0MHz 
	-26 dBm
	30 kHz 

	3.5 MHz ( (f ( (fmax
	4.0MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation the minimum requirement within sub-block gaps is calculated as a cumulative sum of adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission requirements in subclause 6.6.3.1 shall be met.


Table 6.4: Spectrum emission mask values, BS maximum output power 39 ( P < 43 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1)
	Measurement bandwidth
(Note 3)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-14 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 2)
	3.515MHz ( f_offset < 4.0MHz 
	-26 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0MHz ( f_offset < 8.0MHz
	-13 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	P - 56 dB
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation the minimum requirement within sub-block gaps is calculated as a cumulative sum of adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission requirements in subclause 6.6.3.1 shall be met.


Table 6.5: Spectrum emission mask values, BS maximum output power 31 ( P < 39 dBm
	Frequency offset of measurement filter ‑3dB point,(f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement 
	Measurement bandwidth
(Note 3)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	P - 53 dB
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 2)
	3.515MHz ( f_offset < 4.0MHz 
	P - 65 dB
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0MHz ( f_offset < 8.0MHz
	P - 52 dB
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	P - 56 dB
	1 MHz 


Table 6.6: Spectrum emission mask values, BS maximum output power P < 31 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement 
	Measurement bandwidth
(Note 3)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-22 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 2)
	3.515MHz ( f_offset < 4.0MHz 
	-34 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0MHz ( f_offset < 8.0MHz
	-21 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	-25 dBm
	1 MHz 
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