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1. Discussion
In RAN4 #64, UEM and ACLR requirements for MB-MSR BS were discussed on the following documents:

On unwanted emission mask requirements

R4-123912
TP on Operating band unwanted emissions (TR Clause 6.6.2)
ZTE

R4-124153
TP on Operating band unwanted emissions for MB-MSR BS
Huawei

R4-124433
TP on MB-MSR transmitter requirements
Ericsson

R4-124549
Operating band unwanted emissions for MB-MSR
CATT
R4-123816
Draft TP on RF requirements for MB-MSR BS
NTT DOCOMO
On ACLR requirements
R4-123914
TP on Adjacent Channel Leakage power Ratio (ACLR) (TR Clause 6.6.4)
ZTE

R4-124155
TP on ACLR for MB-MSR BS
Huawei

R4-124433
TP on MB-MSR transmitter requirements
Ericsson
R4-123816
Draft TP on RF requirements for MB-MSR BS
NTT DOCOMO
From the Ad-hoc discussion on Monday [8] and off-line discussions, we harmonize and propose the following base-line concept of UEM and ACLR requirements for MB-MSR BS:
· For band combinations whose minimum downlink inter-RF bandwidth gap >= 20MHz 

· Reuse the current UEM and ACLR requirements for MB-MSR on a per-band basis, i.e. the UEM and ACLR requirements on inter-RF BW gap are the same as that for single-band spectrum.
· For band combinations whose minimum downlink inter-RF bandwidth gap < 20MHz 

· FFS (Companies will continues to discuss whether the cumulative approach is needed for this case or not, within or after this WI.)
Based on the above concept, we propose the text for MB-MSR TR [9] as attached.
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2. Text proposal

< Start of text proposal for TR37.xxx (TR for MB-MSR )>
<Unchanged sections omitted>

6.6.2
Operating band unwanted emissions

 For band combinations whose minimum downlink inter-RF bandwidth gap >= 20MHz
The operating band unwanted emissions requirement is not affected by MB-MSR and existing requirements per band should apply.

For band combinations whose minimum downlink inter-RF bandwidth gap < 20MHz
FFS
<Unchanged sections omitted>

6.6.4
Adjacent Channel Leakage power Ratio (ACLR)

For band combinations whose minimum downlink inter-RF bandwidth gap >= 20MHz
The ACLR requirement is not affected by MB-MSR and existing requirements per band should apply.

For band combinations whose minimum downlink inter-RF bandwidth gap < 20MHz
FFS

<Unchanged sections omitted>

< End of text proposal for TR37.xxx (TR for MB-MSR )>
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