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<< Text proposal >>
6.2.2A
UE maximum output power for CA

The following UE Power Classes define the maximum output power for any transmission bandwidth within the aggregated channel bandwidth. 

The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms).

For inter-band carrier aggregation with uplink assigned to one E-UTRA band the requirements in subclause 6.2.2 apply.
For intra-band contiguous carrier aggregation the maximum output power is specified in Table 6.2.2A-1.
Table 6.2.2A-1: CA UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_1C
	
	
	
	
	23
	+2/-2
	
	

	CA_40C
	
	
	
	
	23
	+2/2
	
	

	NOTE 1:
The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support 5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS

NOTE 2:
For transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

NOTE 4: 
For intra-band contiguous carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).


6.2.2B
UE maximum output power for UL-MIMO
<< Text proposal >>
6.2.5A
Configured transmitted power for CA

For carrier aggregation the UE is allowed to set its configured maximum output power PCMAX,c  on serving cell c and its total configured maximum output power PCMAX. 

The configured maximum output power on serving cell c shall be set within the following bounds:

PCMAX_L,c ≤  PCMAX,c  ≤  PCMAX_H,c
For intra-band contiguous carrier aggregation:

-
PCMAX_L,c = MIN { PEMAX,c – TC,c,  PPowerClass – MAX(MPR c + A-MPR c, P-MPR c) – TC, c }

For inter-band carrier aggregation:

-
PCMAX_L,c = MIN { PEMAX,c – TC,c,  PPowerClass – MAX(MPR c + A-MPR c + TIB,c, P-MPR c) – TC, c }

-
PCMAX_H,c = MIN {PEMAX,c, PPowerClass}

-
PEMAX, c is the value given by IE P-Max for serving cell c in [7].

-
PPowerClass is the maximum UE power specified in Table 6.2.2-1 without taking into account the tolerance specified in the Table 6.2.2-1. 
-
TIB,c is the additional tolerance for serving cell c as specified in Table 6.2.5A-3. 

For inter-band carrier aggregateion, MPR c and A-MPR c apply per serving cell c and are specified in subclause 6.2.3 and subclause 6.2.4, respectively. For intra-band contiguous carrier aggregation, MPR c = MPR and A-MPR c = A-MPR with MPR and A-MPR specified in subclause 6.2.3A and subclause 6.2.4A respectively. 

-
P-MPR c accounts for power management for serving cell c. For intra-band contiguous carrier aggregation, there is one power management term for the UE, P-MPR, and P-MPR c = P-MPR.

-
TC,c = 1.5 dB when Note 2 in Table 6.2.2-1 applies to the serving cell c. 

-
TC,c = 0 dB when Note 2 in Table 6.2.2-1 does not apply to the serving cell c.
For inter-band carrier aggregation with one UL serving cell the total configured maximum output power PCMAX shall be set within the following bounds:

PCMAX_L ≤  PCMAX  ≤  PCMAX_H
where 

-
PCMAX_L   = PCMAX_L,c
-
PCMAX_H   = PCMAX_H,c
For intra-band contiguous carrier aggregation, Pcmax,c is calculated under the assumption that the transmit power is increased by the same amount in dB on all component carriers.

For inter-band carrier aggregation, Pcmax,c is calculated under the assumption that the transmit power is increased independently on all component carriers.
The measured maximum output power PUMAX shall be within the following bounds:
PCMAX_L  –  T(PCMAX_L)  ≤  PUMAX  ≤  PCMAX_H  +  T(PCMAX_H)

T(PCMAX) is defined by the table below and applies to PCMAX_L and PCMAX_H separately. 

Table 6.2.5A-1: PCMAX tolerance 

	PCMAX             (dBm)
	Tolerance T(PCMAX)   (dB)

	21 ≤ PCMAX ≤ 23
	2.0

	20 ≤ PCMAX < 21
	2.5

	19 ≤ PCMAX < 20
	3.5

	18 ≤ PCMAX < 19
	4.0

	13 ≤ PCMAX < 18
	5.0

	8 ≤ PCMAX < 13
	6.0

	-40 ≤ PCMAX < 8
	7.0


For carrier aggregation with two UL serving cells, the total configured maximum output power PCMAX shall be set within the following bounds:

PCMAX_L_CA ≤  PCMAX  ≤  PCMAX_H_CA
For intra-band contiguous carrier aggregation, 
-
PCMAX_L _CA = MIN{10 log10 ∑ pEMAX,c  - TC , PPowerClass – MAX(MPR + A-MPR, P-MPR ) – TC}
-
PCMAX_H_CA  = MIN{10 log10 ∑ pEMAX,c , PPowerClass}
where 
-
pEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [7].

-
PPowerClass is the maximum UE power specified in Table 6.2.2A-1 without taking into account the tolerance specified in the Table 6.2.2A-1.
-
MPR and A-MPR specified in subclause 6.2.3A and subclause 6.2.4A respectively.
-
P-MPR is the power management term for the UE. 
-
TC is the highest value TC,c among all serving cells c in the subframe over both timeslots. TC,c = 1.5 dB when Note 2 in Table 6.2.2A-1 applies to the serving cell c. TC,c = 0 dB when Note 2 in Table 6.2.2A-1 does not apply to the serving cell c. 

For inter-band carrier aggregation with up to one serving cell c per operating band: 
PCMAX_L_CA  = MIN {10log10∑ MIN [ pEMAX,c/ (tC,c),  pPowerClass/(mprc·a-mprc·tC,c ·tIB,c) ,

pPowerClass/(pmprc·tC,c) ], PPowerClass}

PCMAX_H_CA  = MIN{10 log10 ∑ pEMAX,c , PPowerClass}
where
-
pEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [7].
-
PPowerClass is the maximum UE power specified in Table 6.2.2A-1 without taking into account the tolerance specified in the Table 6.2.2A-1. pPowerClass is the linear value of PPowerClass.

-
MPR c and A-MPR c apply per serving cell c and are specified in subclause 6.2.3 and subclause 6.2.4, respectively. mpr c is the linear value of MPR c. a-mpr c is the linear value of A-MPR c. 
-
P-MPR c accounts for power management for serving cell c. pmprc is the linear value of P-MPR c. 
-
tC,c = 1.41 when Note 2 in Table 6.2.2-1 applies for a serving cell c
-
tC,c = 1 when Note 2 in Table 6.2.2-1 does not apply for a serving cell c

-
tIB,c  is the linear value of the inter-band relaxation term of the serving cell c TIB,c. tIB,cwhen no inter-band relaxation is allowed.

The measured maximum output power PUMAX over all serving cells shall be within the following range:

PCMAX_L_CA  –  T(PCMAX_L_CA)  ≤  PUMAX  ≤  PCMAX_H_CA  +  T(PCMAX_H_CA) 

PUMAX = 10 log10 ∑ pUMAX,c  
where pUMAX,c  denotes the measured maximum output power for serving cell c expressed in linear scale. 

The tolerance T(PCMAX) is defined by the table below and applies to PCMAX_L_CA and PCMAX_H_CA separately.

Table 6.2.5A-2: PCMAX tolerance 

	PCMAX             (dBm)
	Tolerance T(PCMAX)   Intra-band with two active UL serving cells

(dB)
	Tolerance T(PCMAX)   Inter-band with two active UL serving cells

 (dB)

	21 ≤ PCMAX ≤ 23
	2.0
	2.0

	20 ≤ PCMAX < 21
	2.5
	TBD

	19 ≤ PCMAX < 20
	3.5
	TBD

	18 ≤ PCMAX < 19
	4.0
	TBD

	13 ≤ PCMAX < 18
	5.0
	TBD

	8 ≤ PCMAX < 13
	6.0
	TBD

	-40 ≤ PCMAX < 8
	7.0
	TBD


For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c is defined for applicable bands in Table 6.2.5A-3.
Table 6.2.5A-3: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB] 



	CA_1A-5A
	1
	0.3

	
	5
	0.3


6.2.5B
Configured transmitted power for UL-MIMO

<< Text proposal >>
6.5.2A
Transmit modulation quality for CA
6.5.2A.1
Error Vector Magnitude
For the intra-band contiguous carrier aggregation, the Error Vector Magnitude requirement should be defined for each component carrier. Transmission on all component carriers is configured but requirements only apply with PRB allocation in one of the component carriers.
When a single component carrier is configured Table 6.5.2.1.1-1 apply.

The EVM requirements are according to Table 6.5.2.1A-1 if CA is configured in uplink.

Table 6.5.2.1A-1: Minimum requirements for Error Vector Magnitude

	Parameter
	Unit
	Average EVM Level per CC
	Reference Signal EVM Level

	QPSK or BPSK
	%
	17.5
	17.5

	16QAM 
	%
	12.5
	12.5


6.5.2A.2
Carrier leakage for CA
Carrier leakage (The IQ origin offset) is an additive sinusoid waveform that has the same frequency as the modulated waveform carrier frequency. Carrier leakage is defined for each component carrier and is measured on the carrier with PRBs allocated. The measurement interval is one slot in the time domain.
6.5.2A.2.1
Minimum requirements

The relative carrier leakage power is a power ratio of the additive sinusoid waveform and the modulated waveform. The relative carrier leakage power shall not exceed the values specified in Table 6.5.2A.2.1-1.

Table 6.5.2A.2.1-1: Minimum requirements for Relative Carrier Leakage Power
	Parameters
	Relative Limit (dBc)

	Output power >0 dBm
	-25

	-30 dBm ≤ Output power ≤0 dBm
	-20

	-40 dBm ( Output power < -30 dBm
	-10


6.5.2A.3
In-band emissions

6.5.2A.3.1

Minimum requirement for CA

For  intra-band contiguous carrier aggregation bandwidth class C, the requirements in Table 6.5.2.3.1-1 apply within the aggregated maximum transmission bandwidth with both component carrier (s) active and one single contiguous PRB allocation of bandwidth 
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 in the PCC or SCC at the edge of the aggregated maximum transmitted bandwidth.

The inband emission is defined as the interference falling into the non allocated resource blocks for all component carriers. The measurement method for the inband emissions in the component carrier with PRB allocation is specified in annex F. For a non allocated component carrier a spectral measurement is specified.

Table 6.5.2A.3.1-1: Minimum requirements for in-band emissions (allocated component carrier)
	Parameter 
	Unit
	Limit
	Applicable Frequencies

	General
	dB
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	Any non-allocated (Note 1)

	IQ Image
	dB
	-25
	Exception for IQ image 

(Note 2)

	Carrier leakage
	dBc
	-25
	Output power > 0 dBm
	Exception for Carrier frequency (Note 3)

	
	
	-20
	-30 dBm ≤ Output power ≤ 0 dBm
	

	
	
	-10
	-40 dBm ( Output power < -30 dBm
	

	Note 1:
An in-band emissions combined limit is evaluated in each non-allocated RB in the allocated component carrier. For each such RB, the minimum requirement is calculated as the higher of PRB - 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in Note 8. The limit is evaluated in each non-allocated RB. The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs

Note 2:
Exceptions to the general limit is allowed for up to 
[image: image3.wmf]CRBs

L

contiguous non-allocated RBs in the allocated component carrier. The measurement bandwidth is 1 RB.

Note 3:
Two exceptions to the general limit is allowed for up to two contiguous non-allocated RBs in the allocated component carrier. The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in the non-allocated RB to the measured total power in all allocated RBs.

Note 4:
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is the Transmission Bandwidth (see Figure 5.6-1) not exceeding 
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Note 5:
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 is the Transmission Bandwidth Configuration (see Figure 5.6-1) of the component carrier with RBs allocated. 

Note 6:
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 is the limit specified in Table 6.5.2.1.1-1 for the modulation format used in the allocated RBs. 

Note 7:
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 is the starting frequency offset between the allocated RB and the measured non-allocated RB in the allocated component carrier (e.g. 
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 for the first adjacent RB outside of the allocated bandwidth. 

Note 8:
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 is the transmitted power per 180 kHz in allocated RBs, measured in dBm.


Table 6.5.2A.3.1-2: Minimum requirements for in-band emissions (not allocated component carrier)

	Para-meter
	Unit
	Meas BW

Note 1
	Limit
	remark
	Applicable Frequencies

	General
	dB
	BW of 1 RB (180KHz rectangular)
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	The reference value is the average power per allocated RB in the allocated component carrier 
	Any RB in the non allocated component carrier.

The frequency raster of the RBs is derived when this component carrier is allocated with RBs

	IQ Image
	dB
	BW of 1 RB (180KHz rectangular)


	-25

Note 2
	The reference value is the average power per allocated RB in the allocated component carrier
	The frequencies of the
[image: image13.wmf]CRBs
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contiguous non-allocated RBs are unknown.

The frequency raster of the RBs is derived when this component carrier is allocated with RBs

	Carrier leakage
	 dBc
	BW of 1 RB (180KHz rectangular)


	Note 3
	The reference value is the total power of the allocated RBs  in the allocated component carrier
	The frequencies of the up to 2 non-allocated RBs is unknown.

The frequency raster of the RBs is derived when this component carrier is allocated with RBs



	
	
	
	-25
	Output power > 0 dBm
	
	

	
	
	
	-20
	-30 dBm ≤ Output power ≤ 0 dBm
	
	

	
	
	
	-10
	-40 dBm ( Output power < -30 dBm
	
	

	Note1:
Resolution BWs smaller than the measurement BW may be integrated to achieve the measurement bandwidth.

Note 2:
Exceptions to the general limit is allowed for up to 
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contiguous non-allocated RBs. 

Note 3:
Two exceptions to the general limit are allowed for up to two contiguous non-allocated RBs

Note 4:
Note 4 and note 6 from  Table 6.5.2A.3.1-1 apply for Table 6.5.2A.3.1-2 as well.


<< Text proposal >>
6.5.2B
Transmit modulation quality for UL-MIMO

6.7
Transmit intermodulation

The transmit intermodulation performance is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.

6.7.1
Minimum requirement

User Equipment(s) transmitting in close vicinity of each other can produce intermodulation products, which can fall into the UE, or eNode B receive band as an unwanted interfering signal. The UE intermodulation attenuation is defined by the ratio of the mean power of the wanted signal to the mean power of the intermodulation product when an interfering CW signal is added at a level below the wanted signal at each of the transmitter antenna port with the other antenna port(s) if any is terminated. Both the wanted signal power and the intermodulation product power are measured through E-UTRA rectangular filter with measurement bandwidth shown in Table 6.7.1-1.
The requirement of transmitting intermodulation is prescribed in Table 6.7.1-1.

Table 6.7.1-1: Transmit Intermodulation

	BW Channel (UL)
	5MHz
	10MHz
	15MHz
	20MHz

	Interference Signal Frequency Offset
	5MHz
	10MHz
	10MHz
	20MHz
	15MHz
	30MHz
	20MHz
	40MHz

	Interference CW Signal Level
	-40dBc

	Intermodulation Product 
	-29dBc
	-35dBc
	-29dBc
	-35dBc
	-29dBc
	-35dBc
	-29dBc
	-35dBc

	Measurement bandwidth
	4.5MHz
	4.5MHz
	9.0MHz
	9.0MHz
	13.5MHz
	13.5MHz
	18MHz
	18MHz


6.7.1A
Minimum requirement for CA

User Equipment(s) transmitting in close vicinity of each other can produce intermodulation products, which can fall into the UE, or eNode B receive band as an unwanted interfering signal. The UE intermodulation attenuation is defined by the ratio of the mean power of the wanted signal to the mean power of the intermodulation product on both component carriers when an interfering CW signal is added at a level below the wanted signal at each of the transmitter antenna port with the other antenna port(s) if any is terminated. Both the wanted signal power and the intermodulation product power are measured through rectangular filter with measurement bandwidth shown in Table 6.7.1A-1.

For intra-band contiguous carrier aggregation the requirement of transmitting intermodulation is specified in Table 6.7.1A-1.

Table 6.7.1A-1: Transmit Intermodulation
	CA bandwidth class(UL)
	C

	Interference Signal
Frequency Offset
	BWChannel_CA
	2*BWChannel_CA

	Interference CW Signal
 Level
	-40dBc

	Intermodulation Product
	-29dBc
	-35dBc

	Measurement bandwidth
	BWChannel_CA- 2* BWGB


6.7.1B

Minimum requirement for UL-MIMO
<< Text proposal end >>
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