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), so a new pattern OP.6 is needed.
· Test 2 uses R.31-2, which has Ch BW 10MHz and Resource blocks 
nPRB = 3..49 allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in sub-frames 0,1,2,3,4,6,7,8,9. Any remaining gaps in subframe 5 can be filled by OCNG pattern OP.1.
· Test 3 uses R.31-3, which has Ch BW 20MHz and Resource blocks 
nPRB = 4..99 allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,1,2,3,4,6,7,8,9. Any remaining gaps in subframe 5 can be filled by OCNG pattern OP.1.
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· Test 5 remains FFS as the Reference Measurement channel is not defined yet.
b) Define a new OCNG pattern 6 to be used when the user data is in two non-contiguous blocks.
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<< Unchanged sections omitted >>
8.7.1
FDD

The parameters specified in Table 8.7.1-1 are valid for all FDD tests unless otherwise stated.

Table 8.7.1-1: Common Test Parameters (FDD)

	Parameter
	Unit
	Value 

	Cyclic prefix
	
	Normal

	Cell ID
	
	0

	Inter-TTI Distance
	
	1

	Number of HARQ processes
	Processes
	8

	Maximum number of HARQ transmission
	
	4

	Redundancy version coding sequence
	
	{0,0,1,2} for 64QAM

	Number of OFDM symbols for PDCCH
	OFDM symbols
	1


The requirements are specified in Table 8.7.1-3, with the addition of the parameters in Table 8.7.1-2 and the downlink physical channel setup according to Annex C.3.2. The TB success rate shall be sustained during at least 300 frames.

Table 8.7.1-2: test parameters for sustained downlink data rate (FDD)
	Parameter
	Unit
	Test 1
	Test 2
	Test 3,4
	Test 3A

	Bandwidth
	MHz
	10
	10
	20
	10

	Transmission mode
	
	1
	3
	3
	3

	Antenna configuration
	
	1 x 2
	2 x 2
	2 x 2
	2 x 2

	
	
	
	
	
	

	 Propagation condition
	
	Static propagation condition (Note 1)

	CodeBookSubsetRestriction bitmap
	
	n/a
	10
	10
	10

	Downlink power allocation
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	dBm/15kHz
	-85
	-85
	-85
	-85

	Symbols for unused PRBs
	
	OP.6 FDD 
	OP.1 FDD
	OP.1 FDD
	OP.1 FDD

	
	
	
	
	
	

	Note 1:
No external noise sources are applied


Table 8.7.1-3: Minimum requirement (FDD)

	Test
	UE Category
	Number of bits of a DL-SCH transport block received within a TTI
	Measurement channel
	Reference value

	1
	Category 1
	10296
	R31-1 FDD
	95

	2
	Category 2
	25456
	R31-2 FDD
	95

	3
	Category 3 (Note 1)
	51024
	R31-3 FDD
	95

	3A
	Category 3 (Note 2)
	36696 (Note 4)
	R31-3A FDD
	85

	4
	Category 4
	75376 (Note 5)
	R31-4 FDD
	85

	5
	Category 5
	FFS
	FFS
	FFS

	Note 1:
If the operating band under test does not support 20 MHz channel bandwidth, then test is executed according to Test 3A.

Note 2:
Applicable to operating bands supporting up to 10 MHz channel bandwidths. 

Note 3:
For 2 layer transmissions, 2 transport blocks are received within a TTI

Note 4:
35160 bits for sub-frame 5

Note 5:
71112 bits for sub-frame 5

Note 6:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.


8.7.2
TDD

The parameters specified in Table 8.7.2-1 are valid for all TDD tests unless otherwise stated.

Table 8.7.2-1: Common Test Parameters (TDD)

	Parameter
	Unit
	Value 

	Special subframe configuration (Note 1)
	
	4

	Cyclic prefix
	
	Normal

	Cell ID
	
	0

	Inter-TTI Distance
	
	1

	Maximum number of HARQ transmission
	
	4

	Redundancy version coding sequence
	
	{0,0,1,2} for 64QAM

	Number of OFDM symbols for PDCCH
	OFDM symbols
	1

	Note 1:
as specified in Table 4.2-1 in TS 36.211 [4]


The requirements are specified in Table 8.7.2-3, with the addition of the parameters in Table 8.7.2-2 and the downlink physical channel setup according to Annex C.3.2. The TB success rate shall be sustained during at least 300 frames.

Table 8.7.2-2: test parameters for sustained downlink data rate (TDD)

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 3B
	Test 4

	Bandwidth
	MHz
	10
	10
	20
	15
	20

	Transmission mode
	
	1
	3
	3
	3
	3

	Antenna configuration
	
	1 x 2
	2 x 2
	2 x 2
	2 x 2
	2x2

	 Propagation condition
	
	Static propagation condition (Note 1)

	CodeBookSubsetRestriction bitmap
	
	n/a
	10
	10
	10
	10

	Downlink power allocation
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	dBm/15kHz
	-85
	-85
	-85
	-85
	-85

	Symbols for unused PRBs
	
	OP.6 TDD 
	OP.1 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD

	ACK/NACK feedback mode
	
	Bundling
	Bundling
	Bundling
	Multiplexing 
	Multiplexing

	Note 1:
No external noise sources are applied


Table 8.7.2-3: Minimum requirement (TDD)

	Test
	UE Category
	Number of bits of a DL-SCH transport block received within a TTI for normal/special sub-frame
	Measurement channel
	Reference value

	
	
	
	
	TB success rate [%]

	1
	Category 1
	10296/0
	R31-1 TDD
	95

	2
	Category 2
	25456/0
	R31-2 TDD
	95

	3
	Category 3 (Note 1)
	51024/0
	R31-3 TDD
	95

	3B
	Category 3 (Note 2)
	51024/0
	R31-3B TDD
	85

	4
	Category 4
	75376/0 (Note 4)
	R31-4 TDD
	85

	5
	Category 5
	FFS
	FFS
	FFS

	Note 1:
If the operating band under test does not support 20 MHz channel bandwidth, then test is executed according to Test 3B.

Note 2:
Applicable to operating bands supporting up to 15 MHz channel bandwidths. 

Note 3:
For 2 layer transmissions, 2 transport blocks are received within a TTI
Note 4:
71112 bits for sub-frame 5

Note 5:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.


<< Unchanged sections omitted >>
A.5
OFDMA Channel Noise Generator (OCNG)

A.5.1
OCNG Patterns for FDD

The following OCNG patterns are used for modelling allocations to virtual UEs (which are not under test) and/or allocations used for MBSFN. The OCNG pattern for each sub frame specifies the allocations that shall be filled with OCNG, and furthermore, the relative power level of each such allocation.

In each test case the OCNG is expressed by parameters OCNG_RA and OCNG_RB which together with a relative power level (
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) specifies the PDSCH EPRE-to-RS EPRE ratios in OFDM symbols with and without reference symbols, respectively. The relative power, which is used for modelling boosting per virtual UE allocation, is expressed by:
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where 
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 denotes the relative power level of the i:th virtual UE. The parameter settings of OCNG_RA, OCNG_RB, and the set of relative power levels 
[image: image11.wmf]g

are chosen such that when also taking allocations to the UE under test into account, as given by a PDSCH reference channel, a constant transmitted power spectral density that is constant on an OFDM symbol basis is targeted.

Moreover the OCNG pattern is accompanied by a PCFICH/PDCCH/PHICH reference channel which specifies the control region. For any aggregation and PHICH allocation, the PDCCH and any unused PHICH groups are padded with resource element groups with a power level given respectively by PDCCH_RA/RB and PHICH_RA/RB as specified in the test case such that a total power spectral density in the control region that is constant on an OFDM symbol basis is targeted.
A.5.1.1
OCNG FDD pattern 1: One sided dynamic OCNG FDD pattern 

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the DL sub-frames, when the unallocated area is continuous in frequency domain (one sided).

Table A.5.1.1-1: OP.1 FDD: One sided dynamic OCNG FDD Pattern
	Relative power level 
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 [dB]
	PDSCH Data

	Subframe
	

	0
	5
	1 – 4, 6 – 9
	

	Allocation
	

	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	

	0
	0
	0
	Note 1

	Note 1:     These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
[image: image13.wmf]PRB
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is used to scale the power of PDSCH.

Note 2:      If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter
[image: image14.wmf]PRB
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 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


A.5.1.2
OCNG FDD pattern 2: Two sided dynamic OCNG FDD pattern 

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the DL sub-frames, when the unallocated area is discontinuous in frequency domain (divided in two parts by the allocated area – two sided), starts with PRB 0 and ends with PRB 
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Table A.5.1.2-1: OP.2 FDD: Two sided dynamic OCNG FDD Pattern

	Relative power level 
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 [dB]
	PDSCH Data

	Subframe
	

	0
	5
	1 – 4, 6 – 9
	

	Allocation
	

	0 – (First allocated PRB-1) 
and 
(Last allocated PRB+1) – (
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	0 – (First allocated PRB-1) 
and 
(Last allocated PRB+1) – (
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	0 – (First allocated PRB-1) 
and 
(Last allocated PRB+1) – (
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	[0]
	[0]
	[0]
	Note 1

	Note 1:     These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
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is used to scale the power of PDSCH.

Note 2:      If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter
[image: image21.wmf]PRB
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 applies to each antenna port separately, so the transmit power  is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


A.5.1.3
OCNG FDD pattern 3: 49 RB OCNG allocation with MBSFN in 10 MHz 

Table A.5.1.3-1: OP.3 FDD: OCNG FDD Pattern 3
	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4, 9
	1 – 3, 6 – 8
	
	

	1 – 49
	0
	0
(Allocation: all empty PRB-s)
	0
	N/A
	Note 1
	N/A



	0 – 49
	N/A
	N/A
	N/A
	0
	N/A
	Note 2

	Note 1:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
[image: image24.wmf]PRB
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is used to scale the power of PDSCH.

Note 2:
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image25.wmf]PRB

g

is used to scale the power of PMCH.

Note 3: 
If two or more transmit antennas are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas according to transmission mode 2. The transmit power shall be equally split between all the transmit antennas used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

N/A:
Not Applicable


A.5.1.4
OCNG FDD pattern 4: One sided dynamic OCNG FDD pattern for MBMS transmission

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the DL sub-frames, when the unallocated area is continuous in frequency domain (one sided) and MBMS performance is tested.

Table A.5.1.4-1: OP.4 FDD: One sided dynamic OCNG FDD Pattern for MBMS transmission
	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0, 4, 9
	5
	1 – 3, 6 – 8
	
	

	First unallocated PRB
–
Last unallocated PRB
	0
	0
(Allocation: all empty PRB-s)
	N/A
	Note 1
	N/A

	First unallocated PRB
–
Last unallocated PRB
	N/A
	N/A
	N/A
	N/A
	Note 2

	Note 1:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
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is used to scale the power of PDSCH.

Note 2:
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image29.wmf]PRB
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is used to scale the power of PMCH.

Note 3: 
If two or more transmit antennas are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas according to transmission mode 2. The transmit power shall be equally split between all the transmit antennas used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

N/A:     
Not Applicable


A.5.1.5
Void
A.5.1.6
OCNG FDD pattern 6: dynamic OCNG FDD pattern when user data is in 2 non-contiguous blocks 

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the DL sub-frames, when the unallocated area is discontinuous in frequency domain (divided in two parts by the first allocated block). The second allocated block ends with PRB 
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Table A.5.1.6-1: OP.6 FDD: OCNG FDD Pattern when user data is in 2 non-contiguous blocks
	Relative power level 
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 [dB]
	PDSCH Data

	Subframe
	

	0
	5
	1 – 4, 6 – 9
	

	Allocation
	

	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	

	0
	0
	0
	Note 1

	Note 1:     These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
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is used to scale the power of PDSCH.

Note 2:      If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter
[image: image33.wmf]PRB
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 applies to each antenna port separately, so the transmit power  is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


A.5.2
OCNG Patterns for TDD

The following OCNG patterns are used for modelling allocations to virtual UEs (which are not under test). The OCNG pattern for each sub frame specifies the allocations that shall be filled with OCNG, and furthermore, the relative power level of each such allocation. 

In each test case the OCNG is expressed by parameters OCNG_RA and OCNG_RB which together with a relative power level (
[image: image34.wmf]g

) specifies the PDSCH EPRE-to-RS EPRE ratios in OFDM symbols with and without reference symbols, respectively. The relative power, which is used for modelling boosting per virtual UE allocation, is expressed by:
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where 
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 denotes the relative power level of the i:th virtual UE. The parameter settings of OCNG_RA, OCNG_RB, and the set of relative power levels 
[image: image37.wmf]g

are chosen such that when also taking allocations to the UE under test into account, as given by a PDSCH reference channel, a transmitted power spectral density that is constant on an OFDM symbol basis is targeted.

Moreover the OCNG pattern is accompanied by a PCFICH/PDCCH/PHICH reference channel which specifies the control region. For any aggregation and PHICH allocation, the PDCCH and any unused PHICH groups are padded with resource element groups with a power level given respectively by PDCCH_RA/RB and PHICH_RA/RB as specified in the test case such that a total power spectral density in the control region that is constant on an OFDM symbol basis is targeted.

A.5.2.1
OCNG TDD pattern 1: One sided dynamic OCNG TDD pattern 

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the subframes available for DL transmission (depending on TDD UL/DL configuration), when the unallocated area is continuous in frequency domain (one sided).

Table A.5.2.1-1: OP.1 TDD: One sided dynamic OCNG TDD Pattern

	Relative power level 
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 [dB]
	PDSCH Data

	Subframe (only if available for DL)
	

	0
	5
	3, 4, 7, 8, 9
and 6 (as normal subframe) Note 2
	1 
and 6 (as special subframe) Note 2
	

	Allocation
	

	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	

	0
	0
	0
	0
	Note 1

	Note 1:     These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
[image: image39.wmf]PRB
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is used to scale the power of PDSCH.

Note 2:      Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in 3GPP TS 36.211

Note 3:     If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter
[image: image40.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


A.5.2.2
OCNG TDD pattern 2: Two sided dynamic OCNG TDD pattern 

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the subframes available for DL transmission (depending on TDD UL/DL configuration), when the unallocated area is discontinuous in frequency domain (divided in two parts by the allocated area – two sided), starts with PRB 0 and ends with PRB 
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Table A.5.2.2-1: OP.2 TDD: Two sided dynamic OCNG TDD Pattern

	Relative power level 
[image: image42.wmf]PRB
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 [dB]
	PDSCH Data

	Subframe (only if available for DL)
	

	0
	5
	3, 4, 6, 7, 8, 9 
 (6 as normal subframe) Note 2
	1,6 
(6 as special subframe) Note 2
	

	Allocation
	

	0 – 
(First allocated PRB-1) 
and
(Last allocated PRB+1) – (
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	0 – 
(First allocated PRB-1) 
and
(Last allocated PRB+1) – (
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	0 – 
(First allocated PRB-1) 
and
(Last allocated PRB+1) – (
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	0 – 
(First allocated PRB-1) 
and
(Last allocated PRB+1) – (
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	[0]
	[0]
	[0]
	[0]
	Note 1

	Note 1:     These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
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is used to scale the power of PDSCH.

Note 2:     Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in 3GPP TS 36.211

Note 3:     If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter
[image: image48.wmf]PRB
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 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


A.5.2.3
OCNG TDD pattern 3: 49 RB OCNG allocation with MBSFN in 10 MHz 

Table A.5.2.3-1: OP.3 TDD: OCNG TDD Pattern 3 for 5ms downlink-to-uplink switch-point periodicity

	Allocation


[image: image49.wmf]PRB

n


	Relative power level 
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g

 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4, 9Note 2
	1, 6
	
	

	1 – 49
	0
	0

(Allocation: all empty PRB-s)
	N/A
	0
	Note 1
	N/A

	0 – 49
	N/A
	N/A
	0
	N/A
	N/A
	Note 3

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
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g

is used to scale the power of PDSCH.

Note 2: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in 3GPP TS 36.211. 

Note 3: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH symbols shall not contain cell-specific Reference Signals. 

Note 4:  
If two or more transmit antennas are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas according to transmission mode 2. The transmit power shall be equally split between all the transmit antennas used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

N/A:         Not Applicable


A.5.2.4
OCNG TDD pattern 4: One sided dynamic OCNG TDD pattern for MBMS transmission

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the DL sub-frames, when the unallocated area is continuous in frequency domain (one sided) and MBMS performance is tested.

Table A.5.2.4-1: OP.4 TDD: One sided dynamic OCNG TDD Pattern for MBMS transmission
	Allocation
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n


	Relative power level 
[image: image53.wmf]PRB

g

 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe (only for DL)
	
	

	
	0 and 6 (as normal subframe)
	1 (as special subframe)
	5
	3, 4, 7 – 9
	
	

	First unallocated PRB
–
Last unallocated PRB
	0
	0

(Allocation: all empty PRB-s of DwPTS)
	0

(Allocation: all empty PRB-s)
	N/A
	Note 1
	N/A

	First unallocated PRB
–
Last unallocated PRB
	N/A
	N/A
	N/A
	N/A
	N/A
	Note2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
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g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH symbols shall not contain cell-specific Reference Signals. 

Note 3:  
If two or more transmit antennas are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas according to transmission mode 2. The transmit power shall be equally split between all the transmit antennas used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

N/A:         Not Applicable


A.5.2.5
Void
A.5.2.6
OCNG TDD pattern 6: dynamic OCNG TDD pattern when user data is in 2 non-contiguous blocks 

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the subframes available for DL transmission (depending on TDD UL/DL configuration), when the unallocated area is discontinuous in frequency domain (divided in two parts by the first allocated block). The second allocated block ends with PRB 
[image: image55.wmf]1
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-

.
Table A.5.2.6-1: OP.6 TDD: OCNG TDD Pattern when user data is in 2 non-contiguous blocks
	Relative power level 
[image: image56.wmf]PRB

g

 [dB]
	PDSCH Data

	Subframe (only if available for DL)
	

	0
	5
	3, 4, 6, 7, 8, 9 
 (6 as normal subframe) Note 2
	1,6 
(6 as special subframe) Note 2
	

	Allocation
	

	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	

	0
	0
	0
	0
	Note 1

	Note 1:     These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
[image: image57.wmf]PRB

g

is used to scale the power of PDSCH.

Note 2:     Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in 3GPP TS 36.211

Note 3:     If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter
[image: image58.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


<< End of changes >>
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