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1 Introduction
This contribution provides a text proposal for the requirements for MB-MSR base station of latest TR37.812 [1].
2 Discussion
Some of the current core requirements in TS 37.104 are expected to remain unchanged and apply for each supported operating band for MB-MSR base station. But for other requirements, some specific additions or exclusions shall apply for MB-MSR base station.
For MB-MSR base station, various possible structures based on combination of different transmitter and receiver implementations (multi-band or single band) as well as mapping of transceivers to antenna ports in different ways are captured in section 5.3. Independent of the BS structure, the core requirements shall be developed in a BS implementation agnostic way.
3 Conclusion
It is proposed that the text proposal should be captured in the TR for MB-MSR [1].
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Text Proposal

<TP for MB-MSR TR>
4.5
Applicability of MB-MSR requirements

Some of the current core requirements in TS 37.104 are expected to remain unchanged and apply for each supported operating band for MB-MSR base station. But for other requirements, some specific additions or exclusions shall apply for MB-MSR base station.
For MB-MSR base station, various possible structures based on combination of different transmitter and receiver implementations (multi-band or single band) as well as mapping of transceivers to antenna ports in different ways are captured in section 5.3. Independent of the BS structure, the core requirements shall be developed in a BS implementation agnostic way.
<TP for Annex A for TS 37.104>
4.8
Requirements for multi-band base stations
For BS capable of multi-band operation, the RF requirements in clause 6 and 7 apply for each supported operating band unless otherwise stated. For some requirements, some specific additions or exclusions apply.
<End of TP>
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