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1. Introduction
During the RAN4 meeting #64 it was agreed [1] how ACLR should be specified for non-contiguous intraband CA. The agreement is captured below

Proposal 1: Adjacent channel leakage ration for non-contiguos intraband CA is defined as a ratio of

· The sum of the filtered mean powers centered on the assigned channel frequencies and

· The filtered mean power centered on a frequency channel adjacent to one of the respective sub-block edges

Proposal 2: UTRAACLR1, UTRAACLR2 and E- UTRAACLR1 requirements are set for all non-contiguos intraband CA sub-blocks when all sub-blocks are transmitted with equal PSD

Proposal 3: UTRAACLR1 = 33 dB, UTRAACLR2 = 36 dB E- UTRAACLR1 = 30 dB

Proposal 4: UTRAACLR1 and UTRAACLR2
· UTRAACLR1 is required to be met in the sub-block gap when the gap bandwidth Wgap is 5MHz≤Wgap <15MHz.

· Both UTRAACLR1 and UTRAACLR2 are required to be met in the sub-block gap when the gap bandwidth Wgap is 15MHz≤Wgap
Proposal 5: For E-UTRAACLR
· E- UTRAACLR1 adjacent channel power measurement bandwidth equals the sub-block bandwidth is is adjacent to. 
· In case the sub-block gap is smaller than other of the sub-blocks then for that sub-block no E-UTRAACLR requirement is set for the gap. 
· In case the gab bandwidth is smaller than either of the sub-block bandwidths then no E- UTRAACLR1 requirement is set for the gap.
This contribution proposes how ACLR requirements should be capture into 36.101 by introducing a draft CR to the TR 36.823 Annex A. 
2. Conclusion
This contribution proposes based on earlier agreements how ACLR should be capture into 36.101 by introducing a draft CR to the TR 36.823 Annex A.
3. References

 [1] R4-124351 Non-contiguous intraband CA ACLR, Nokia Corporation, RAN4#64
************************ Start of the text proposal for TR 36.823 Annex A ******************************
6.6.2.3
Adjacent Channel Leakage Ratio 

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. ACLR requirements are specified for two scenarios for an adjacent E -UTRA and /or UTRA channel as shown in Figure 6.6.2.3 -1.
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Figure 6.6.2.3-1: Adjacent Channel Leakage requirements

6.6.2.3.1
Minimum requirement E-UTRA 

E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. The assigned E-UTRA channel power and adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.1-1. If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the value specified in Table 6.6.2.3.1-1. 

Table 6.6.2.3.1-1: General requirements for E-UTRAACLR
	
	Channel bandwidth / E-UTRAACLR1   / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	E-UTRAACLR1
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	Adjacent channel centre frequency offset [MHz]
	+1.4

/

-1.4
	+3.0

/

-3.0
	+5

/

-5
	+10

/

-10
	+15

/

-15
	+20

/

-20


6.6.2.3.1A
Void

6.6.2.3.1Aa Minimum requirement E-UTRA for CA

For intra-band non-contiguous carrier aggregation the E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the sum of the filtered mean power centred on the assigned sub-block frequencies to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. In case the sub-block gap bandwidth Wgap is smaller than other of the sub-blocks then for that sub-block no E-UTRAACLR requirement is set for the gap. In case the sub-block gab bandwidth Wgap is smaller than either of the sub-block bandwidths then no E- UTRAACLR requirement is set for the gap.The assigned E-UTRA sub-block power and adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.1-1A. If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the value specified in Table 6.6.2.3.1A-1.
Table 6.6.2.3.1A-1: General requirements for non-contiguous intraband CA E-UTRAACLR
	
	Sub-block and adjacent channel bandwidth / E-UTRAACLR   / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	E-UTRAACLR1
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB

	Sub-block and adjacent channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	Adjacent channel centre frequency offset [MHz]
	+1.4

/

-1.4
	+3.0

/

-3.0
	+5

/

-5
	+10

/

-10
	+15

/

-15
	+20

/

-20


6.6.2.3.2
Minimum requirements UTRA 

UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned E-UTRA channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency. 

UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA adjacent channel (UTRAACLR1) and the 2nd UTRA adjacent channel (UTRAACLR2). The UTRA channel power is measured with a RRC bandwidth filter with roll-off factor =0.22. The assigned E-UTRA channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.6.2.3.2-1. If the measured UTRA channel power is greater than –50dBm then the UTRAACLR shall be higher than the value specified in Table 6.6.2.3.2-1.

Table 6.6.2.3.2-1: Requirements for UTRAACLR1/2
	
	Channel bandwidth / UTRAACLR1/2   / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	UTRAACLR1
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB

	Adjacent channel centre frequency offset [MHz]
	0.7+BWUTRA/2
/

-0.7-BWUTRA/2
	1.5+BWUTRA/2
/

-1.5-BWUTRA/2
	+2.5+BWUTRA/2
/

-2.5-BWUTRA/2
	+5+BWUTRA/2
/

-5-BWUTRA/2
	+7.5+BWUTRA/2
/

-7.5-BWUTRA/2
	+10+BWUTRA/2
/

-10-BWUTRA/2

	UTRAACLR2
	-
	-
	36 dB
	36 dB
	36 dB
	36 dB

	Adjacent channel centre frequency offset [MHz]
	-
	-
	+2.5+3*BWUTRA/2
/

-2.5-3*BWUTRA/2
	+5+3*BWUTRA/2
/

-5-3*BWUTRA/2
	+7.5+3*BWUTRA/2
/

-7.5-3*BWUTRA/2
	+10+3*BWUTRA/2
/

-10-3*BWUTRA/2

	E-UTRA channel Measurement bandwidth
	1.08 MHz 
	2.7 MHz 
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA 5MHz channel Measurement bandwidth 
(Note 1)
	3.84 MHz 
	3.84 MHz 
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth

(Note 2)
	1.28 MHz 
	1.28 MHz 
	1.28 MHz
	1.28MHz
	1.28MHz
	1.28MHz

	NOTE 1:
Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

NOTE 2:
Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.


6.6.2.3.2A
Minimum requirement UTRA for CA
For intra-band contiguous carrier aggregation the UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the aggregated channel bandwidth to the filtered mean power centred on an adjacent(s) UTRA channel frequency.
For intra-band non-contiguous carrier aggregation the UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the sum of the filtered mean powers centered on the assigned sub-block frequencies to the filtered mean power centred on an adjacent(s) UTRA channel frequency. UTRAACLR1/2 requirements are applicaple for all sub-blocks and are specified in Table 6.6.2.3A-2.UTRAACLR1 is required to be met in the sub-block gap when the gap bandwidth Wgap is 5MHz≤Wgap <15MHz. Both UTRAACLR1, UTRAACLR2 are required to be met in the sub-block gap when the gap bandwidth Wgap is 15MHz≤Wgap. 

UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA adjacent channel (UTRAACLR1) and the 2nd UTRA adjacent channel (UTRAACLR2). The UTRA channel power is measured with a RRC bandwidth filter with roll-off factor =0.22. The assigned aggregated channel bandwidth power is measured with a rectangular filter with measurement bandwidth specified in Tables 6.6.2.3.2A-1 for intraband contiguous carrier aggregation or 6.6.2.3.2A-2 for intraband non-contiguous carrier aggregation. If the measured UTRA channel power is greater than –50dBm then the UTRAACLR shall be higher than the value specified in Tables 6.6.2.3.2A-1 for intraband contiguous carrier aggregation or 6.6.2.3.2A-2 for intraband non-contiguous carrier aggregation.
Table 6.6.2.3.2A-1: Requirements for intraband contiguous CA UTRAACLR1/2
	
	CA bandwidth class / UTRAACLR1/2  / measurement bandwidth

	
	CA bandwidth class C

	UTRAACLR1
	33 dB

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA /2 + BWUTRA/2
/

- BWChannel_CA / 2 - BWUTRA/2

	UTRAACLR2
	36 dB

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA /2 + 3*BWUTRA/2
/

- BWChannel_CA /2 – 3*BWUTRA/2

	CA E-UTRA channel Measurement bandwidth
	BWChannel_CA  - 2* BWGB

	UTRA 5MHz channel Measurement bandwidth (Note 1)
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth (Note 2)
	1.28 MHz

	NOTE 1:
Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.
NOTE 2:
Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.


Table 6.6.2.3.2A-2: Requirements for intraband non-contiguous CA UTRAACLR1/2
	
	UTRAACLR1/2  / measurement bandwidth

	UTRAACLR1
	33 dB

	Adjacent channel centre frequency offset (in MHz)
	+ Fedge,block,high + BWUTRA/2
/

- Fedge,block,low - BWUTRA/2

	UTRAACLR2
	36 dB

	Adjacent channel centre frequency offset (in MHz)
	+ Fedge,block,high + 3*BWUTRA/2
/

- Fedge,block,low – 3*BWUTRA/2

	Non-contiguous intraband CA sub-block measurement bandwidth
	BWChannel,block - 2* BWGB

	UTRA 5MHz channel Measurement bandwidth (Note 1)
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth (Note 2)
	1.28 MHz

	NOTE 1:
Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

NOTE 2:
Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.


6.6.2.3.3A
Minimum requirements for CA E-UTRA

For intra-band contiguous carrier aggregation the carrier aggregation E-UTRA Adjacent Channel Leakage power Ratio (CA E-UTRAACLR) is the ratio of the filtered mean power centred on the aggregated channel bandwidth to the filtered mean power centred on an adjacent aggregated channel bandwidth at nominal channel spacing. The assigned aggregated channel bandwidth power and adjacent aggregated channel bandwidth power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.3A-1. If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the value specified in Table 6.6.2.3.3A-1. 

Table 6.6.2.3.3A-1: General requirements for CA E-UTRAACLR
	
	CA bandwidth class / CA E-UTRAACLR  / Measurement bandwidth

	
	CA bandwidth class C

	CA E-UTRAACLR
	30 dB

	CA E-UTRA channel Measurement bandwidth
	BWChannel_CA  - 2* BWGB

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA
/

- BWChannel_CA


************************ End of the text proposal for TR 36.823 Annex A ***********************

