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1
Introduction
The discussion to define the requirements for SCell activation has been ongoing for several RAN4 meetings. In RAN4#64 an activation time of 24ms for the case of cold start 2 was agreed, however, the requirements for the other cases were not yet agreed. 

In this contribution we present our view on the remaining issues and propose how to define the requirements for the SCell activation time.

2
Discussion
In RAN4#64 many papers brought several proposals for the 3 activation time scenarios:

·  Cold-Start 1
·  Cold-Start 2
· Warm-Start
After some discussion the activation time for cold-start 2 was agreed as 24ms in [1]. It was also tentatively agreed to allow the UE to start UL transmission whenever it is ready to do so. The remaining issues are the requirements for cold-start 1 and warm start and how to define the requirements in the specifications.
For cold-start 1 we reiterate our proposal of 32 ms. This number was already proposed in previous papers [3] and the analysis that this number is based on was also included. We would just like to note that the main difference between cold-start 1 and cold-start 2 is the need for timing acquisition through PSS/SSS and as such, the difference between the two should be around 6ms.
Proposal 1. Define cold-start 1 activation time as 32 ms.

In [3] we proposed 16ms for warm-start but it was also noted that warm-start as defined in [2] could only happen in the case of intra-band CA with only a single RF chain. Furthermore in [2] it was also agreed to have the same requirements for intra-band and inter-band CA, as such, our proposal is not to define any requirements for warm-start. Also, intra-band CA might be implemented with 2 RF chains, especially in the case when the aggregated BW would go up to 40MHz. Defining requirements for warm-start would limit the implementation flexibility. It should also be noted that by allowing the UE to start UL transmissions whenever it is ready to do so will allow UEs capable of warm-start to take advantage of it.

 Proposal 2. Do not define any requirements for warm-start.

In terms of how to define the requirements, we believe that side conditions should be considered as follows. The worst case activation time(cold-start 1=32ms)should be allowed if the SCell is activated within the SCell measurement period after configuration. For all other cases the UE has performed measurements on SCell so the activation time should be cold-start 2=24ms. The requirements should be captured in the RAN1 specs where the current requirements are defined so as to avoid any confusion.
Proposal 3. 32ms(cold-start 1) should be allowed if the SCell is activated within the configured SCell measurement period after configuration. For all other cases the SCell activation time should be 24ms(cold-start 2).
3 
Conclusions

In this paper we presented some proposals on how to finalize the requirements for SCell activation time. The proposals presented can be summarized as follows.
Proposals:
Proposal 1. Define cold-start 1 activation time as 32 ms.
Proposal 2. Do not define any requirements for warm-start.

Proposal 3. 32ms(cold-start 1) should be allowed if the SCell is activated within the configured SCell measurement period after configuration. For all other cases the SCell activation time should be 24ms(cold-start 2).
An LS should be send to RAN1 to ask RAN1 to implement the changes in SCell activation time agreed by RAN4. Another LS should be send to RAN2 to ask RAN2 to implement the changes when the UE is allowed to start UL transmissions.
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