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1. Introduction
In this contribution we provide additional quadplexer IL data for CA configuration CA_8A-20A to be included into the TR 36.850 and propose values for delta Tib and deltaRib.
2. Discussion
The following additional ILs for combining band 8+20 were reported by two filter manufacturers. Simulations were performed for typical performance but as the duplex-filter baseline performance and quadplexer performance were both simulated it can be assumed that performance difference stays constant under ETC conditions.
Table 2.3-1: Reported ILs for band 8 + 20 quadplexers
	E-UTRA bands
	UL IL (dB) 

vendor 1
	DL IL (dB)

vendor 1
	UL IL (dB)

vendor 2 
	DL IL (dB 

vendor 2

	8
	0.81
	0.67
	0.47
	0.23

	20
	0.80
	0.07
	0.45
	0.54


Table 2.3-2: Average UL and DL IL for combining band 8 and band 20
	Inter-band CA Configuration
	E-UTRA Band
	UL IL  [dB]
	DL IL  [dB]
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	8
	0.64
	0,45

	
	20
	0.63
	0,31


3. Conclusion
In this contribution we have provided information from two filter vendors on additional insertion loss coming from combining the bands.
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6.3.5.1.3
∆TIB and ∆RIB values
The following additional ILs for combining band 8+20 were reported by two filter manufacturers. Simulations were performed for typical performance but as the duplex-filter baseline performance and quadplexer performance were both simulated it can be assumed that performance difference stays constant under ETC conditions.

Table 6.3.5.1.3-1: Reported ILs for band 8 + 20 quadplexers

	E-UTRA bands
	UL IL (dB) 

vendor 1
	DL IL (dB)

vendor 1
	UL IL (dB)

vendor 2 
	DL IL (dB 

vendor 2

	8
	0.81
	0.67
	0.47
	0.23

	20
	0.80
	0.07
	0.45
	0.54


Table 6.3.5.1.3-2: Average UL and DL IL for combining band 8 and band 20

	Inter-band CA Configuration
	E-UTRA Band
	UL IL  [dB]
	DL IL  [dB]
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	8
	0.64
	0,45

	
	20
	0.63
	0,31


For 2 DL and 1 UL the (TIB,c and (RIB values are given in the tables below:

Table 6.3.5.1.3-3: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_8A-20A
	8
	0.4

	
	20
	0.4


Table 6.3.5.1.3-4: ΔRIB
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_8A-20A
	8
	0

	
	20
	0
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