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1. Introduction
During the RAN4 meeting #64 it was agreed [1] how unwanted emissions should be specified for non-contiguous intraband CA. The agreement is captured below

Agreement: Use composite emission requirement for non-contiguous intraband CA transmissions. Composite emission requirement is derived by following these rules.

1. Each non-contiguous intraband CA sublock emission shall follow single carrier SEM and spurios emission requirements as defined in subclauses 6.6.2 and 6.6.3 in TS36.101
2. When spurios emission domain of sub-block x falls into OOB domain of sub-block y or vice versa it is omited 
3. If SEMs overlap then the SEM which allowes higher PSD for emisions is selected

4. If SEM or spurios emission requirement of sub-block x overlaps the channel bandwidth of sub-block y or vice versa it is omitted
This contribution proposes how general SEM and spurious emissions requirements should be capture into 36.101 by introducing a draft CR to the TR 36.823 Annex A. 
2. Conclusion
This contribution proposes based on earlier agreements how general SEM and spurious emissions requirements should be capture into 36.101 by introducing a draft CR to the TR 36.823 Annex A.
3. References

 [1] R4-124353 Non-contiguous intraband unwanted emission, Nokia Corporation, RAN4#64
************************ Start of the text proposal for TR 36.823 Annex A **********************
6.6
Output RF spectrum emissions

The output UE transmitter spectrum consists of the three components; the emission within the occupied bandwidth (channel bandwidth), the Out Of Band (OOB) emissions and the far out spurious emission domain.
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Figure 6.6-1: Transmitter RF spectrum
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Figure 6.6-2 Transmitter RF spectrum for intraband contiguous CA
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Figure 6.6-3 Transmitter RF spectrum for intraband non-contiguous CA

6.6.1
Occupied bandwidth

Occupied bandwidth is defined as the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the assigned channel. The occupied bandwidth for all transmission bandwidth configurations (Resources Blocks) shall be less than the channel bandwidth specified in Table 6.6.1-1

Table 6.6.1-1: Occupied channel bandwidth

	
	Occupied channel bandwidth / Channel bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Channel bandwidth (MHz)
	1.4
	3
	5
	10
	15
	20


6.6.1A
Occupied bandwidth for CA

For intra-band contiguous carrier aggregation the occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the transmitted spectrum. The OBW shall be less than the aggregated channel bandwidth defined in subclause 5.6A. 
For intra-band non-contiguous carrier aggregation sub-block occupied bandwidth is defined as the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the sub-block. The occupied bandwidth for all sub-block transmission bandwidth configurations (Resources Blocks) shall be less than the channel bandwidth specified in Table 6.6.1-1
6.6.1B

Occupied bandwidth for UL-MIMO

For UE with multiple transmit antenna connectors, the requirements for occupied bandwidth is specified at each transmit antenna connector. The occupied bandwidth is defined as the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the assigned channel at each transmit antenna connector. 
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the occupied bandwidth at each transmitter antenna shall be less than the channel bandwidth specified in Table 6.6.1B-1 with the UL-MIMO configurations specified in Table 6.2.2B-2.
Table 6.6.1B-1: Occupied channel bandwidth
	
	Occupied channel bandwidth / Channel bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Channel bandwidth (MHz)
	1.4
	3
	5
	10
	15
	20


6.6.2
Out of band emission

The Out of band emissions are unwanted emissions immediately outside the assigned channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission limit is specified in terms of a spectrum emission mask and an Adjacent Channel Leakage power Ratio.

6.6.2.1
Spectrum emission mask

The spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ( edge of the assigned E-UTRA channel bandwidth. For frequencies greater than (ΔfOOB) as specified in Table 6.6.2.1.1-1 the spurious requirements in subclause 6.6.3 are applicable.

6.6.2.1.1
Minimum requirement

The power of any UE emission shall not exceed the levels specified in Table 6.6.2.1.1-1 for the specified channel bandwidth.

Table 6.6.2.1.1-1: General E-UTRA spectrum emission mask 

	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0-1
	-10
	-13
	-15 
	-18
	-20
	-21
	30 kHz 

	( 1-2.5
	-10
	-10
	-10
	-10
	-10
	-10 
	1 MHz

	( 2.5-2.8
	-25
	-10
	-10
	-10
	-10
	-10 
	1 MHz

	( 2.8-5
	
	-10
	-10
	-10
	-10
	-10
	1 MHz

	( 5-6
	
	-25
	-13
	-13
	-13
	-13
	1 MHz

	( 6-10
	
	
	-25
	-13
	-13 
	-13 
	1 MHz

	( 10-15
	
	
	
	-25
	-13 
	-13 
	1 MHz

	( 15-20
	
	
	
	
	-25 
	-13 
	1 MHz

	( 20-25
	
	
	
	
	
	-25 
	1 MHz


NOTE:
 As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.6.2.1A
Spectrum emission mask for CA

For inter-band carrier aggregation with uplink assigned to one E-UTRA band, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.1.1-1.

For intra-band contiguous carrier aggregation the spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ( edge of the aggregated channel bandwidth (Table 5.6A-1) For intra-band contiguous carrier aggregation the bandwidth class C, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.1A-1 for the specified channel bandwidth.
Table 6.6.2.1A-1: General E-UTRA CA spectrum emission mask for Bandwidth Class C

	Spectrum emission limit [dBm]/BWChannel_CA

	ΔfOOB
(MHz)
	50RB+100RB
(29.9 MHz)
	75RB+75RB (30 MHz)
	75RB+100RB
(34.85 MHz)
	100RB+100RB
(39.8 MHz)
	Measurement bandwidth

	( 0-1
	-22.5
	-22.5
	-23.5
	-24
	30 kHz

	( 1-5
	-10
	-10
	-10
	-10
	1 MHz

	( 5-29.9
	-13
	-13
	-13
	-13
	1 MHz

	( 29.9-30
	-25
	-13
	-13
	-13
	1 MHz

	( 30-34.85
	-25
	-25
	-13
	-13
	1 MHz

	( 34.85-34.9
	-25
	-25
	-25
	-13
	1 MHz

	( 34.9-35
	
	-25
	-25
	-13
	1 MHz

	( 35-39.8
	
	
	-25
	-13
	1 MHz

	( 39.8-39.85
	
	
	-25
	-25
	1 MHz

	( 39.85-44.8
	
	
	
	-25
	1 MHz


For intra-band non-contiguous carrier aggregation transmission the general spectrum emission mask requirement is defined as a composite general emissions mask. Composite general emission mask applies to frequencies up to ( ΔfOOB starting from the edges of the sub-blocks, see Figure 6.6-3. Composite emission mask is defined as follows

a) Composite general emission mask is a sum of sub-block general emissions masks 

b) Sub-lock general emission masks are defined in subclause 6.6.2.1.1

c) If for some frequency sub-block general emission masks coincide then general emission mask allowing higher power spectral density applies for that frequency

************************ Unchanged section************** ******************************
6.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions unless otherwise stated. The spurious emission limits are specified in terms of general requirements inline with SM.329 [2] and E-UTRA operating band requirement to address UE co-existence. 

6.6.3.1
Minimum requirements

Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth. The spurious emission limits in Table 6.6.3.1-2 apply for all transmitter band configurations (NRB) and channel bandwidths.

Table 6.6.3.1-1: Boundary between E-UTRA ΔfOOB and spurious emission domain

	Channel bandwidth 
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	ΔfOOB (MHz)
	2.8
	6
	10
	15
	20
	25


To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE:
In order that the measurement of spurious emissions falls within the frequency ranges that are more than ΔfOOB (MHz) from the edge of the channel bandwidth, the minimum offset of the measurement frequency from each edge of the channel should be ΔfOOB + MBW/2. MBW denotes the measurement bandwidth defined in Table 6.6.3.1-2.
Table 6.6.3.1-2: Spurious emissions limits 

	Frequency Range
	Maximum Level
	Measurement bandwidth
	Note

	9 kHz ( f < 150 kHz
	-36 dBm
	1 kHz 
	

	150 kHz ( f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz ( f < 1000 MHz
	-36 dBm
	100 kHz
	

	1 GHz ( f < 12.75 GHz
	-30 dBm
	1 MHz
	

	12.75 GHz ≤ f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30 dBm
	1 MHz
	1

	NOTE 1:
Applies for Band 22, Band 42 and Band 43


6.6.3.1A
Minimum requirements for CA

For intra-band contiguous carrier aggregation the spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) in Table 6.6.3.1A-1 from the ( edge of the aggregated channel bandwidth (Table 5.6A-1). For frequencies ΔfOOB greater than FOOB as specified in Table 6.6.3.1A-1the spurious requirements in Table 6.6.3.1-2 are applicable. 

Table 6.6.3.1A-1: Boundary between E-UTRA ΔfOOB and spurious emission domain for intra-band contiguous carrier aggregation

	CA Bandwidth Class
	OOB boundary FOOB
[(MHz)

	A
	Table 6.6.3.1-1

	B
	FFS

	C
	BWChannel_CA + 5


For intra-band non-contiguous carrier aggregation transmission the spurious emission requirement is defined as a composite spurious emission requirement. Composite sprurious emission requirement applies to frequency ranges that are more than ΔfOOB starting from the edges of the sub-blocks, see Figure 6.6-3. Composite spurious emission requirement is defined as follows 

a) Composite spurious emission requirment is a sum of sub-block spurious emission requirments

b) Sub-lock spurious emission requirment and ΔfOOB are defined in subclause 6.6.3.1

c) If for some frequency a sub-block spurious emission requirment coincide with then emission mask or sub-block bandwidth of another sub-block then it does not apply
To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE:
In order that the measurement of spurious emissions falls within the frequency ranges that are more than ΔfOOB (MHz) from the edge of the channel bandwidth, the minimum offset of the measurement frequency from each edge of the channel should be ΔfOOB + MBW/2. MBW denotes the measurement bandwidth defined in Table 6.6.3.1-2.

************************ End of the text proposal for TR 36.823 Annex A ***********************
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