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1. Introduction
In the last RAN4 meeting, there was a discussion on how to apply the Band Category based RF requirements for MB-MSR. It is finally agreed [1] that the Band Category based RF requirement can be applied per Band for MB-MSR BS. A general statement is needed to capture this point in section 6.1 so that the MB-MSR transmitter requirement can be defined in a more generic way.
This contribution presents a text proposal for section 6.1 of Annex A in MB-MSR TR

2. Reference

[1] R4-124883, Operating bands and Band categories, CATT, Huawei, Ericsson
[2] R4-12xxxx, DRAFT MB-MSR TR 37.812 v0.2.0, Huawei (Sent by E-mail on 10th Sep 2012 )
3. Text Proposal

--------------------------------------------------------------Start of Text Proposal--------------------------------------------------------
TP for MB-MSR TR (Annex A for TS 37.104)
6
Transmitter characteristics

6.1
General

Unless otherwise stated, the requirements in clause 6 are expressed for a single transmitter antenna connector. In case of multi-carrier transmission with multiple transmitter antenna connectors, transmit diversity, DB-DC-HSDPA or MIMO transmission, the requirements apply for each transmitter antenna connector. 

A BS supporting DC-HSDPA and DB-DC-HSDPA transmits two UTRA FDD cells simultaneously. A BS supporting DC-HSDPA transmits two UTRA FDD cells simultaneously on adjacent carrier frequencies. 

Unless otherwise stated, the transmitter characteristics are specified at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. If any external apparatus such as a TX amplifier, a filter or the combination of such devices is used, requirements apply at the far end antenna connector (test port B).

Unless otherwise stated the requirements in subclause 6 applies at all times, i.e. during the Transmitter ON period, the Transmitter OFF period and the Transmitter transient period.
Unless otherwise stated, the requirements in subclause 6 apply per band for BS supporting multi-band operation.
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Figure 6.1-1: Transmitter test ports

Values for Foffset, RAT to meet transmitter requirements are specific for each RAT in each Band Category as specified in subclause 4.5.1 for Band Category 1, subclause 4.5.2 for Band Category 2 and subclause 4.5.3 for Band Category 3.
--------------------------------------------------------------Start of Text Proposal--------------------------------------------------------
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