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1. Introduction
As discussed in [1-4], how the current MSR transmitter requirements per band apply for MB-MSR needs to be clarified. This paper presents a merged text proposal for MB-MSR TR general clause 6.1[5]. 
2. Discussion
The current MSR transmitter requirements are classified to in-band requirements and out-of-band requirements, where UEM, ACLR/CACLR, EVM and transmit IM are examples for in-band requirements and spurious emission requirement represents out-of-band requirement. As pointed out in subclause 5.4, these transmitter requirements can generally be kept unchanged and applied for MB-MSR on a per-band basis depending on which Band Category the supported operating bands belong to. Exceptions are transmitter requirements for band combinations with minimum inter-RF bandwidth<20MHz and the spurious emission requirement. Specific additions/exclusions are needed for the mentioned exception cases. The detailed analysis for each requirement can be found in the respective subclasses of clause 6.

The transmitter requirements in clauses 6 are applicable for both multi-RAT operation and single-RAT operation, where single RAT operation means the same RAT is configured in all supported operating bands.

It is FFS on how the requirements for MB-MSR are applied to the antenna connector (s) since there is still no conclusion on the issue of multiple antenna connectors combined with single/multiple transmitter. 
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4. Text Proposal

--------------------------------------------------------------Start of Text Proposal--------------------------------------------------------
TP for MB-MSR TR body
6
Transmitter characteristics

6.1
General

The current MSR transmitter requirements are classified to in-band requirements and out-of-band requirements, where UEM, ACLR/CACLR, EVM and transmit IM are examples for in-band requirements and spurious emission requirement represents out-of-band requirement. As pointed out in subclause 5.4, these transmitter requirements can generally be kept unchanged and applied for MB-MSR on a per-band basis depending on which Band Category the supported operating bands belong to. Exceptions are transmitter requirements for band combinations with minimum inter-RF bandwidth<20MHz and the spurious emission requirement. Specific additions/exclusions are needed for the mentioned exception cases. The detailed analysis for each requirement can be found in the respective subclasses of clause 6.

The transmitter requirements in clauses 6 are applicable for both multi-RAT operation and single-RAT operation, where single RAT operation means the same RAT is configured in all supported operating bands.

It is FFS on how the requirements for MB-MSR are applied to the antenna connector (s).
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