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1. Overall Description
RAN4 would like to thank RAN5 for raising important questions on the interpretation of enhanced performance requirements. After extensive discussion in RAN4, RAN4 found the following answers to the questions from RAN5. 
Answer to RAN5 question a):

RAN4 assumed certain number of receive antennas when introducing enhanced performance requirements as follows:

· Type 0/2: single receive antenna

· Type 1/3/3i: dual receive antennas
However, it has been concluded that enhanced performance requirements do not mandate UE receiver implementation as long as the UE meets the specified minimum requirements. 
Answer to RAN5 question b):

It has been concluded to use Method 1for verifying UE performance requirements in TS 25.101. However, for the case of verifying type 2 requirements for a dual Rx type 3/3i UE, Method 2 will be used to verify the primary Rx chain of the UE. Some companies showed concerns about the number of tests for a dual Rx type 3/3i UE, as a dual Rx type 3/3i UE needs to additionally meet type 2 enhanced performance requirements. Given that the main function of having type 2 tests for a dual Rx type 3/3i UE based on Method 2 is to verify the primary Rx chain of the UE, it would be okay to reduce the number of type 2 tests for a dual Rx type 3/3i UE. RAN4’s recommendation is just to test
· Single link: FRC H-Set 6x 16QAM test cases out of type 2 tests

2. Actions

To RAN5: 
RAN4 kindly asks RAN5 to take RAN4’s answers into consideration to update TS 34.121-1.
3. Date of Next TSG-RAN Meetings
TSG-RAN WG4 #65



12 – 16 Nov 2012


New Orleans, LA, USA
TSG-RAN WG4 #66



28 Jan – 1 Feb 2013

Malta
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