3GPP TSG-RAN WG4 Meeting #65 
(
R4-126104
New Orleans, US, 12-16 November 2012

	CR-Form-v10

	CHANGE REQUEST

	

	(

	37.141
	CR
	0166
	(

rev
	-
	(

Current version:
	11.2.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Introduction of new BS classes to MSR specification (general parts)

	
	

	Source to WG:
(

	Nokia Siemens Networks, Alcatel-Lucent, CATT, Ericsson, Huawei, ZTE

	Source to TSG:
(

	R4

	
	

	Work item code:
(

	medBS_class_LTE_MSR-Perf
	
	Date: (

	2012-10-29

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Medium Range and Local Area BS classes do not exist in current specification. CR is adding necessary text to general sections in order to introduce these BS classes.

	
	

	Summary of change:
(

	New symbol and text how Medium Range and Local Area BS classes are characterised were added to relevant sections.

	
	

	Consequences if 
(

not approved:
	New BS classes would not be specified.

	
	

	Clauses affected:
(

	3.3, 4.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	This CR does not change any GSM/EDGE related requirements for BC2.


3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1]. 

ACIR
Adjacent Channel Interference Ratio

ACLR
Adjacent Channel Leakage Ratio

ACK
Acknowledgement (in HARQ protocols)

ACS
Adjacent Channel Selectivity

ARFCN
Absolute Radio Frequency Channel Number

AWGN
Additive White Gaussian Noise

BC
Band Category

BER
Bit Error Ratio

BS
Base Station

BTS
Base Transceiver Station
CA
Carrier Aggregation
CACLR
Cumulative Adjacent Channel Leakage Ratio

CP
Cyclic prefix

CRC
Cyclic Redundancy Check

CW
Continuous Wave

DC
Direct Current

DC-HSDPA
Dual Cell HSDPA

DTX
Discontinuous Transmission

EARFCN
E-UTRA Absolute Radio Frequency Channel Number 

EDGE
Enhanced Data rates for GSM Evolution

EVM
Error Vector Magnitude

FCC
Federal Communications Commission

FDD
Frequency Division Duplex

FRC
Fixed Reference Channel

GP
Guard Period (for E-UTRA TDD operation)

GSM
Global System for Mobile Communications

HSDPA
High Speed Downlink Packet Access

ICS
In-Channel Selectivity

ITU‑R
Radiocommunication Sector of the ITU
LA
Local Area
LNA
Low Noise Amplifier

MCL
Minimum Coupling Loss

MCS
Modulation and Coding Scheme

MIMO
Multiple Input Multiple Output
MR
Medium Range
MS
Mobile Station

MSR
Multi-Standard Radio

OFDM
Orthogonal Frequency Division Multiplex

OOB
Out-Of-band

PA
Power Amplifier

PHS
Personal Handyphone System

QAM
Quadrature Amplitude Modulation

QPSK
Quadrature Phase-Shift Keying

RAT
Radio Access Technology

RB
Resource Block

RF
Radio Frequency

RMS
Root Mean Square (value)

RS
Reference Symbol

RX
Receiver

RRC
Root Raised Cosine

SNR
Signal-to-Noise Ratio

TDD
Time Division Duplex

TT
Test Tolerance

TX
Transmitter 

UARFCN
UTRA Absolute Radio Frequency Channel Number

UE
User Equipment

UEM
operating band Unwanted Emissions Mask
WA
Wide Area
-------------------------------------------------------- NEXT SECTION ----------------------------------------------------------------

4.2
Base Station classes


The requirements in this specification apply to Wide Area Base Stations, Medium Range Base Stations and Local Area Base Stations unless otherwise stated.  
Wide Area Base Stations are characterised by requirements derived from Macro Cell scenarios with a BS to UE minimum coupling loss equal to 70 dB. The Wide Area Base Station class has the same requirements as the base station for General Purpose application in Release 9 and 10.

Medium Range Base Stations are characterised by requirements derived from Micro Cell scenarios with a BS to UE minimum coupling loss equals to 53 dB.

Local Area Base Stations are characterised by requirements derived from Pico Cell scenarios with a BS to UE minimum coupling loss equal to 45 dB.
For GSM/EDGE operation of an MSR BS, the requirements according to the applicable multicarrier BTS class apply. The Wide Area BS, Medium Range BS and Local Area BS in the present specification correspond to the Wide Area multicarrier BTS, Medium Range multicarrier BTS and Local Area multicarrier BTS respectively in the GSM/EDGE specifications. MSR requirements for multi-RAT operation only apply for the highest GSM/EDGE static power step.


The manufacturer shall declare the intended class of the BS under test.
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