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A.9.7.1.2
Test parameters

The parameters for this test case are defined in Table A.9.7.1.2-1, and the SRS configuration used is defined in Table A.9.7.1.2-2.

Table A.9.7.1.2-1: FDD UE Rx – Tx time difference test parameters
	Parameter
	Unit
	Test 1
	Test 2

	E-UTRAN RF Channel Number
	
	1
	1

	BWchannel
	MHz
	1.4
	10

	DRX 
	
	OFF

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.2 FDD
	R.0 FDD

	PDSCH allocation
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	13—36

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.8 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.3(OP.3 FDD) and A.3.2.1.1(OP.1 FDD)
	
	OP.3 FDD
	OP.1 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote1
	dB
	
	

	OCNG_RBNote1
	dB
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 Note2 
	dBm/15 kHz
	-98
	-98

	RSRP Note3
	dBm/15 kHz
	-101
	-101
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	dB
	-3
	-3

	Io Note3
	dBm/1.08 MHz 
	-77.66
	N/A

	
	dBm/9 MHz
	N/A
	-68.45
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	dB
	-3
	-3

	Propagation Condition
	
	AWGN

	Note 1:
OCNG shall be used such that the resources in the active cell are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table A.9.7.1.2-2: Sounding Reference Symbol Configuration to be used in FDD UE Rx – Tx time difference test

	Field
	Test 1
	Test 2
	Comment

	
	Value
	

	srsBandwidthConfiguration
	bw7
	bw5
	

	srsSubframeConfiguration
	sc1
	

	ackNackSrsSimultaneousTransmission
	FALSE
	

	srsMaxUpPTS
	N/A
	Not applicable for FDD

	srsBandwidth
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	

	frequencyDomainPosition
	0
	

	Duration
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	0
	SRS periodicity of 2ms for all Tests.

	transmissionComb
	0
	

	cyclicShift
	cs0
	No cyclic shift

	Note:
For further information see section 6.3.2 in 3GPP TS 36.331.


<< Unchanged content omitted >>

A.9.7.2.2
Test parameters

The parameters for this test case are defined in Table A.9.7.2.2-1, and the SRS configuration used is defined in Table A.9.7.2.2-2.

Table A.9.7.2.2-1: Cell specific test parameters for UE Rx-Tx time difference measurement

	Parameter
	Unit
	Tests 1
	Tests 2

	E-UTRAN RF Channel Number
	-
	1
	1

	BWchannel
	MHz
	1.4
	10

	Uplink-downlink configuration of cell Note1
	
	1
	1

	Special subframe configuration of cell Note1
	
	6
	6

	PDSCH Reference measurement channel defined in A.3.1.1.2
	-
	R.2 TDD
	R.0 TDD

	PDSCH allocation
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	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	-
	R.8 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.3 (OP.3 TDD) and A.3.2.2.1 (OP.1 TDD)
	-
	OP.3 TDD
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote2
	dB
	
	

	OCNG_RBNote2
	dB
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 Note 3
	dBm/15 kHz
	-98
	-98

	RSRP Note 4
	dBm/15 kHz
	-101
	-101
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	dB
	-3
	-3

	Io Note 4
	dBm/1.08 MHz 
	-77.66
	N/A

	
	dBm/9 MHz
	N/A
	-68.45
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	dB
	-3
	-3

	Propagation Condition
	
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for 
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  to be fulfilled.

Note 4:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table A.9.7.2.2-2: Sounding Reference Symbol Configuration to be used in TDD UE Rx – Tx time difference test

	Field
	Test 1
	Test 2
	Comment

	
	Value
	

	srsBandwidthConfiguration
	bw7
	bw5
	

	srsSubframeConfiguration
	sc1
	

	ackNackSrsSimultaneousTransmission
	FALSE
	

	srsMaxUpPTS
	TRUE
	

	srsBandwidth
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	

	frequencyDomainPosition
	0
	

	Duration
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	10
	SRS periodicity of 10ms for all Tests.

	transmissionComb
	0
	

	cyclicShift
	cs0
	No cyclic shift

	Note:
For further information see section 6.3.2 in 3GPP TS 36.331.


<< Unchanged content omitted >>
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