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1 Background
In last RAN4 meeting in Santa Rosa, the TPs on TX and RX general part for the MB-MSR TR were agreed. For MB-MSR BS, single-RAT operation is clarified in the TR. The transmitter and receiver requirements in clause 6 and clause 7 are applicable for both multi-RAT operation and single-RAT operation, where single RAT operation means the same RAT is configured in all supported operating bands. However, such agreed conclusion is not captured in corresponding general part of the TS. Since this restriction is applicable for both TX and RX requirements, and it also affects the application scope of MB-MSR requirements, the reasonable place to capture this agreed conclusion is to revise the Scope section of MSR specification. A text proposal is proposed to reflect the above thinking.
References
[1] TR 37.812 v0.3.0
Text Proposal
<Start of TP for TS 37.104 v11.2.1>
1
Scope

The present document establishes the minimum RF characteristics of E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Station (BS). Requirements for multi-RAT and single-RAT operation of MSR BS are covered in the present document. In the case of MB-MSR BS, single-RAT operation means the same RAT is configured in all supported operating bands. The requirements in the present document for E-UTRA and UTRA single-RAT operation of MSR BS are also applicable to E-UTRA and UTRA multi-carrier capable single-RAT BS. Requirements for GSM BS that are only single-RAT capable are not covered. 

<End of TP for TS 37.104>
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