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1.0 Introduction 
This contribution updates TR36.837v0.4.0 (R4-126049) to version 0.5.0 with the following approved documents. 
Table 1-1 tdoc list of changes
	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	2012-11
	RAN4#65
	R4-126170
	
	
	B14 PSBB HPUE UL to B13 eNodeB co-existence results
	0.4.0
	0.5.0

	2012-11
	RAN4#65
	R4-126733
	
	
	Simulations results for B14 HPUE with MOP=31dBm
	0.4.0
	0.5.0

	2012-11
	RAN4#65
	R4-126167
	
	
	B14 HPUE GPS considerations
	0.4.0
	0.5.0

	2012-11
	RAN4#65
	R4-126902
	
	
	B14 PSBB HPUE blocking B13 eNB
	0.4.0
	0.5.0

	2012-11
	RAN4#65
	R4-126903
	
	
	TP for B14 PSBB HPUE Maximum Output Power (MOP)
	0.4.0
	0.5.0

	2012-11
	RAN4#65
	R4-126904
	
	
	CR for LTE B14 HPUE
	0.4.0
	0.5.0


 As the rapporteur, I also added more simulation results to the TR based on the following contributions:
	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	2012-11
	RAN4#65
	R4-126405
	
	
	Simulation results for coexistence studies of Band 14 +31dBm HPUE
	0.4.0
	0.5.0

	2012-11
	RAN4#65
	R4-126752
	
	
	HPUE ACLR
	0.4.0
	0.5.0


The Annex A (CR template) is also deleted since the CR has been agreed. 
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