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1 Background
In last meeting, initial consideration of test method and test configuration for MB-MSR was discussed in [2] [3]. This contribution continues to discuss the RF channels for MB-MSR BS based on [1] [2] [3] and provides a text proposal for the latest TR 37.812 and TS 37.141.

2 Discussion

For multi-band operation, RF bandwidth position in each band should be able to capture the multi-band capability and requirements within inter RF bandwidth gap. For that reason, relative extreme farthest and nearest distances between the two RF bandwidth positions shall be adopted in the test. 

For BS capable of multi-band operation, unless otherwise stated, the test shall be performed at BRFBW_TRFBW, MRFBW_MRFBW and TRFBW_BRFBW defined as following:

BRFBW_TRFBW: maximum RF bandwidth located at the bottom of the supported frequency range in the lower band and at the top of the supported frequency range in the upper band.

TRFBW_BRFBW: maximum RF bandwidth located at the top of the supported frequency range in the lower band and at the bottom of the supported frequency range in the upper band.
MRFBW_MRFBW: maximum RF bandwidth located at the middle of the supported frequency range in the lower band and at the middle of the supported frequency range in the upper band.
RF bandwidth positions for more than two bands are FFS.
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Text Proposal

<Start of TP for TR 37.812 v030>

8.2
Test configurations
8.2.1
Test configurations for multi-band operation
<Text will be added.>
8.2.2
RF channels

For multi-band operation, RF bandwidth position in each band shall be able to verify the multi-band capability and the requirements inside inter RF bandwidth gap. For that reason, relative extreme farthest and nearest distances between the two RF bandwidth positions shall be adopted in the test. 

For BS capable of multi-band operation, unless otherwise stated, the test shall be performed at BRFBW_TRFBW, MRFBW_MRFBW and TRFBW_BRFBW defined as following:

BRFBW_TRFBW: maximum RF bandwidth located at the bottom of the supported frequency range in the lower band and at the top of the supported frequency range in the upper band.

TRFBW_BRFBW: maximum RF bandwidth located at the top of the supported frequency range in the lower band and at the bottom of the supported frequency range in the upper band.

MRFBW_MRFBW: maximum RF bandwidth located at the middle of the supported frequency range in the lower band and at the middle of the supported frequency range in the upper band.
<End of TP for TR 37.812>






















































































































3GPP


