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1. Overall Description

In order to configure the pre-defined inter-frequency measurement gap pattern as defined in TS 36.133 (i.e. gap pattern id # 0) for a given UE when performing inter-frequency RSTD positioning measurements, the eNodeB has to be aware of whether an inter-frequency positioning measurement is triggered by the E-SMLC for this UE. All UEs capable of supporting OTDOA are required to meet all the inter-frequency RSTD requirements in TS 36.133 and test cases.

In response to the RAN WG4 request in [1], RAN WG2 has defined in Rel-10 an RRC procedure which enables the UE to send an indication (InterFreqRSTDMeasurementInditcation) to eNode B for configuring measurement gaps for performing inter-frequency RSTD measurement. Without this indication, there is no guarantee that the UEs can meet the inter-frequency RSTD requirements and pass tests.

Later, in TS 36.306 it has been specified that “It is optional for UE to support delivery of InterFreqRSTDMeasurementInditcation.” This was based on [2], which in turn was based on a comment in an ad hoc session reported in [3].
Excerpt from [2]:
	Feature Group
	Optional/Mandatory

	[6-13] OTDOA inter-freq RSTD measurement indication procedure
	Optional

(No capability signalling is required.)


RAN4 would like to 

· clarify that all Rel-10 UE supporting OTDOA are required to meet inter-frequency RSTD requirements and pass inter-frequency RSTD test cases,

· kindly ask RAN WG2 to clarify the text in TS 36.306, taking into account the clarification above regarding the inter-frequency RSTD requirements and tests; more specifically, RAN4 would like RAN2 to ensure that the UE is able to perform inter-frequency RSTD measurements as it was requested in [1] and meet the requirements specified in TS 36.133 and pass tests.
2. Actions
To RAN2: RAN4 kindly asks RAN WG2 to clarify the text in TS 36.306, taking into account the clarification above regarding the inter-frequency RSTD requirements and tests.
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