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<< Unchanged sections omitted >>
9.1.2.1
Absolute RSRP Accuracy

The requirements for absolute accuracy of RSRP in this clause apply to a cell on the same frequency as that of the serving cell.
The accuracy requirements in Table 9.1.2.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex B.3.1 for a corresponding Band
Table 9.1.2.1-1: RSRP Intra frequency absolute accuracy
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz
	dBm/BWChannel
	dBm/BWChannel

	(6
	(9
	(-6 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	N/A
	-70

	
	
	
	9, 42, 43
	-120
	N/A
	-70

	
	
	
	28
	-119.5
	N/A
	-70

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	N/A
	-70

	
	
	
	26
	-118.5 Note 2
	N/A
	-70

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 4
	-118
	N/A
	-70

	
	
	
	
	
	
	

	
	
	
	25
	-117.5
	N/A
	-70

	(8
	(11
	(-6 dB
	Note 3
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
The same bands apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


9.1.2.2
Relative Accuracy of RSRP

The relative accuracy of RSRP is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on the same frequency.
The accuracy requirements in Table 9.1.2.2-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex B.3.8 for a corresponding Band.
Table 9.1.2.2-1: RSRP Intra frequency relative accuracy
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz
	dBm/BWChannel

	(2
	(3
	(-3 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	-50

	
	
	
	
	
	

	
	
	
	25
	-117.5
	-50

	(3
	(3
	(-6 dB
	Note 4
	Note 4
	Note 4

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 5:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


9.1.2.3
Absolute RSRP Accuracy under Time Domain Measurement Resource Restriction

The requirements for absolute accuracy of RSRP in this clause shall apply to a cell on the same frequency as that of the serving cell when a time domain measurement resource restriction pattern for performing RSRP measurements on this cell is configured by higher layers (TS 36.331 [2]).

The accuracy requirements in Table 9.1.2.3-1 are valid under the following conditions:

Cell specific reference signals in the measured cell are transmitted either from one, two or four antenna ports,

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled,

RSRP|dBm according to Annex B.3.9 for a corresponding Band,
The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the RSRP measurement,

Four symbols containing CRS are available in all subframes indicated by the time domain measurement resource restriction pattern.
Table 9.1.2.3-1: RSRP Intra frequency absolute accuracy under time domain measurement resource restriction
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1,2 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz
	dBm/BWChannel
	dBm/BWChannel

	(6
	(9
	(-4 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	N/A
	-70

	
	
	
	9, 42, 43
	-120
	N/A
	-70

	
	
	
	28
	-119.5
	N/A
	-70

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	N/A
	-70

	
	
	
	26
	-118.5 Note 3
	N/A
	-70

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	N/A
	-70

	
	
	
	
	
	
	

	
	
	
	25
	-117.5
	N/A
	-70

	(8
	(11
	(-4 dB
	Note 4
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
Io is defined over REs in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRP measurements of this cell.
NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 5:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


9.1.2.4
Relative Accuracy of RSRP under Time Domain Measurement Resource Restriction

The requirements for relative accuracy of RSRP in this clause shall apply to a cell on the same frequency as that of the serving cell when a time domain measurement resource restriction pattern for performing RSRP measurements for this cell is configured by higher layers (TS 36.331 [2]).

The accuracy requirements in Table 9.1.2.4-1 are valid under the following conditions:

Cell specific reference signals in the measured cell are transmitted either from one, two or four antenna ports,

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled,

RSRP1,2|dBm according to Annex B.3.10 for a corresponding Band,
The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the RSRP measurement,

Four symbols containing CRS are available in all subframes indicated by the time domain measurement resource restriction pattern.
Table 9.1.2.4-1: RSRP Intra frequency relative accuracy under time domain measurement resource restriction
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1,3 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz
	dBm/BWChannel

	(2
	(3
	(-2 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 4
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 6
	-118
	-50

	
	
	
	
	
	

	
	
	
	25
	-117.5
	-50

	(3
	(3
	(-4 dB
	Note 5
	Note 5
	Note 5

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:
Io is defined over REs in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRP measurements of this cell.

NOTE 4:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 5:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 6:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


9.1.3
Inter-frequency RSRP Accuracy Requirements

9.1.3.1
Absolute RSRP Accuracy

The requirements for absolute accuracy of RSRP in this clause apply to a cell that has different carrier frequency from the serving cell.
The accuracy requirements in Table 9.1.3.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex B.3.3 for a corresponding Band
Table 9.1.3.1-1: RSRP Inter frequency absolute accuracy
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz
	dBm/BWChannel
	dBm/BWChannel

	(6
	(9
	(-6 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	N/A
	-70

	
	
	
	9, 42, 43
	-120
	N/A
	-70

	
	
	
	28
	-119.5
	N/A
	-70

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	N/A
	-70

	
	
	
	26
	-118.5 Note 2
	N/A
	-70

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 4
	-118
	N/A
	-70

	
	
	
	
	
	
	

	
	
	
	25
	-117.5
	N/A
	-70

	(8
	(11
	(-6 dB
	Note 3
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
The same bands apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


9.1.3.2
Relative Accuracy of RSRP

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
The accuracy requirements in Table 9.1.3.2-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex B.3.4 for a corresponding Band
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Table 9.1.3.2-1: RSRP Inter frequency relative accuracy
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz
	dBm/BWChannel

	(6
	(6
	(-6 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 4
	-118
	-50

	
	
	
	
	
	

	
	
	
	25
	-117.5
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 4:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


<< Unchanged sections omitted >>
9.1.5
Intra-frequency RSRQ Accuracy Requirements

9.1.5.1
Absolute RSRQ Accuracy

The requirements for absolute accuracy of RSRQ in this clause apply to a cell on the same frequency as that of the serving cell.
The accuracy requirements in Table 9.1.5.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex B.3.1 for a corresponding Band
Table 9.1.5.1-1: RSRQ Intra frequency absolute accuracy
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 2
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 4
	-118
	-50

	
	
	
	
	
	

	
	
	
	25
	-117.5
	-50

	(3.5
	(4
	(-6 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


9.1.5.2
Absolute RSRQ Accuracy under Time Domain Measurement Resource Restriction

The requirements for absolute accuracy of RSRQ in this clause shall apply to a cell on the same frequency as that of the serving cell when a time domain measurement resource restriction pattern for performing RSRQ measurements of this cell is configured by higher layers (TS 36.331 [2]).

The accuracy requirements in Table 9.1.5.2-1 are valid under the following conditions:

Cell specific reference signals in the measured cell are transmitted either from one, two or four antenna ports,

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled,

RSRP|dBm according to Annex B.3.9 for a corresponding Band,
The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the RSRQ measurement,

The RSRQ measurement is not performed in any subframe other than those indicated by the time domain measurement resource restriction pattern configured for the measured cell,

Four symbols containing CRS are available in all subframes indicated by the time domain measurement resource restriction pattern.
Table 9.1.5.2-1: RSRQ Intra frequency absolute accuracy under time domain measurement resource restriction
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1,2 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz
	dBm/BWChannel

	(2.5
	(4
	(-2 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	-50

	
	
	
	
	
	

	
	
	
	25
	-117.5
	-50

	(3.5
	(4
	(-4 dB
	Note 4
	Note 4
	Note 4

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
Io is defined over REs in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRQ measurements of this cell.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 5:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


9.1.6
Inter-frequency RSRQ Accuracy Requirements

9.1.6.1
Absolute RSRQ Accuracy

The requirements for absolute accuracy of RSRQ in this clause apply to a cell that has different carrier frequency from the serving cell.
The accuracy requirements in Table 9.1.6.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.
RSRP|dBm according to Annex B.3.3 for a corresponding Band
Table 9.1.6.1-1: RSRQ Inter frequency absolute accuracy
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 2
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 4
	-118
	-50

	
	
	
	
	
	

	
	
	
	25
	-117.5
	-50

	(3.5
	(4
	(-6 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


9.1.6.2
Relative Accuracy of RSRQ

The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
The accuracy requirements in Table 9.1.6.2-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex B.3.4 for a corresponding Band
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Table 9.1.6.2-1: RSRQ Inter frequency relative accuracy
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz
	dBm/BWChannel

	(3
	(4
	(-3 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	-50

	
	
	
	
	
	

	
	
	
	25
	-117.5
	-50

	(4
	(4
	(-6 dB
	Note 4
	Note 4
	Note 4

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 5:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


<< Unchanged sections omitted >>
9.1.9
UE Rx – Tx time difference
9.1.9.1
Measurement Requirement
NOTE:
This measurement is used for UE positioning purposes.

The UE RX-TX time difference is measured from the Pcell.

The accuracy requirements in Table 9.1.9.1-1 are valid under the following conditions:


Cell specific reference signals are transmitted either from one, two or four antenna ports.


Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.


No changes to the uplink transmission timing are applied during the measurement period.


RSRP|dBm according to Annex B.3.5 for a corresponding Band
Table 9.1.9.1-1: UE Rx – Tx time difference measurement accuracy
	Accuracy
	Conditions

	
	Ês/Iot
	Downlink bandwidth
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	Ts Note 2
	dB
	MHz
	
	dBm/15kHz
	dBm/BWChannel

	(20
	(-3 dB
	≤ 3 MHz
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	-50

	
	
	
	
	
	

	
	
	
	25
	-117.5
	-50

	(10
	(-3 dB
	≥ 5 MHz
	Note 4
	Note 4
	Note 4

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with downlink bandwidth ≤ 3 MHz.
NOTE 5:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


<< Unchanged sections omitted >>
9.1.10
Reference Signal Time Difference (RSTD)

NOTE:
This measurement is used for UE positioning purposes.

9.1.10.1
Intra-Frequency Accuracy Requirement
The accuracy requirements in Table 9.1.10.1-1 shall apply without DRX as well as for all the DRX cycles specified in TS 36.331 [2].

The accuracy requirements in Table 9.1.10.1-1 are valid under the following conditions:

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex B.3.6 for a corresponding Band
There are no measurement gaps overlapping with the PRS subframes of the measured cell.

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [24] is less than 5 µs.

Table 9.1.10.1-1: RSTD measurement accuracy
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum f serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Note 6
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i
	Io Note 1 range

	
	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz
	dBm/BWChannel

	(15
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	6
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	
	28
	-119.5
	-50

	
	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	
	26
	-118.5 Note 4
	-50

	
	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 7
	-118
	-50

	
	
	
	
	
	
	

	
	
	
	
	25
	-117.5
	-50

	(6
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 25
	≥ 2
	Note 5
	Note 5
	Note 5

	(5
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 50
	≥ 1
	Note 5
	Note 5
	Note 5

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [16].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in [24].

NOTE 4:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 5:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 6 RB.
NOTE 6:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.

NOTE 7:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


9.1.10.2
Inter-Frequency Accuracy Requirement
The accuracy requirements in Table 9.1.10.2-1 shall apply without DRX as well as for all the DRX cycles specified in TS 36.331 [2].

The accuracy requirements in Table 9.1.10.2-1 are valid under the following conditions:

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex B.3.7 for a corresponding Band
There are no measurement gaps overlapping with the PRS subframes in cells belonging to the serving carrier frequency.

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [24] is less than 5 µs.
Table 9.1.10.2-1: RSTD measurement accuracy
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth between the reference cell and the measured neighbour cell i
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i
	Io Note 1 range

	
	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz
	dBm/BWChannel

	(21
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	4
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	
	28
	-119.5
	-50

	
	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	
	26
	-118.5 Note 4
	-50

	
	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 6
	-118
	-50

	
	
	
	
	
	
	

	
	
	
	
	25
	-117.5
	-50

	(10
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 25
	≥ 2
	Note 5
	Note 5
	Note 5

	(9
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 50
	≥ 1
	Note 5
	Note 5
	Note 5

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [16].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in [24].

NOTE 4:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 5:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 6 RB.
NOTE 6:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


<< Unchanged sections omitted >>
A.9.1.1
FDD Intra frequency case

A.9.1.1.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.1.2.1 and 9.1.2.2 for FDD intra frequency measurements.

A.9.1.1.2
Test parameters

In this set of test cases all cells are on the same carrier frequency. Both absolute and relative accuracy of RSRP intra frequency measurements are tested by using the parameters in Table A.9.1.1.2-1. In all test cases, Cell 1 is the PCell and Cell 2 the target cell. 


	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	

	
	
	

	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	

	
	
	
	
	
	
	

	
	
	
	
	

	








Table A.9.1.1.2-1: RSRP\ FDD Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
	
[image: image9.wmf]PRB

n


	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
	
[image: image10.wmf]PRB
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	

	 
[image: image11.wmf]oc

N

Note2


	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	
	Band 9
	
	
	
	
	
	-115

	
	Band 28
	
	
	
	
	
	-114.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	
	
	-114

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	
	
	-113

	
	Band 25
	
	
	
	
	
	-112.5
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	dB
	2.5
	-6
	2.5
	-6
	0.46
	-5.76

	RSRPNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-100
	-105
	-82
	-87
	-113
	-117

	
	Band 9
	
	
	
	
	
	-112
	-116

	
	Band 28
	
	
	
	
	
	-111.5
	-115.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	
	
	-111
	-115

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	
	
	-110
	-114

	
	Band 25
	
	
	
	
	
	-109.5
	-113.5

	
	
	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/9 MHz
	-70.27
	-70.27
	-52.27
	-52.27
	-82.43

	
	Band 9
	
	
	
	
	
	-81.43

	
	Band 28
	
	
	
	
	
	-80.93

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	
	
	-80.43

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	
	
	-79.43

	
	Band 25
	
	
	
	
	
	-78.93
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	dB
	6
	1
	6
	1
	3
	-1

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image14.wmf]oc

N

 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5: 
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


A.9.1.1.3
Test Requirements

The RSRP measurement accuracy shall fulfil the requirements in sections 9.1.2.1 and 9.1.2.2.

<< Unchanged sections omitted >>
A.9.1.3
FDD—FDD Inter frequency case

A.9.1.3.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.1.3.1 and 9.1.3.2 for FDD—FDD inter frequency measurements.

A.9.1.3.2
Test parameters

In this set of test cases the cells are on different carrier frequencies. Both absolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.9.1.3.2-1 In all test cases, Cell 1 is the PCell and Cell 2 the target cell. The inter frequency measurements are supported by a measurement gap. 


	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	

	
	

	
	
	
	
	
	

	
	

	
	
	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	


	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	

	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	

	
	
	
	
	

	
	
	
	

	








Table A.9.1.3.2-1: RSRP FDD—FDD Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Gap Pattern Id
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
	
[image: image22.wmf]PRB
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	

	OCNG_RBNote 
	
	
	
	
	

	 
[image: image23.wmf]oc
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Note2

	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-88.65
	-88.65 
	-109
	-117

	
	Band 9
	
	
	
	-108
	-116

	
	Band 28
	
	
	
	-107.5
	-115.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	-107
	-115

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	-106
	-114

	
	Band 25
	
	
	
	-105.5
	-113.5
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	dB
	10
	10
	13
	-4

	RSRPNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-78.65
	-78.65
	-96
	-121

	
	Band 9
	
	
	
	-95
	-120

	
	Band 28
	
	
	
	-94.5
	-119.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	-94
	-119

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	-93
	-118

	
	Band 25
	
	
	
	-92.5
	-117.5

	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/9 MHz
	-50.45
	-50.45
	-68.01
	-87.76

	
	Band 9
	
	
	
	-67.01
	-86.76

	
	Band 28
	
	
	
	-66.51
	-86.26

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	-66.01
	-85.76

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	-65.01
	-84.76

	
	Band 25
	
	
	
	-64.51
	-84.26
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	dB
	10
	10
	13
	-4

	Propagation condition
	-
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image26.wmf]oc
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


A.9.1.3.3
Test Requirements

The RSRP measurement accuracy shall fulfil the requirements in sections 9.1.3.1 and 9.1.3.2.

<< Unchanged sections omitted >>
A.9.1.6
FDD RSRP for E-UTRAN Carrier Aggregation
A.9.1.6.1
Test Purpose and Environment

The purpose of this test is to verify that the FDD RSRP absolute and relative accuracy requirements in carrier aggregation are within the specified limits. This test will verify the abosulte RSRP accuracy requirements of the primary component carrier defined in clause 9.1.11.1, the abosulte RSRP accuracy requirements of the secondary component carrier defined in clause 9.1.11.2, and the relative RSRP accuracy requirements of the secondary component carrier defined in clause 9.1.11.2. The test will also verify the primary and secondary component carrier relative RSRP accuracy requirement defined in Clause 9.1.11.3.
A.9.1.6.2
Test parameters

In this set of cases cell1 is PCell on the primary component carrier, cell2 is SCell on the secondary component carrier and activated, and cell3 is the neighboring cell on the secondary component carrier.  The test parameters are given in Table A.9.1.6.2-1.

	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	

	

	
	
	
	
	

	
	

	
	
	

	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	


	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	

	
	
	
	

	
	
	

	









Table A.9.1.6.2-1: RSRP FDD carrier aggreagation test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2
	Cell3

	E-UTRA RF Channel Number
	
	1
	2
	2

	BWchannel 
	MHz
	10
	10
	10

	Timing offset to cell1
	(s
	-
	1.3
	3

	Measurement bandwidth
	
[image: image33.wmf]PRB
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	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	R.0 FDD
	-

	PDSCH allocation
	
[image: image34.wmf]PRB
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	13—36 
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote1
	
	
	
	

	OCNG_RBNote 
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	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-117
	-116

	
	Band 9
	
	-116
	-115

	
	Band 28
	
	-115.5
	-114.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	-115
	-114

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	-114
	-113

	
	Band 25
	
	-113.5
	-112.5
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	dB
	-4
	0.46
	-5.76

	RSRPNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-121
	-113
	-117

	
	Band 9
	
	-120
	-112
	-116

	
	Band 28
	
	-119.5
	-111.5
	-115.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	-119
	-111
	-115

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	-118
	-110
	-114

	
	Band 25
	
	-117.5
	-109.5
	-113.5

	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/9 MHz
	-87.76
	-82.43

	
	Band 9
	
	-86.76
	-81.43

	
	Band 28
	
	-86.26
	-80.93

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	-85.76
	-80.43

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	-84.76
	-79.43

	
	Band 25
	
	-84.26
	-78.93
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	dB
	-4
	3
	-1

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image38.wmf]oc

N

 to be fulfilled.
Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:
The selection of the bands for testing depends on the configuration of the carrier aggressions supported by the UEs.

Note 6:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 7:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


NOTE:
The impact of insertion loss on RSRP tests is FFS.
A.9.1.6.3
Test Requirements

In the test, the performance of RSRP measurements is verified from following four perspectives:
-
The absolute accuracy of intra-frequency RSRP measurements for Cell 1 on the primary component carrier shall fulfil the requirements defined in clause 9.1.11.1.

-
The absolute accuracy of intra-frequency RSRP measurements for Cell 2 on the secondary component carrier shall fulfil the requirements defined in clause 9.1.11.2.

-
The relative accuracy of intra-frequency RSRP measurements for Cell 3 relative to Cell 2 on the secondary component carrier shall fulfil the requirements defined in clause 9.1.11.2.

-
The relative accuracy of inter-frequency RSRP measurements between the primary and secondary component carriers for Cell 2 relative to Cell 1 shall fulfil the requirements defined in clause 9.1.11.3.

<< Unchanged sections omitted >>
A.9.2
RSRQ

A.9.2.1
FDD Intra frequency case

A.9.2.1.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 9.1.5.1.

A.9.2.1.2
Test parameters

In this test case all cells are on the same carrier frequency. The absolute accuracy of RSRQ intra frequency measurement is tested by using the parameters in Table A.9.2.1.2-1. In all test cases, Cell 1 is the PCell and Cell 2 the target cell.


	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	

	
	
	

	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	

	
	
	
	
	
	
	

	
	
	
	
	

	








Table A.9.2.1.2-1: RSRQ FDD Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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Note2

	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-84.76
	-84.76
	-103.85
	-103.85
	-116

	
	Band 9
	
	
	
	
	
	-115

	
	Band 28
	
	
	
	
	
	-114.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	
	
	-114

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	
	
	-113

	
	Band 25
	
	
	
	
	
	-112.5
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	dB
	-1.76
	-1.76
	-4.7
	-4.7
	-5.46
	-5.46

	RSRPNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-81.76
	-81.76
	-106.75
	-106.75
	-120
	-120

	
	Band 9
	
	
	
	
	
	-119
	-119

	
	Band 28
	
	
	
	
	
	-118.5
	-118.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	
	
	-118
	-118

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	
	
	-117
	-117

	
	Band 25
	
	
	
	
	
	-116.5
	-116.5

	
	
	
	
	
	
	
	
	

	RSRQNote3
	All Bands
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.34
	-17.34

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/9 MHz
	-50
	-50
	-73
	-73
	-85.67

	
	Band 9
	
	
	
	
	
	-84.67

	
	Band 28
	
	
	
	
	
	-84.17

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	
	
	-83.67

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	
	
	-82.67

	
	Band 25
	
	
	
	
	
	-82.17
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	dB
	3
	3
	-2.9
	-2.9
	-4
	-4

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image50.wmf]oc
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 to be fulfilled.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


A.9.2.1.3
Test Requirements

The RSRQ measurement accuracy shall fulfil the requirements in Clause 9.1.5.1.

<< Unchanged sections omitted >>
A.9.2.3
FDD—FDD Inter frequency case

A.9.2.3.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.1.6.1 and 9.1.6.2.

A.9.2.3.2
Test parameters

In this test case the two cells are on different carrier frequencies and measurement gaps are provided. Both RSRQ inter frequency absolute and relative accuracy requirements are tested by using test parameters in Table A.9.2.3.2-1. In all tests, Cell 1 is the PCell and Cell 2 the target cell.

 
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	

	
	
	

	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	

	
	
	
	
	
	
	

	
	
	
	
	

	








Table A.9.2.3.2-1: RSRQ FDD—FDD Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Gap Pattern Id
	
	0
	-
	0
	-
	0
	-

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	

	 
[image: image59.wmf]oc
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Note2

	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-80
	-80
	-104.70
	-104.70
	-119.5
	-119.5

	
	Band 9
	
	
	
	
	
	-118.5
	-118.5

	
	Band 28
	
	
	
	
	
	-118
	-118

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	
	
	-117.5
	-117.5

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	
	
	-116.5
	-116.5

	
	Band 25
	
	
	
	
	
	-116
	-116

	
	
	
	
	
	
	
	
	

	
[image: image60.wmf]ot

s

I

Ê


	dB
	-1.75
	-1.75
	-4.0
	-4.0
	-4.0
	-4.0

	RSRPNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-81.75
	-81.75
	-108.70
	-108.70
	-123.5
	-123.5

	
	Band 9
	
	
	
	
	
	-122.5
	-122.5

	
	Band 28
	
	
	
	
	
	-122
	-122

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	
	
	-121.5
	-121.5

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	
	
	-120.5
	-120.5

	
	Band 25
	
	
	
	
	
	-120
	-120

	
	
	
	
	
	
	
	
	

	RSRQNote3
	All Bands
	dB
	-14.76
	-14.76
	-16.25
	-16.25
	-16.25
	-16.25

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/9 MHz
	-50
	-50
	-75.46
	-75.46
	-90.26
	-90.26

	
	Band 9
	
	
	
	
	
	-89.26
	-89.26

	
	Band 28
	
	
	
	
	
	-88.76
	-88.76

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	
	
	
	
	-88.26
	-88.26

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	
	
	
	
	-87.26
	-87.26

	
	Band 25
	
	
	
	
	
	-86.76
	-86.76
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	dB
	-1.75
	-1.75
	-4.0
	-4.0
	-4.0
	-4.0

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: 
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: 
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5: 
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


A.9.2.3.3
Test Requirements

The RSRQ measurement accuracy shall fulfil the requirements in Sections 9.1.6.1 and 9.1.6.2.

<< Unchanged sections omitted >>
A.9.2.5
FDD RSRQ for E-UTRA Carrier Aggregation

A.9.2.5.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRQ measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the absolute RSRQ accuracy requirements of the primary component carrier specified in clause 9.1.11.1. The test will also verify the absolute RSRQ accuracy requirements of the secondary component carrier specified in clause 9.1.11.2 and the relative RSRQ accuracy requirements of the secondary component carrier specified in clause 9.1.11.2.  Furthermore, the test will verify the primary and secondary component carrier relative RSRQ accuracy requirements specified in clause 9.1.11.3.

A.9.2.5.2
Test parameters

In this test case the PCell and the SCell are on different carrier frequencies. There are three cells used in this test case. Both RSRQ absolute and relative accuracy requirements of the primary and secondary component carrier are tested by using test parameters specified in Table A.9.2.5.2-1.  In the test, Cell 1 is the PCell, Cell 2 is the SCell on the Secondary Component Carrier (SCC) and Cell 3 is the neighbouring cell on the SCC. The SCC is configured and activated. The time offset to Cell 1 is 1.3 µs and 3 µs.


	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	

	
	
	

	
	
	
	
	

	
	

	
	
	

	
	
	
	
	

	
	
	

	

	


	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	


	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	

	
	
	
	

	
	
	

	









Table A.9.2.5.2-1: FDD RSRQ Carrier Aggregation test parameters

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	2
	2

	BWchannel_CA
	MHz
	10
	10
	10

	Time offset to Cell 1
	(s
	-
	1.3
	3

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	R.0 FDD
	-

	PDSCH allocation
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	13—36
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined  in A.3.1.2.1
	
	R.6 FDD
	R.6FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1

FDD
	OP.1

FDD
	OP.2

FDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote1
	
	
	
	

	OCNG_RBNote1 
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N

Note2

	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-119.5
	-116
	-116

	
	Band 9
	
	-118.5
	-115
	-115

	
	Band 28
	
	-118
	-114.5
	-114.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	-117.5
	-114
	-114

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	-116.5
	-113
	-113

	
	Band 25
	
	-116
	-112.5
	-112.5
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	dB
	-4.0
	-5.46
	-5.46

	RSRPNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-123.5
	-120
	-120

	
	Band 9
	
	-122.5
	-119
	-119

	
	Band 28
	
	-122
	-118.5
	-118.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	-121.5
	-118
	-118

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	-120.5
	-117
	-117

	
	Band 25
	
	-120
	-116.5
	-116.5

	
	
	
	
	
	

	RSRQNote3
	All Bands
	dB
	-16.25
	-17.34
	-17.34

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/9 MHz
	-90.26
	-85.67
	-85.67

	
	Band 9
	
	-89.26
	-84.67
	-84.67

	
	Band 28
	
	-88.76
	-84.17
	-84.17

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	-88.26
	-83.67
	-83.67

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	-87.26
	-82.67
	-82.67

	
	Band 25
	
	-86.76
	-82.17
	-82.17
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	dB
	-4.0
	-4.0
	-4.0

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
The selection of the bands for testing depends on the configuration of the carrier aggregation supported by the UEs

Note 6:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 7:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


NOTE:
The impact of insertion loss on RSRQ tests is FFS.

A.9.2.5.3
Test Requirements

In the test, the RSRQ measurement accuracy in carrier aggregation shall fulfil the requirements in clause 9.1.11.1, 9.1.11.2, and 91.11.3.

-
The absolute accuracy of intra-frequency RSRQ measurements of Cell 1 on the primary component carrier shall fulfil the requirements specified in clause 9.1.11.1.

-
The absolute accuracy of intra-frequency RSRQ measurements of Cell 2 on the secondary component carrier shall fulfil the requirements specified in clause 9.1.11.2

-
The relative accuracy of intra-frequency RSRQ measurements of Cell 3 relative to Cell 2 on the secondary component carrier shall fulfil the requirements specified in clause 9.1.11.2. 

-
The relative accuracy of inter-frequency RSRQ measurements between the primary and secondary component carriers for Cell 2 relative to Cell 1 shall fulfil the requirements specified in clause 9.1.11.3.

<< Unchanged sections omitted >>
A.9.9
RSRP and RSRQ on the serving cell

A.9.9.1
FDD Intra frequency serving cell case

A.9.9.1.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRP/ RSRQ absolute measurement accuracy is within the specified limits. This test will verify the requirements in Clause 9.1.2.1 and 9.1. 5.1 for FDD intra frequency measurements.

A.9.9.1.2
Test parameters

In this set of test case there is only the serving cell. Absolute accuracy of RSRP/ RSRQ intra frequency measurements for the serving cell is tested by using the parameters in Table A.9.9.1.2-1. In the test case, Cell 1 is the serving cell.

	
	
	

	
	
	

	
	
	

	
	
	

	
	

	

	
	
	

	
	

	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	


	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	

	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	

	
	

	
	
	

	








Table A.9.9.1.2-1: RSRP FDD Intra frequency test parameters

	Parameter
	Unit
	Test

	
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Measurement bandwidth
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	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD

	PDSCH allocation
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	13—36

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD)
	
	OP.1 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote1
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-122

	
	Band 9
	
	-121

	
	Band 28
	
	-120.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	-120

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	-119

	
	Band 25
	
	-118.5
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	dB
	-4

	RSRPNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/15 kHz
	-126

	
	Band 9
	
	-125

	
	Band 28
	
	-124.5

	
	Bands 2, 5, 7, 26 and 27 Note 5 
	
	-124

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	-123

	
	Band 25
	
	-122.5

	
	
	
	

	RSRQNote3
	All Bands
	dB
	-14.93

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24
	dBm/9 MHz
	-92.76

	
	
	
	-91.76

	
	Band 9
	
	

	
	Band 28
	
	-91.26

	
	Bands 2, 5, 7, 26 and 27 Note 5
	
	-90.76

	
	Bands 3, 8, 12, 13, 14, 17, 20, 22 and 29 Note 6
	
	-89.76

	
	Band 25
	
	-89.26
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	dB
	-4

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image86.wmf]oc
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 to be fulfilled.

Note 3:
RSRP, RSRQ and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


A.9.9.1.3
Test Requirements

The absolute RSRP and RSRQ measurement accuracy shall fulfil the requirements in clause 9.1.2.1 and 9.1.5.1 respectively.
Annex B (normative):
Conditions for RRM requirements applicability for operating bands

B.1
Conditions for E-UTRAN RRC_IDLE state mobility

B.1.1
Conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection

This clause defines the E-UTRAN intra-frequency RSRP, RSRP Ês/Iot, SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.

The conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection are defined in Table B.1.1-1

Table B.1.1-1: Conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection
	Parameter
	E-UTRA operating bands
	Minimum RSRP
	Minimum SCH_RP
	RSRP Ês/Iot
	SCH Ês/Iot

	
	
	dBm/15kHz
	dBm/15kHz
	dB
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-124
	-124
	( -4
	( -4

	
	9, 42, 43
	-123
	-123
	
	

	
	28
	-122.5
	-122.5
	
	

	
	2, 5, 7, 27, 41, [44]
	-122
	-122
	
	

	
	26
	-121.5 Note 2
	-121.5 Note 2
	
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-121
	-121
	
	

	
	
	
	
	
	

	
	25
	-120.5
	-120.5
	
	

	NOTE 1:
For a UE supporting a band combination of E-UTRA carrier aggregation with one uplink carrier configuration, if there is a relaxation of receiver sensitivity ΔRIB,c as defined in TS 36.101 [5] due to the CA configuration, the RSRP and SCH_RP measurement side conditions shall be increased by the amount ΔRIB,c defined for the corresponding downlink band.

NOTE 2:
The condition is -122 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 3:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


<< Unchanged sections omitted >>
B.1.2
Conditions for measurements of inter-frequency E-UTRAN cells for cell re-selection

This clause defines the E-UTRAN inter-frequency RSRP, RSRP Ês/Iot, SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.

The conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection defined in Table B.1.1-1 also apply for inter-frequency E-UTRAN cells in this section.

B.2
Conditions for UE Measurements Procedures in RRC_CONNECTED State

B.2.1
Conditions for E-UTRAN intra-frequency measurements

This clause defines the E-UTRAN intra-frequency SCH_RP and SCH Ês/Iot applicable for a corresponding operating band

The conditions for intra-frequency E-UTRAN measurements are defined in Table B.2.1-1

Table B.2.1-1: E-UTRAN intra-frequency measurements
	Parameter
	E-UTRA operating bands
	Minimum SCH_RP
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127
	( -6

	
	9, 42, 43
	-126
	

	
	28
	-125.5
	

	
	2, 5, 7, 27, 41, [44] 
	-125
	

	
	26
	-124.5 Note 2
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124
	

	
	
	
	

	
	25
	-123.5
	

	NOTE 1:
For a UE supporting a band combination of E-UTRA carrier aggregation with one uplink carrier configuration, if there is a relaxation of receiver sensitivity ΔRIB,c as defined in TS 36.101 [5] due to the CA configuration, the SCH_RP measurement side condition shall be increased by the amount ΔRIB,c defined for the corresponding downlink band.

NOTE 2: 
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 3:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


B.2.2
Conditions for E-UTRAN intra-frequency measurements with autonomous gaps

This clause defines the E-UTRAN intra-frequency SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.
The conditions for intra-frequency E-UTRAN measurements with autonomous gap are as in Table B.2.1-1.
Table B.2.2-1: Void
B.2.3
Conditions for E-UTRAN inter-frequency measurements

This clause defines the E-UTRAN inter-frequency SCH_RP, SCH Ês/Iot, RSRP and RSRP Ês/Iot applicable for a corresponding operating band

The conditions for inter-frequency E-UTRAN measurements with autonomous gap are defined in Table B.2.3-1

Table B.2.3-1: E-UTRAN inter-frequency measurements
	Parameter
	E-UTRA operating bands
	Minimum RSRP 
	Minimum SCH_RP
	RSRP Ês/Iot
	SCH Ês/Iot

	
	
	dBm/15kHz
	dBm/15kHz
	dB
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-125
	-125
	( -4
	( -4

	
	9, 42, 43
	-124
	-124
	
	

	
	28
	-123.5
	-123.5
	
	

	
	2, 5, 7, 27, 41, [44]
	-123
	-123
	
	

	
	26
	-122.5 Note 2
	-122.5 Note 2
	
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-122
	-122
	
	

	
	
	
	
	
	

	
	25
	-121.5
	-121.5
	
	

	NOTE 1:
For a UE supporting a band combination of E-UTRA carrier aggregation with one uplink carrier configuration, if there is a relaxation of receiver sensitivity ΔRIB,c as defined in TS 36.101 [5] due to the CA configuration, the RSRP and SCH_RP measurement side conditions shall be increased by the amount ΔRIB,c defined for the corresponding downlink band.

NOTE 2:
The condition is -123 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 3:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


B.2.4
Conditions for E-UTRAN inter-frequency measurements with autonomous gaps

This clause defines the E-UTRAN inter-frequency SCH_RP and SCH Ês/Iot applicable for a corresponding operating band

The conditions for inter-frequency E-UTRAN measurements with autonomous gap are defined in Table B.2.4-1

Table B.2.4-1: E-UTRAN inter-frequency measurements with autonomous gaps
	Parameter
	E-UTRA operating bands
	Minimum SCH_RP
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-125
	( -4

	
	9, 42, 43
	-124
	

	
	28
	-123.5
	

	
	2, 5, 7, 27, 41, [44] 
	-123
	

	
	26
	-122.5 Note 2
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-122
	

	
	
	
	

	
	25
	-121.5
	

	NOTE 1:
For a UE supporting a band combination of E-UTRA carrier aggregation with one uplink carrier configuration, if there is a relaxation of receiver sensitivity ΔRIB,c as defined in TS 36.101 [5] due to the CA configuration, the SCH_RP measurement side condition shall be increased by the amount ΔRIB,c defined for the corresponding downlink band.

NOTE 2:
The condition is -123 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 3:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


B.2.5
Conditions for E-UTRAN OTDOA intra-frequency RSTD Measurements

This clause defines the E-UTRAN intra-frequency PRP1,2 applicable for a corresponding operating band

The conditions for E-UTRAN OTDOA intra-frequency RSTD measurements  are defined in Table B.2.5-1

Table B.2.5-1: E-UTRAN OTDOA intra-frequency RSTD measurements
	Parameter
	E-UTRA operating bands
	Minimum PRP1,2

	
	
	dBm/15kHz

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127

	
	9, 42, 43
	-126

	
	28
	-125.5

	
	2, 5, 7, 27, 41, [44]
	-125

	
	26
	-124.5 Note 2

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124

	
	
	

	
	25
	-123.5

	NOTE 1:
For a UE supporting a band combination of E-UTRA carrier aggregation with one uplink carrier configuration, if there is a relaxation of receiver sensitivity ΔRIB,c as defined in TS 36.101 [5] due to the CA configuration, the PRP measurement side condition shall be increased by the amount ΔRIB,c defined for the corresponding downlink band.

NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 3:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


B.2.6
Conditions for E-UTRAN OTDOA inter-frequency RSTD Measurements

This clause defines the E-UTRAN inter-frequency PRP1,2 applicable for a corresponding operating band

The conditions for E-UTRAN OTDOA inter-frequency RSTD measurements  are defined in Table B.2.5-1

B.2.7
Conditions for Measurements of the secondary component carrier with deactivated SCell

This clause defines the SCH_RP and SCH Ês/Iot for measurements in the secondary component carrier applicable for a corresponding operating band

The conditions for measurements of the secondary component carrier with deactivated SCell are defined in Table B.2.7-1.
Table B.2.7-1: Measurements of the secondary component carrier with deactivated SCell
	Parameter
	E-UTRA operating bands
	Minimum SCH_RP
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127
	( -6

	
	9, 42, 43
	-126
	

	
	28
	-125.5
	

	
	2, 5, 7, 27, 41, [44] 
	-125
	

	
	26
	-124.5 Note 2
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124
	

	
	
	
	

	
	25
	-123.5
	

	NOTE 1:
For a UE supporting a band combination of E-UTRA carrier aggregation with one uplink carrier configuration, if there is a relaxation of receiver sensitivity ΔRIB,c as defined in TS 36.101 [5] due to the CA configuration, the SCH_RP measurement side condition shall be increased by the amount ΔRIB,c defined for the corresponding downlink band.

NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 3:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


B.2.8
Conditions for E-UTRAN Intra-Frequency Measurements under Time Domain Measurement Resource Restriction

This clause defines the E-UTRAN intra-frequency SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.

The conditions for intra-frequency E-UTRAN measurements under time domain measurement resource restriction are defined in Table B.2.8-1.

Table B.2.8-1: E-UTRAN intra-frequency measurements under time domain measurement resource restriction
	Parameter
	E-UTRA operating bands
	Minimum SCH_RP
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127
	( -7.5

	
	9, 42, 43
	-126
	

	
	28
	-125.5
	

	
	2, 5, 7, 27, 41, [44] 
	-125
	

	
	26
	-124.5 Note 2
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124
	

	
	
	
	

	
	25
	-123.5
	

	NOTE 1:
For a UE supporting a band combination of E-UTRA carrier aggregation with one uplink carrier configuration, if there is a relaxation of receiver sensitivity ΔRIB,c as defined in TS 36.101 [5] due to the CA configuration, the SCH_RP measurement side condition shall be increased by the amount ΔRIB,c defined for the corresponding downlink band.

NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 3:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


<< Unchanged sections omitted >>
B.3
Conditions for measurements performance requirements for UE

B.3.1
Conditions for intra-frequency RSRP and RSRQ Accuracy Requirements

This clause defines the E-UTRAN intra-frequency RSRP applicable for a corresponding operating band

The conditions for intra-frequency absolute RSRP and RSRQ accuracy requirements are defined in Table B.3.1-1

Table B.3.1-1: Intra-frequency absolute RSRP and RSRQ Accuracy Requirements
	Parameter
	E-UTRA operating bands
	Minimum RSRP

	
	
	dBm/15kHz

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127

	
	9, 42, 43
	-126

	
	28
	-125.5

	
	2, 5, 7, 27, 41, [44] 
	-125

	
	26
	-124.5 Note 2

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124

	
	25
	-123.5

	NOTE 1:
For a UE supporting a band combination of E-UTRA carrier aggregation with one uplink carrier configuration, if there is a relaxation of receiver sensitivity ΔRIB,c as defined in TS 36.101 [5] due to the CA configuration, the RSRP measurement side condition shall be increased by the amount ΔRIB,c defined for the corresponding downlink band.

NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 3:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


<< Unchanged sections omitted >>
B.3.8
Conditions for Intra-Frequency Relative RSRP Accuracy Requirements

This clause defines the E-UTRAN intra-frequency RSRP1,2 applicable for a corresponding operating band.

The conditions for intra-frequency relative RSRP accuracy requirements are specified in Table B.3.8-1.

Table B.3.8-1: Intra-frequency relative RSRP accuracy requirements
	Parameter
	E-UTRA operating bands
	Minimum RSRP1,2

	
	
	dBm/15kHz

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127

	
	9, 42, 43
	-126

	
	28
	-125.5

	
	2, 5, 7, 27, 41, [44] 
	-125

	
	26
	-124.5 Note 2

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124

	
	
	

	
	25
	-123.5

	NOTE 1:
For a UE supporting a band combination of E-UTRA carrier aggregation with one uplink carrier configuration, if there is a relaxation of receiver sensitivity ΔRIB,c as defined in TS 36.101 [5] due to the CA configuration, the RSRP measurement side condition shall be increased by the amount ΔRIB,c defined for the corresponding downlink band.

NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 3:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


<< End of changes >>
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