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	There are two changes:
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2) Addition of “<the UE> shall not send out-of-sync indication for the PCell to the higher layers due to IDC interference” and “<the UE> shall ensure that RRM measurement is not affected by IDC interference” into relevant sections.
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<<< unmodified section omitted >>>

7.6.2.5
Minimum requirement under IDC Interference

When the UE has initiated the transmission of the IDC indication to the eNB, the UE shall also perform radio link monitoring and meet the corresponding requirements in clause 7.6.2., and shall not send an out-of-sync indication for the PCell to the higher layers due to IDC interference.
<<< unmodified section omitted >>>

8.1
General Measurement Requirements

8.1.1
Introduction

This clause contains requirements on the UE regarding measurement reporting in RRC_CONNECTED state. The requirements are split in E-UTRA intra frequency, E-UTRA inter frequency, Inter-RAT UTRA FDD, UTRA TDD and GSM measurements. These measurements may be used by the E-UTRAN, e.g. for handover decisions. The measurement quantities are defined in [4], the measurement model is defined in [22] and measurement accuracies are specified in clause 9. Control of measurement reporting is specified in TS 36.331 [2].
When the UE has initiated the transmission of the IDC indication to the eNB, the UE shall also perform RRM measurements, ensure that RRM measurement is not affected by IDC interference, and meet the corresponding requirements in clause 8.

<<< end of modifications >>>
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