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1 Introduction 
In [1] and [2], the work plan and the scope of the impact on UE demodulation for EPDCCH are presented, respectively. In this contribution, a preliminary list of the link parameters assumptions needed for the simulation effort is proposed. 

2 Discussion and Test parameters for EPDCCH
From [2], the following has been proposed:
· Define demodulation performance for localized and distributed EPDCCH for both single antenna port and transmit diversity. For transmit diversity, DMRS as phase reference is used instead of CRS with 2 Tx and 4 Tx Antenna Port, to be consistent with Release 10 PDCCH Transmit diversity demodulation requirements.

· Single-antenna port performance with localized transmission.

· Transmit diversity performance with 2Tx antenna port for distributed transmissions with DM-RS.

· SU-MIMO performance with 2Tx and 4Tx antenna port for localized transmissions with DM-RS.

As explained in Section 2.2, the demodulation of EPDCCH can adopted a similar approach as in the demodulation or PDSCH with DM-RS. 
In the Tables below, test parameters from Table 8.3.2-1, Table 8.3.2.-2 and Table 8.3.2-3 are highlighted as possible adaptation for initial considerations and discussions.
Table 8.3.2-1: Common Test Parameters for User-specific Reference Symbols
	Parameter
	Unit
	Value 

	Uplink downlink configuration (Note 1)
	
	1

	Special subframe configuration (Note 2)
	
	4

	Cyclic prefix
	
	Normal

	Cell ID
	
	0

	Inter-TTI Distance
	
	1

	Number of HARQ processes
	Processes
	7

	Maximum number of HARQ transmission
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3} for QPSK and 16QAM

{0,0,1,2} for 64QAM

	Number of OFDM symbols for PDCCH
	OFDM symbols
	2

	Beamforming Model
	
	As specified in Section B.4

	Precoder update granularity
	
	Frequency domain: 1 PRB

Time domain: 1 ms

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
as specified in Table 4.2-2 in TS 36.211 [4]

Note 2:
as specified in Table 4.2-1 in TS 36.211 [4]


8.3.2.1
Single-layer Spatial Multiplexing

For single-layer transmission on antenna port 5, the requirements are specified in Table 8.3.2.1-2, with the addition of the parameters in Table 8.3.2.1-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the demodulation performance using user-specific reference signals with full RB or single RB allocation.

Table 8.3.2.1-1: Test Parameters for Testing DRS

	parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Downlink power allocation
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	dB
	0
	0
	0
	0
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	dB
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)

	Cell-specific reference signals
	
	Antenna port 0
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at antenna port
	dB/15kHz
	[-98]
	[-98]
	[-98]
	[-98]

	Symbols for unused PRBs
	
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)

	Number of allocated resource blocks
	PRB
	[50]
	[50]
	[50]
	[1]

	Note 1:
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Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.2.1-2: Minimum performance DRS (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
QPSK 1/3
	R.25 TDD
	OP.1 TDD
	EPA5
	2x2 Low
	70
	-0.8
	1-5

	2
	10 MHz
16QAM 1/2
	R.26 TDD
	OP.1 TDD
	EPA5
	2x2 Low
	70
	7.0
	2-5

	
	5MHz
16QAM 1/2
	R.26-1 TDD
	OP.1 TDD
	EPA5
	2x2 Low
	70
	7.0
	1

	3
	10 MHz
64QAM 3/4
	R.27 TDD
	OP.1 TDD
	EPA5
	2x2 Low
	70
	17.0
	2-5

	
	10 MHz
64QAM 3/4
	R.27-1 TDD
	OP.1 TDD
	EPA5
	2x2 Low
	70
	17.0
	1

	4
	10 MHz

16QAM 1/2
	R.28 TDD
	OP.1 TDD
	EPA5
	2x2 Low
	30
	1.7
	1-5


For single-layer transmission on antenna ports 7 or 8, the requirements are specified in Table 8.3.2.1-4 and 8.3.2.1-5, with the addition of the parameters in Table 8.3.2.1-3 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify rank-1 performance on one of the antenna ports 7 or 8 with and without a simultaneous transmission on the other antenna port.

Table 8.3.2.1-3: Test Parameters for Testing CDM-multiplexed DM RS (single layer)

	parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5

	Downlink power allocation
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	dB
	0
	0
	0
	0
	0
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	dB
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)

	Cell-specific reference signals
	
	Antenna port 0 and antenna port 1
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at antenna port
	dBm/15kHz
	[-98]
	[-98]
	[-98]
	]-98]
	[-98]

	Symbols for unused PRBs
	
	OCNG (Note 4,5)
	OCNG (Note 4,5)
	OCNG (Note 4,5)
	OCNG (Note 4,5)
	OCNG (Note 4,5)

	Number of allocated resource blocks (Note 2)
	PRB
	[50]
	[50]
	[50]
	[50]
	[50]

	Simultaneous transmission
	
	No
	No
	No
	Yes

(Note 3)
	Yes

(Note 3)

	Note 1:
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Note 2:
The modulation symbols of the signal under test is mapped onto antenna port 7 or 8.

Note 3:
Modulation symbols of an interference signal is mapped onto the antenna port (7 or 8) not used for the input signal under test.

Note 4:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.

Note 5:
OCNG_RA = 
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– 3 dB, OCNG_RB = 
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– 3 dB in order to have the same PDSCH and OCNG power pro subcarrier at the receiver.


Table 8.3.2.1-4: Minimum performance for CDM-multiplexed DM RS without simultaneous transmission (FRC)
	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
QPSK 1/3
	R.31 TDD
	OP.1 TDD
	EVA5
	2x2 Low
	70
	-1.0
	1-5

	2
	10 MHz

16QAM 1/2
	R.32 TDD
	OP.1 TDD
	EPA5
	2x2 Medium
	70
	7.7
	2-5

	
	5MHz

16QAM 1/2
	R.32-1 TDD
	OP.1 TDD
	EPA5
	2x2 Medium
	70
	7.7
	1

	3
	10 MHz
64QAM 3/4
	R.33 TDD
	OP.1 TDD
	EPA5
	2x2 Low
	70
	17.7
	2-5

	
	10 MHz
64QAM 3/4
	R.33-1 TDD
	OP.1 TDD
	EPA5
	2x2 Low
	70
	17.7
	1


8.3.2.2
Dual-Layer Spatial Multiplexing
For dual-layer transmission on antenna ports 7 and 8, the requirements are specified in Table 8.3.2.2-2, with the addition of the parameters in Table 8.3.2.2-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the rank-2 performance for full RB allocation.
Table 8.3.2.2-1: Test Parameters for Testing CDM-multiplexed DM RS (dual layer)

	Parameter
	Unit
	Test 1
	Test 2

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)

	 Cell-specific reference symbols
	
	Antenna port 0 and antenna port 1
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at antenna port
	dBm/15kHz
	[-98]
	[-98]

	Symbols for unused PRBs
	
	OCNG 
(Note 2)
	OCNG 
(Note 2)

	Number of allocated resource blocks
	PRB
	[50]
	[50]

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.2.2-2: Minimum performance for CDM-multiplexed DM RS (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
QPSK 1/3
	R.31 TDD
	OP.1 TDD
	EVA5
	2x2 Low
	70
	4.5
	2-5

	2
	10 MHz
16QAM 1/2
	R.32 TDD
	OP.1 TDD
	EPA5
	2x2 Medium
	70
	21.7
	2-5


3 Conclusion 
In this contribution, we have initiated some discussions on the test parameters for the demodulation of EPDCCH with DM-RS. It is proposed that the demodulation of EPDCCH follows similar approach as defined for the demodulation of PDSCH with DM-RS and PDCCH with some proposed extension for: 

· Single-antenna port performance with localized transmission.

· Transmit diversity performance with 2Tx antenna port for distributed transmissions with DM-RS.

· SU-MIMO performance with 2Tx and 4Tx antenna port for localized transmissions with DM-RS.
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