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1  Introduction

This contribution provides a text proposal for Section 9 of TS 36.111, reflecting the prior agreements of RAN4 on this mapping.

2 Text Proposal for 36.111

9

Search Window Report Mapping

During UL RTOA measurement, the E-SMLC may configure the LMU with a specific search window [3]. The LMU is expected to search for the UL RTOA in that time window only. The search window is compromised of two parameters:

· UL RTOA expected propagation delay, T, corresponding to distance between LMU and PCell of target UE

· UL RTOA delay uncertainty, corresponds to uncertainty of T

The first parameter allows the LMU to determine where to place the search window, while the second one allows the LMU to determine the window size.

The reporting range of the UL RTOA expected propagation delay is defined from 1Ts to 9596Ts with 8Ts resolution. The mapping of the expected delay is defined in Table 9-1 below.

Table 9-1: UL RTOA Expected Propagation Delay

	Reported Value
	Measured Quantity Value
	Unit

	UL_RTOA_exp_delay_0000
	4 > UL RTOA_exp_delay
	Ts

	UL_RTOA_exp_delay_0001
	4 ( UL RTOA_exp_delay <12
	Ts

	UL_RTOA_exp_delay_0002
	12 ( UL RTOA_exp_delay ( 20
	Ts

	UL_RTOA_exp_delay_0003
	20 ( UL RTOA_exp_delay < 28
	Ts

	(
	(
	…

	…
	…
	…

	UL_RTOA_exp_delay 1198
	9580 ( UL_RTOA_exp_delay ( 9588
	Ts

	UL_RTOA_exp_delay 1199
	9588 ( UL_RTOA_exp_delay ( 9596
	Ts

	UL_RTOA_exp_delay 1200
	9596 < UL_RTOA_exp_delay 
	Ts


The reporting range of UL RTOA delay uncertainty is defined from 1Ts to 796Ts with 8Ts resolution. The mapping of the delay uncertainty is defined in Table 9-2 below.

Table 9-2: UL RTOA Delay Uncertainty

	Reported Value
	Measured Quantity Value
	Unit

	UL_RTOA_uncertainty_000
	4 > UL RTOA_uncertainty
	Ts

	UL_RTOA_uncertainty_001
	4 ( UL RTOA_uncertainty<12
	Ts

	UL_RTOA_uncertainty_002
	12 ( UL RTOA_uncertainty( 20
	Ts

	UL_RTOA_uncertainty_003
	20 ( UL RTOA_uncertainty< 28
	Ts

	(
	(
	…

	…
	…
	…

	UL_RTOA_uncertainty_98
	780 ( UL_RTOA_uncertainty( 788
	Ts

	UL_RTOA_uncertainty_99
	788 ( UL_RTOA_uncertainty( 796
	Ts

	UL_RTOA_uncertainty_100
	796 < UL_RTOA_uncertainty
	Ts


