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1. Overall Description:

RAN4 has discussed the SCell activation delay requirements for several meetings and has come to the following agreements:

· SCell activation delay in the worst case scenario when the RF chain is off when the UE receives the activation command and the UE has no timing information about SCell is 34ms

· SCell activation in a typical case when the RF chain is off when the UE receives the activation command and the UE has some timing information about SCell(UE has performed measurements on SCell) is 24ms

To reflect the above agreements in the specifications RAN4 has agreed to add a new section in 36.133 to capture all the requirements and side conditions[1].

RAN4 also agreed that the UE should be allowed to activate the SCell and start sending UL signals as soon as it is ready to do so (before the expiration of the activation timer above) as this could improve the system performance. 
2. Actions:

To RAN1:

ACTION: RAN4 kindly asks RAN1 to reflect the above agreements in the necessary specifications. 
To RAN2:

ACTION:  RAN4 kindly asks RAN2 to take the above agreement into account and to modify the specifications related to SCell activation to allow the UE to activate the SCell as soon as it is ready to do so.
3. Date of Next TSG-RAN4 Meetings:
RAN4#66-BIS
      15 - 19 Apr 2013   
 Chicago 
 US 

RAN4#67
      
 20 - 24 May 2013   
 Fukuoka 
 JP
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