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<< Start of first changed section >>

Table 6.2.4-10: A-MPR for “NS_15” for E-UTRA highest channel edge ≤ 845 MHz

	Channel BW
	Parameters
	Region A
	Region B
	Region C
	Region D

	5
	RBstart1
	19-24
	
	
	

	
	LCRB [RBs]
	≥18
	
	
	

	
	 A-MPR [dB]
	≤2
	
	
	

	10
	RBstart1
	0-4
	29-37
	38-44
	45-49

	
	LCRB [RBs]
	≤1
	 ≥27
	 ≥24
	>0

	
	A-MPR [dB]
	≤2
	 ≤1
	 ≤4
	≤8

	15
	RBstart1
	0-12
	44-56
	57-61
	62-74

	
	LCRB [RBs]
	≤1
	 ≥32
	 ≥20
	>0

	
	 A-MPR [dB]
	≤2
	 ≤3
	 ≤5
	≤8



Table 6.2.4-11: A-MPR for “NS_16” with channel lower edge at ≥807 MHz and <808.5 MHz
	CBW
	Parameter
	Region A
	Region B
	Region C
	Region D
	Region E

	3 MHz
	RBstart
	0
	1-2
	
	
	

	
	LCRB [RBs]
	≥12
	12
	
	
	

	
	A-MPR [dB]
	≤2
	≤1
	
	
	

	5 MHz
	RBstart
	0-1
	2
	2-9
	2-5
	

	
	LCRB [RBs]
	1 - 25
	12
	15-18
	20
	

	
	A-MPR [dB]
	≤5
	≤1
	≤2
	≤3
	

	10 MHz
	RBstart
	0 - 8
	0-14
	15-20
	15-24

	
	LCRB [RBs]
	1 - 12
	15-20
	≥24
	≥30
	24-27

	
	A-MPR [dB]
	≤5
	≤3
	≤7
	≤3
	≤1


Table 6.2.4-12: A-MPR for “NS_16” with channel lower edge at ≥808.5 MHz and <812 MHz
	CBW
	Parameter
	Region A
	Region B
	Region C
	Region D
	Region E

	5 MHz
	RBstart
	0
	0-1
	1-5
	
	

	
	LCRB [RBs]
	16-20
	≥24
	16-20
	
	

	
	A-MPR [dB]
	≤2
	≤3
	≤1
	
	

	10 MHz
	RBstart
	0-6
	0-10
	0-14
	11-20

	
	LCRB [RBs]
	1-12
	15-20
	24-32
	≥36
	24-32

	
	A-MPR [dB]
	≤5
	≤2
	≤4
	≤5
	≤1


Table 6.2.4-13: A-MPR for “NS_16” with channel lower edge at ≥812 MHz
	CBW
	Parameter
	Region A
	Region B
	Region C
	Region D

	10 MHz
	RBstart
	0 - 9
	0
	1-14
	0-5

	
	LCRB [RBs]
	27-32
	36-40
	36-40
	≥45

	
	A-MPR [dB]
	≤1
	≤2
	≤1
	≤3


Table 6.2.4-14: A-MPR for “NS_19”

	Channel BW
	Parameters
	Region A
	Region B

	10
	RBstart
	
	0-6

	
	LCRB [RBs]
	
	≥40

	
	 A-MPR [dB]
	
	≤1

	15
	RBstart
	0-6
	7-20

	
	LCRB [RBs]
	≤18
	≥36
	≥42

	
	 A-MPR [dB]
	≤2
	≤3
	≤2

	20
	RBstart
	0-14
	15-30

	
	LCRB [RBs]
	≤40
	≥45
	≥50

	
	 A-MPR [dB]
	≤2
	≤3
	≤2


For the UE maximum output power modified by A-MPR, the power limits specified in subclause 6.2.5 apply.
6.2.4A
UE maximum output power with additional requirements for CA
<< End of last changed section >>
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