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1. Introduction

In RAN #59, the work item LTE-Advanced Carrier Aggregation of Band 8 and Band 26 was approved [1]. A TP for LTE_CA_B8_B26 core requirements, for inclusion in the inter-band CA Rel-12 TR 36.851 [2] is provided in the Annex.
References
[1] RP-130201, “Work Item Proposal: LTE Advanced inter-band Carrier Aggregation of Band 8 and Band 26”, KT. 3GPP RAN #59.
[2] R4-130546, “Inter-band Carrier Aggregation Technical Report (Release-12) TR 36.851”, Ericsson, ST-Ericsson. 3GPP RAN4 #66.
Annex: Text proposal for the TR 36.851 (Inter-Band CA Rel-12)
<unchanged section omitted>

<start of the text>
6.3.3
LTE-Advanced Carrier Aggregation of Band 8 and Band 26 (1 UL)

Table 6.3.3-1: Inter-band CA
	E-UTRA CA Band
	E-UTRA operating Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	UE transmit / BS receive
	Channel BW MHz
	UE receive / BS transmit
	Channel BW MHz
	

	
	
	FUL_low  –  FUL_high 
	
	FDL_low  –  FDL_high 
	
	

	CA_8-26
	8
	880 MHz
	–
	915 MHz
	N/A
	925 MHz
	–
	960 MHz
	10
	FDD

	
	26
	814 MHz
	–
	849 MHz
	5, 10
	859 MHz
	–
	894 MHz
	5, 10
	


Note: For 1UL, only Band 26 will be used for UL
6.3.3.1

List of specific combination issues

6.3.3.1.1
Channel bandwidths per operating band for CA

Table 6.3.3.1.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA

	CA operating / channel bandwidth

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	CA_8A-26A
	8
	
	
	
	Yes
	
	

	
	26
	
	
	Yes
	Yes
	
	


<end of text>
