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<Start Changes>
6.2.3
Secondary CPICH power offset accuracy

6.2.3.1
Definition and applicability

Secondary CPICH (S-CPICH) power is the code domain power of the Secondary Common Pilot Channel. S-CPICH power is equal to the sum of the P-CPICH power and the power offset, which are signalled to the UE. The power offset is signalled in the IE “Power Offset for S-CPICH for MIMO”, defined in section 10.3.6.41b in TS 25.331. The requirement is applicable for BS supporting MIMO operation. If the manufacturer declares the implementation of a Virtual Antenna Mapping (VAM), then this test will not be performed. 
6.2.3.2
Minimum Requirement

The minimum requirement is in TS 25.104 [1] clause 6.4.4A.1.

6.2.3.3
Test purpose

The purpose of the test is to verify, that the BS under test delivers the advertised power ofsset for S-CPICH power within margins, thereby allowing reliable MIMO HS-DSCH demodulation and CQI reporting.

6.2.3.4
Method of test

6.2.3.4.1
Initial conditions

Test environment: 


normal; see clause 4.4.1.

RF channels to be tested: 
B, M and T; see clause 4.8

1)
Connect BS to code domain analyser as shown in annex B.1.2. Figure B.2A.
2)
Disable inner loop power control.

3)
Set-up BS transmission at maximum total power as specified by the supplier. Channel set-up shall be according to Test Model 2 clause 6.1.1.2. Primary CPICH code domain power intended per antenna connector shall be declared by the manufactuer. 
4) The same BS set up is applied on both the antenna connectors. 
.

6.2.3.4.2
Procedure

-
During the same timeslot:

a) Measure the P-CPICH power, according to annex E on first antenna connector.

b) Measure the P-CPICH power, according to annex E on second antenna connector.

6.2.3.5
Test Requirement

The difference between measured P-CPICH power on two different antenna connectors shall be:

within ±2.7 dB " for carrier frequency f ≤ 3.0 GHz,

within ±3.0 dB for carrier frequency 3.0 GHz < f ≤ 4.2 GHz.
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
==================== <END changes> ===============================
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