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1. Introduction
When both uplinks are transmitting simultaneously in interband CA configuration harmonics and intermodulation products may fall on own downlinks which will degrade the performance of own UE. In this contribute the frequency ranges of intermodulation components and harmonics are studied and conflicts with own downlinks are reported.
2. Discussion
When UE with interband CA capability transmits on both uplink bands simultaneously, intermodulation components and harmonics of the wanted signal are generated. In some cases these unwanted components may interfere own reception on either of own E-UTRA downlinks. Therefore it was studied which band combinations are problematic in this sense. Also interband CA band combinations currently specified in releases 10-11 for single uplink operation were studied, even if simultaneous transmission of both uplinks have not been planned on those yet.

It has been agreed that interband CA with 2 ULs are mapped in to five interband classes followingly [1, 2]:

· A1: Low-high band combination without harmonic relation between bands or intermodulation problem

· A2: Low-high band combination with harmonic relation between bands

· A3: Low-low or high-high band combination without intermodulation problem (low order IM)

· A4: Low-low, low-high or high-high band combination with intermodulation problem (low order IM)

· A5: Combinations not classified in A1-A4
Here the interest is mainly in class A4, where low order IMD (up to 3rd order) is the problem. The ranges of intermodulation 
Table 2 shows an example of the study on ranges of intermodulation and harmonic components with band combination CA_7A_20A. Because IMD3 falls on Rx of band 20, CA_7A-20A belongs to interband class A4.
Table 2: Ranges of intermodulation components and harmonics with CA_7A-20A configuration and conflicts with own Rx and frequencies received for navigational purposes

	 
	Frequency range [MHz]
	B7 DL
	B20 DL

	2nd harmonic of lower band
	1664 - 1724
	 
	 

	3rd harmonic of lower band
	2496 - 2586
	 
	 

	2nd harmonic of upper band
	5000 - 5140
	 
	 

	3rd harmonic of upper band
	7500 - 7710
	 
	 

	2nd order IMD (f1-f2)
	1638 - 1738
	 
	 

	2nd order IMD (f1+f2)
	3332 - 3432
	 
	 

	3rd order IMD (f1-2*f2)
	4138 - 4308
	 
	 

	3rd order IMD (f1+2*f2)
	5832 - 6002
	 
	 

	3rd order IMD (f2-2*f1)
	776 - 906
	 
	X

	3rd order IMD (f2-2*f1)
	4164 - 4294
	 
	 

	5th order IMD (2*f1-3*f2)
	5776 - 6046
	 
	 

	5th order IMD (2*f1+3*f2)
	9164 - 9434
	 
	 

	5th order IMD (2*f2-3*f1)
	2414 - 2644
	X
	 

	5th order IMD (2*f2+3*f1)
	7496 - 7726
	 
	 

	5th order IMD (f1-4*f2)
	9138 - 9448
	 
	 

	5th order IMD (f1+4*f2)
	10832 - 11142
	 
	 

	5th order IMD (f2-4*f1)
	758  - 948
	 
	X

	5th order IMD (f2+4*f1)
	5828 - 6018
	 
	 


Results of the similar study on other bandwidth configurations are presented in table 3. Band configurations belonging to class A4 are shown in bold. 
Table 3: Results of the IMD study showing the components falling on protected bands. Band configurations belonging to interband class A4 are bolded.
	
	Own Rx
	Class A4

	CA_1A-5A
	
	

	CA_1A-7A
	
	

	CA_1A_8A
	
	

	CA_1A-18A
	
	

	CA_1A-19A
	
	

	CA_1A-21A
	
	

	CA_1A-26A
	
	

	CA_2A-4A
	IMD3, IMD5
	X

	CA_2A-12A
	
	

	CA_2A-13A
	
	

	CA_2A-17A
	
	

	CA_3A-5A
	IMD2, IMD5
	X

	CA_3A-7A
	
	

	CA_3A-8A
	IMD5, 2nd harm.
	

	CA_3A-19A
	IMD2, IMD5
	X

	CA_3A-20A
	
	

	CA_3A-26A
	IMD2, IMD5
	X

	CA_3A-28A
	
	

	CA_4A-5A
	IMD2, IMD5
	X

	CA_4A-7A
	
	

	CA_4A-12A
	3rd harm.
	

	CA_4A-13A
	
	

	CA_4A-17A
	3rd harm.
	

	CA_5A-12A
	
	

	CA_5A-17A
	
	

	CA_7A-20A
	IMD3, IMD5
	X

	CA_8A-20A
	IMD3, IMD5
	X

	CA_8A-26A
	IMD3, IMD5
	X

	CA_11A-18A
	
	

	CA_19A-21A
	
	

	CA_39A-41A
	
	


3.  Conclusion

In this contribution ranges of intermodulation components and the conflicts with own downlink frequencies were studied. Based on this study interband class A4 CA configurations were listed.
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