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1. Introduction
This contribution proposes how to define device testing environmental conditions i.e. ambient temperature and device operating voltage.
2. Discussion 

Current UTRA/GSM OTA TRP/TRS requirement specification TS 25.144 Annex A.2 [1] states that the TRP/TRS requirements are applicaple in room temperature e.g. 25(C. For the device operating voltage same specification [1] states that the UE shall be equipped with a real battery that is fully charged (in the beginning of the Test).
We are proposing that the the MIMO OTAWI adopts same environmental requirements as defined in UTRA/GSM TRP/TRS specification [1] Annex A.2.

3. Conclusions

We are proposing that the the MIMO OTAWI adopts same environmental requirements as defined in UTRA/GSM TRP/TRS specification [1] Annex A.2. This has a text proposal for the MIMO OTA TR [2] to capture this agreement.

4. References

[1] TS 25.144 User Equipment (UE) and Mobile Station (MS) over the air performance requirements
[2] TR 37.977 Verification of radiated multi-antenna reception performance of User Equipment (UE) 
******************* Start of the text proposal for TR 37.977*******************************************

A.X
Environmental requirements 

The requirements in this clause apply to all types of UE(s) and MS(s).

A.X.2
Ambient temperature

All the MIMO OTA requirements are applicable in room temperature e.g. 25(C. 

A.X.3
Operating voltage

The device under test shall be equipped with a real battery that is fully charged (in the beginning of the Test).

