Page 1



3GPP TSG-RAN WG4 meeting #66bis  
R4-131493
Chicago, IL, USA., 15 – 19 April, 2013
Source:
Ericsson

Title:
TP on Compliance to legacy requirements in a new BS specifications structure
Agenda item:
9.6.3
Document for:
Approval
Background and discussion
The topic of legacy requirements was discussed at RAN4#66 in Malta [2] and further developed in the BS specification structure off-line discussion group [3]. This text proposal is based on the views expressed in the off-line discussion, which focused on requirements for legacy BS.
Proposal

It is proposed that the attached text proposals are included in the BS structure Work Item TR 37.810 [1].
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TEXT PROPOSAL:

11
Compliance for legacy BS
<Text to be added: Feasibility of compliance of selected future RF feature(s) by legacy BS that conforms to specifications of previous releases>

Regarding compliance for legacy BS in a new BS spec structure, it is noted that the generic requirements as defined to day in TS 37.104 will remain as they are, since they are based on the study done of single-RAT requirements during the MSR work [5]. Specific single-RAT requirements may however have to be kept in a new structure, in addition to the generic requirement, in order to make it possible to also upgrade legacy BS to new releases. 
While it is clear that the legacy single-RAT requirement should remain for legacy BS, a topic four further elaboration is whether the specific single-RAT requirements applicable to legacy BS should be kept “forever”, or if they can be removed at some time in the future:
-
One view is that in the long term, it would serve the 3GPP community to have a single set of RF requirement for base stations. The legacy single-RAT requirement would remain for legacy BS, but they should not to be used indefinitely also for future BS that are designed solely for future 3GPP releases. The requirement would then apply for legacy BS that are already deployed, even when the hardware is upgraded to future releases.
-
Another view is that there is no need to change legacy requirements where no co-existence issue has been identified, and thus the legacy single-RAT requirement (e.g. Cat A and Cat B option 1 OOBE mask) should remain for legacy and future BS releases. 

