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<Change #1>
4.2.2
Requirements

The UE shall search every layer of higher priority at least every Thigher_priority_search = (60 * Nlayers) seconds, where Nlayers is the total number of configured higher priority E-UTRA, UTRA FDD, UTRA TDD, CDMA2000 1x and HRPD carrier frequencies and is additionally increased by one if one or more groups of GSM frequencies is configured as a higher priority.

In 
the requirements of Section 4.2.2 for the UE capable of CA, the applicable exceptions for side conditions are specified in Annex B, Section B.4.2.
<End of Change #1>
<Change #2>
8.1
General Measurement Requirements

8.1.1
Introduction

This clause contains requirements on the UE regarding measurement reporting in RRC_CONNECTED state. The requirements are split in E-UTRA intra frequency, E-UTRA inter frequency, Inter-RAT UTRA FDD, UTRA TDD and GSM measurements. These measurements may be used by the E-UTRAN, e.g. for handover decisions. The measurement quantities are defined in [4], the measurement model is defined in [22] and measurement accuracies are specified in clause 9. Control of measurement reporting is specified in TS 36.331 [2].
When the UE is provided with IDC solution, the UE shall also perform RRM measurements and meet the corresponding requirements in clause 8.
In the requirements of Section 8.1 for the UE capable of CA and the UE configured with an SCell, the applicable exceptions for side conditions are specified in Annex B, Sections B.4.2 and B.4.3, respectively.
The requirements in Section 9 are applicable for a UE performing measurements according to Section 8.1.

8.1.2
Requirements

8.1.2.1
UE measurement capability

--- UNCHANGED TEXT ---
A UE that is capable of identifying and measuring inter-frequency and/or inter-RAT cells without gaps shall follow requirements as if Gap Pattern Id #0 had been used and the minimum available time Tinter1 of 60 ms shall be assumed for the corresponding requirements.




<End of Change #2>
<Change #3>
9.1
E-UTRAN measurements

9.1.1
Introduction

The requirements in this clause are applicable for a UE:

-
in state RRC_CONNECTED
-
performing measurements with appropriate measurement gaps as defined in Clause 8.1.2.1.

-
that is synchronised to the cell that is measured.

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in [25].

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the higher layer filtering disabled.

NOTE:
For the requirements in the following sections, similar Release 8 and 9 requirements apply for time domain measurements restriction under colliding CRS with ABS configured in non-MBSFN subframes.

In the requirements of Section 9 for the UE capable of CA and the UEs configured with an SCell, the applicable exceptions for side conditions are specified in Annex B, Sections B.4.2 and B.4.3, respectively.


9.1.2
Intra-frequency RSRP Accuracy Requirements

9.1.2.1
Absolute RSRP Accuracy

--- UNCHANGED TEXT ---
Table 9.1.2.1-1: RSRP Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 5
	dBm/BWChannel
	dBm/BWChannel

	(6
	(9
	(-6 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	N/A
	-70

	
	
	
	9, 42, 43
	-120
	N/A
	-70

	
	
	
	28
	-119.5
	N/A
	-70

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	N/A
	-70

	
	
	
	26
	-118.5 Note 2
	N/A
	-70

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 4
	-118
	N/A
	-70

	
	
	
	25
	-117.5
	N/A
	-70

	(8
	(11
	(-6 dB
	Note 3
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
The same bands apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 5:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


9.1.2.2
Relative Accuracy of RSRP

--- UNCHANGED TEXT ---
Table 9.1.2.2-1: RSRP Intra frequency relative accuracy

	Accuracy
	Conditions 

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 6
	dBm/BWChannel

	(2
	(3
	(-3 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	-50

	
	
	
	25
	-117.5
	-50

	(3
	(3
	(-6 dB
	Note 4
	Note 4
	Note 4

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 5:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 6:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


9.1.2.3
Absolute RSRP Accuracy under Time Domain Measurement Resource Restriction

--- UNCHANGED TEXT ---
Table 9.1.2.3-1: RSRP Intra frequency absolute accuracy under time domain measurement resource restriction

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 2 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/
15kHz Note 1,6
	dBm/BWChannel
	dBm/BWChannel

	(6
	(9
	(-4 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	N/A
	-70

	
	
	
	9, 42, 43
	-120
	N/A
	-70

	
	
	
	28
	-119.5
	N/A
	-70

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	N/A
	-70

	
	
	
	26
	-118.5 Note 3
	N/A
	-70

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	N/A
	-70

	
	
	
	25
	-117.5
	N/A
	-70

	(8
	(11
	(-4 dB
	Note 4
	N/A
	-70
	-50

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in that symbol.

NOTE 2:
Io is defined in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRP measurements of this cell. The Io range defined by the minimum and the maximum Io levels applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.
NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 5:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 6:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


9.1.2.4
Relative Accuracy of RSRP under Time Domain Measurement Resource Restriction

--- UNCHANGED TEXT ---
Table 9.1.2.4-1: RSRP Intra frequency relative accuracy under time domain measurement resource restriction

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 3 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/
15kHz Note 1, 7
	dBm/BWChannel

	(2
	(3
	(-2 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 4
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 6
	-118
	-50

	
	
	
	25
	-117.5
	-50

	(3
	(3
	(-4 dB
	Note 5
	Note 5
	Note 5

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in that symbol.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:
Io is defined in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRP measurements of this cell. The Io range defined by the minimum and the maximum Io levels applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.

NOTE 4:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 5:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 6:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 7:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


9.1.2.5
Absolute RSRP Accuracy under Time Domain Measurement Resource Restriction with CRS assistance information
--- UNCHANGED TEXT ---
Table 9.1.2.5-1: RSRP Intra frequency absolute accuracy under Time Domain Measurement Resource Restriction with CRS assistance information
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1,2 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 6
	dBm/BWChannel
	dBm/BWChannel

	(6
	(9
	([-9.46]
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	N/A
	-70

	
	
	
	9, 42, 43
	-120
	N/A
	-70

	
	
	
	28
	-119.5
	N/A
	-70

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	N/A
	-70

	
	
	
	26
	-118.5 Note 3
	N/A
	-70

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	N/A
	-70

	
	
	
	25
	-117.5
	N/A
	-70

	(8
	(11
	([-9.46]
	Note 4
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
Io is defined over REs in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRP measurements of this cell.
NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 5:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 6:
The condition level is increased by ∆>0, when applicable, as described in Section B.4.2.


9.1.2.6
Relative Accuracy of RSRP under Time Domain Measurement Resource Restriction with CRS assistance information
--- UNCHANGED TEXT ---
Table 9.1.2.6-1: RSRP Intra frequency relative accuracy under Time Domain Measurement Resource Restriction with CRS assistance information
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1,3 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 7
	dBm/BWChannel

	[(2]
	[(3]
	([TBD]
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 4
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	-50

	
	
	
	25
	-117.5
	-50

	[(3]
	[(3]
	([-9.46]
	Note 5
	Note 5
	Note 5

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:
Io is defined over REs in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRP measurements of this cell.

NOTE 4:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 5:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 6:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 7:
The condition level is increased by ∆>0, when applicable, as described in Section B.4.2.


9.1.3
Inter-frequency RSRP Accuracy Requirements

9.1.3.1
Absolute RSRP Accuracy

--- UNCHANGED TEXT ---
Table 9.1.3.1-1: RSRP Inter frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 5
	dBm/BWChannel
	dBm/BWChannel

	(6
	(9
	(-6 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	N/A
	-70

	
	
	
	9, 42, 43
	-120
	N/A
	-70

	
	
	
	28
	-119.5
	N/A
	-70

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	N/A
	-70

	
	
	
	26
	-118.5 Note 2
	N/A
	-70

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 4
	-118
	N/A
	-70

	
	
	
	25
	-117.5
	N/A
	-70

	(8
	(11
	(-6 dB
	Note 3
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
The same bands apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 5:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


9.1.3.2
Relative Accuracy of RSRP

--- UNCHANGED TEXT ---
Table 9.1.3.2-1: RSRP Inter frequency relative accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 5
	dBm/BWChannel

	(6
	(6
	(-6 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 4
	-118
	-50

	
	
	
	25
	-117.5
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 5:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


--- UNCHANGED SECTIONS ---
9.1.5
Intra-frequency RSRQ Accuracy Requirements

9.1.5.1
Absolute RSRQ Accuracy

--- UNCHANGED TEXT ---
Table 9.1.5.1-1: RSRQ Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 5
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 2
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 4
	-118
	-50

	
	
	
	25
	-117.5
	-50

	(3.5
	(4
	(-6 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 5:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


9.1.5.2
Absolute RSRQ Accuracy under Time Domain Measurement Resource Restriction

--- UNCHANGED TEXT ---
Table 9.1.5.2-1: RSRQ Intra frequency absolute accuracy under time domain measurement resource restriction

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 2 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/
15kHz Note 1, 6
	dBm/BWChannel

	(2.5
	(4
	(-2 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	-50

	
	
	
	25
	-117.5
	-50

	(3.5
	(4
	(-4 dB
	Note 4
	Note 4
	Note 4

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in that symbol.

NOTE 2:
Io is defined in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRQ measurements of this cell. The Io range defined by the minimum and the maximum Io levels applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 5:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 6:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


9.1.5.3
Absolute RSRQ Accuracy under Time Domain Measurement Resource Restriction with CRS assistance information
--- UNCHANGED TEXT ---
Table 9.1.5.3-1: RSRQ Intra frequency absolute accuracy under Time Domain Measurement Resource Restriction with CRS assistance information
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1,2 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 6
	dBm/BWChannel

	[(2.5]
	[(4]
	([TBD]
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	-50

	
	
	
	25
	-117.5
	-50

	[(3.5]
	[(4]
	([-9.46]
	Note 4
	Note 4
	Note 4

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
Io is defined over REs in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRQ measurements of this cell.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 5:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 6:
The condition level is increased by ∆>0, when applicable, as described in Section B.4.2.


9.1.6
Inter-frequency RSRQ Accuracy Requirements

9.1.6.1
Absolute RSRQ Accuracy

--- UNCHANGED TEXT ---
Table 9.1.6.1-1: RSRQ Inter frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 5
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 2
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 4
	-118
	-50

	
	
	
	25
	-117.5
	-50

	(3.5
	(4
	(-6 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 5:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


9.1.6.2
Relative Accuracy of RSRQ

--- UNCHANGED TEXT ---
Table 9.1.6.2-1: RSRQ Inter frequency relative accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 6
	dBm/BWChannel

	(3
	(4
	(-3 dB
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	-50

	
	
	
	25
	-117.5
	-50

	(4
	(4
	(-6 dB
	Note 4
	Note 4
	Note 4

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 5:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 6:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


--- UNCHANGED TEXT ---
9.1.9
UE Rx – Tx time difference
9.1.9.1
Measurement Requirement
--- UNCHANGED TEXT ---
Table 9.1.9.1-1: UE Rx – Tx time difference measurement accuracy
	Accuracy
	Conditions

	
	Ês/Iot
	Downlink bandwidth
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	Ts Note 2
	dB
	MHz
	
	dBm/15kHz Note 6
	dBm/BWChannel

	(20
	(-3 dB
	≤ 3 MHz
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 5
	-118
	-50

	
	
	
	25
	-117.5
	-50

	(10
	(-3 dB
	≥ 5 MHz
	Note 4
	Note 4
	Note 4

	NOTE 1:
When in dBm/15kHz, the minimum Io condition is expressed as the average Io per RE over all REs in that symbol. Io may be different in different symbols within a subframe.
NOTE 2:
Ts is the basic timing unit defined in TS 36.211.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with downlink bandwidth ≤ 3 MHz.
NOTE 5:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 6:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


--- UNCHANGED TEXT ---
9.1.10
Reference Signal Time Difference (RSTD) 
NOTE:
This measurement is used for UE positioning purposes.

9.1.10.1
Intra-Frequency Accuracy Requirement

--- UNCHANGED TEXT ---
Table 9.1.10.1-1: RSTD measurement accuracy

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Note 6
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i
	Io Note 1 range

	
	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz Note 8
	dBm/BWChannel

	(15
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	6
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	
	28
	-119.5
	-50

	
	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	
	26
	-118.5 Note 4
	-50

	
	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 7
	-118
	-50

	
	
	
	
	25
	-117.5
	-50

	(6
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 25
	≥ 2
	Note 5
	Note 5
	Note 5

	(5
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 50
	≥ 1
	Note 5
	Note 5
	Note 5

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [16].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in [24].

NOTE 4:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 5:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 6 RB.

NOTE 6:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.

NOTE 7:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 8:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


9.1.10.2
Inter-Frequency Accuracy Requirement
--- UNCHANGED TEXT ---
Table 9.1.10.2-1: RSTD measurement accuracy

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth between the reference cell and the measured neighbour cell i
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i
	Io Note 1 range

	
	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz Note 7
	dBm/BWChannel

	(21
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	4
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	
	28
	-119.5
	-50

	
	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	
	26
	-118.5 Note 4
	-50

	
	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 6
	-118
	-50

	
	
	
	
	25
	-117.5
	-50

	(10
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 25
	≥ 2
	Note 5
	Note 5
	Note 5

	(9
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 50
	≥ 1
	Note 5
	Note 5
	Note 5

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [16].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in [24].

NOTE 4:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 5:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 6 RB.

NOTE 6:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 7:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


<End of Change #3>
<Change #4>
A.3.5
Impact of Reference Sensitivity Degradation with Carrier Aggregation on Test Cases

A.3.5.1
Impact of Reference Sensitivity Degradation due to Insertion Loss

For a UE supporting inter-band carrier aggregation configuration with uplink in one E-UTRA band, if there is a relaxation of receiver sensitivity ΔRIB,c>0 as defined in TS 36.101 [5], 7.3.1-1A, there is no adjustment of test parameters in the tests specified in TS 36.133 when ΔRIB,c ( 1. 

NOTE: The corresponding adjustment of test parameters in the tests specified in TS 36.133 when ΔRIB,c > 1 is FFS for CA combinations with ΔRib,c > 1dB.
<End of Change #4>
<Change #5>
B.1
Conditions for E-UTRAN RRC_IDLE state mobility

B.1.1
Conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection

This clause defines the E-UTRAN intra-frequency RSRP, RSRP Ês/Iot, SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.

The conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection are defined in Table B.1.1-1.
Table B.1.1-1: Conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection

	Parameter
	E-UTRA operating bands
	Minimum RSRP Note 1
	Minimum 
SCH_RP Note 1
	RSRP Ês/Iot
	SCH Ês/Iot

	
	
	dBm/15kHz
	dBm/15kHz
	dB
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-124
	-124
	( -4
	( -4

	
	9, 42, 43
	-123
	-123
	
	

	
	28
	-122.5
	-122.5
	
	

	
	2, 5, 7, 27, 41, [44]
	-122
	-122
	
	

	
	26
	-121.5 Note 2
	-121.5 Note 2
	
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-121
	-121
	
	

	
	25
	-120.5
	-120.5
	
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Section B.4.2.
NOTE 2:
The condition is -122 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.


--- UNCHANGED SECTIONS ---
B.2
Conditions for UE Measurements Procedures in RRC_CONNECTED State

B.2.1
Conditions for E-UTRAN intra-frequency measurements

This clause defines the E-UTRAN intra-frequency SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.
The conditions for intra-frequency E-UTRAN measurements are defined in Table B.2.1-1.
Table B.2.1-1: E-UTRAN intra-frequency measurements

	Parameter
	E-UTRA operating bands
	Minimum 
SCH_RP Note 1
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127
	( -6

	
	9, 42, 43
	-126
	

	
	28
	-125.5
	

	
	2, 5, 7, 27, 41, [44] 
	-125
	

	
	26
	-124.5 Note 2
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124
	

	
	25
	-123.5
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2.
NOTE 2: 
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.


--- UNCHANGED SECTIONS ---
B.2.3
Conditions for E-UTRAN inter-frequency measurements

This clause defines the E-UTRAN inter-frequency SCH_RP, SCH Ês/Iot, RSRP and RSRP Ês/Iot applicable for a corresponding operating band.
The conditions for inter-frequency E-UTRAN measurements with autonomous gap are defined in Table B.2.3-1.
Table B.2.3-1: E-UTRAN inter-frequency measurements

	Parameter
	E-UTRA operating bands
	Minimum RSRP Note 1 
	Minimum 
SCH_RP Note 1
	RSRP Ês/Iot
	SCH Ês/Iot

	
	
	dBm/15kHz
	dBm/15kHz
	dB
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-125
	-125
	( -4
	( -4

	
	9, 42, 43
	-124
	-124
	
	

	
	28
	-123.5
	-123.5
	
	

	
	2, 5, 7, 27, 41, [44]
	-123
	-123
	
	

	
	26
	-122.5 Note 2
	-122.5 Note 2
	
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-122
	-122
	
	

	
	25
	-121.5
	-121.5
	
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 2:
The condition is -123 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.


B.2.4
Conditions for E-UTRAN inter-frequency measurements with autonomous gaps

This clause defines the E-UTRAN inter-frequency SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.
The conditions for inter-frequency E-UTRAN measurements with autonomous gap are defined in Table B.2.4-1.
Table B.2.4-1: E-UTRAN inter-frequency measurements with autonomous gaps

	Parameter
	E-UTRA operating bands
	Minimum SCH_RP Note 1
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-125
	( -4

	
	9, 42, 43
	-124
	

	
	28
	-123.5
	

	
	2, 5, 7, 27, 41, [44] 
	-123
	

	
	26
	-122.5 Note 2
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-122
	

	
	25
	-121.5
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 2:
The condition is -123 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.


B.2.5
Conditions for E-UTRAN OTDOA intra-frequency RSTD Measurements

--- UNCHANGED TEXT ---
Table B.2.5-1: E-UTRAN OTDOA intra-frequency RSTD measurements

	Parameter
	E-UTRA operating bands
	Minimum 
PRP1,2 Note 1

	
	
	dBm/15kHz

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127

	
	9, 42, 43
	-126

	
	28
	-125.5

	
	2, 5, 7, 27, 41, [44]
	-125

	
	26
	-124.5 Note 2

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124

	
	25
	-123.5

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.


B.2.6
Conditions for E-UTRAN OTDOA inter-frequency RSTD Measurements

This clause defines the E-UTRAN inter-frequency PRP1,2 applicable for a corresponding operating band.
The conditions for E-UTRAN OTDOA inter-frequency RSTD measurements  are defined in Table B.2.5-1.
B.2.7
Conditions for Measurements of the secondary component carrier with deactivated SCell

This clause defines the SCH_RP and SCH Ês/Iot for measurements in the secondary component carrier applicable for a corresponding operating band.
The conditions for measurements of the secondary component carrier with deactivated SCell are defined in Table B.2.7-1.
Table B.2.7-1: Measurements of the secondary component carrier with deactivated SCell

	Parameter
	E-UTRA operating bands
	Minimum 
SCH_RP Note 1
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127
	( -6

	
	9, 42, 43
	-126
	

	
	28
	-125.5
	

	
	2, 5, 7, 27, 41, [44] 
	-125
	

	
	26
	-124.5 Note 2
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124
	

	
	25
	-123.5
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.


B.2.8
Conditions for E-UTRAN Intra-Frequency Measurements under Time Domain Measurement Resource Restriction

--- UNCHANGED TEXT ---
Table B.2.8-1: E-UTRAN intra-frequency measurements under time domain measurement resource restriction

	Parameter
	E-UTRA operating bands
	Minimum 
SCH_RP Note 1
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127
	( -7.5

	
	9, 42, 43
	-126
	

	
	28
	-125.5
	

	
	2, 5, 7, 27, 41, [44] 
	-125
	

	
	26
	-124.5 Note 2
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124
	

	
	25
	-123.5
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.


B.2.9
Conditions for E-UTRAN Intra-Frequency Measurements under Time Domain Measurement Resource Restriction with CRS Assistance Information

--- UNCHANGED TEXT ---
Table B.2.9-1: E-UTRAN intra-frequency measurements under time domain measurement resource restriction with CRS assistance information

	Parameter
	E-UTRA operating bands
	Minimum
SCH_RP Note 1

	SCH Ês/Iot


	
	
	dBm/15kHz
	dB

	
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127
	

	
	9, 42, 43
	-126
	

	
	28
	-125.5
	

	Conditions
	2, 5, 7, 27, 41, [44]
	-125
	( [-11.07]

	
	26
	-124.5 Note 2
	

	
	3, 8, 12, 13, 14, 17, 20, 22
	-124
	

	
	29 Note 3
	-124
	

	
	25
	-123.5
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


B.3
Conditions for measurements performance requirements for UE

B.3.1
Conditions for intra-frequency RSRP and RSRQ Accuracy Requirements

This clause defines the E-UTRAN intra-frequency RSRP applicable for a corresponding operating band.
The conditions for intra-frequency absolute RSRP and RSRQ accuracy requirements are defined in Table B.3.1-1.
Table B.3.1-1: Intra-frequency absolute RSRP and RSRQ Accuracy Requirements

	Parameter
	E-UTRA operating bands
	Minimum 
RSRP Note 1

	
	
	dBm/15kHz

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127

	
	9, 42, 43
	-126

	
	28
	-125.5

	
	2, 5, 7, 27, 41, [44] 
	-125

	
	26
	-124.5 Note 2

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124

	
	25
	-123.5

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.


--- UNCHANGED SECTIONS ---
B.3.3
Conditions for inter-frequency RSRP and RSRQ Accuracy Requirements

This clause defines the E-UTRAN inter-frequency RSRP applicable for a corresponding operating band.
The conditions for inter-frequency absolute RSRP and RSRQ accuracy requirements are defined in Table B.3.1-1.
B.3.4
Conditions for inter-frequency relative RSRP and RSRQ Accuracy Requirements

This clause defines the E-UTRAN inter-frequency RSRP1,2 applicable for a corresponding operating band.
The conditions for inter-frequency relative RSRP and RSRQ accuracy requirements are defined in Table B.3.8-1.
B.3.5
Conditions for UE Rx – Tx time difference
This clause defines the E-UTRAN RSRP applicable for a corresponding operating band.
The conditions for UE Rx-Tx time difference are defined in Table B.3.1-1.
B.3.6
Conditions for intra-frequency Reference Signal Time Difference (RSTD) measurements

This sections defines the E-UTRAN intra-frequency PRP  applicable for a corresponding operating band.
The conditions for intra-frequency RSTD measurements  are defined in Table B.2.5-1.
B.3.7
Conditions for inter-frequency RSTD measurements

This sections defines the E-UTRAN inter-frequency PRP  applicable for a corresponding operating band.
The conditions for inter-frequency RSTD measurements  are defined in Table B.2.5-1.

B.3.8
Conditions for Intra-Frequency Relative RSRP Accuracy Requirements

--- UNCHANGED TEXT ---
Table B.3.8-1: Intra-frequency relative RSRP accuracy requirements

	Parameter
	E-UTRA operating bands
	Minimum 
RSRP1,2 Note 1

	
	
	dBm/15kHz

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127

	
	9, 42, 43
	-126

	
	28
	-125.5

	
	2, 5, 7, 27, 41, [44] 
	-125

	
	26
	-124.5 Note 2

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124

	
	25
	-123.5

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.


<End of Change #5>
<Change #6>
B.4 RRM Requirements Exceptions

B.4.1 General
B.4.2 Receiver sensitivity relaxation for UE supporting CA

For a UE supporting inter-band carrier aggregation configuration with uplink in one E-UTRA band, if there is a relaxation of receiver sensitivity ΔRIB,c>0 as defined in TS 36.101 [5], Table 7.3.1-1A, the relevant side conditions specifying received power levels (E-UTRA RSRP, SCH_RP, PRP, and Io) shall be increased by the amount Δ=ΔRIB,c defined for each of the downlink E-UTRA bands.
NOTE: This side condition adjustment applies only for a UE supporting a single inter-band LTE CA band combination. For a UE supporting additional inter-band LTE CA band combinations, the ΔRIB,c for all bands supported by the UE, need to be studied [5].
B.4.3 Receiver sensitivity relaxation for UE configured with CA
B.4.3.1
Inter-band carrier aggregation with uplink active in low band
In this section, requirements exceptions are described for the UE configured with inter-band carrier aggregation with uplink active in low band.
A relevant side condition (e.g., E-UTRA RSRP, SCH_RP, PRP, and Io) in a requirement shall be increased by the amount Δ=L2-L1, where L1 is the reference sensitivity level specified in 36.101, Table 7.3.1-1, and L2 is the reference sensitivity level specified in 36.101, Table 7.3.1A-0a, when the following conditions are fulfilled,
-
both downlink component carriers on different bands are configured with CA and active, 

-
the single uplink is active in the low frequency operating band, 
-
the exception requirements specified in TS36.101, Table 7.3.1A-0a, apply.
If the relaxation Δ specified in this section applies, then the relaxation specified in Section B.4.2 should not be applied.
B.4.3.2
Inter-band carrier aggregation with uplink active in high band
In this section, requirements exceptions are described for the UE configured with inter-band carrier aggregation with uplink active in high band.

A relevant side condition (e.g., E-UTRA RSRP, SCH_RP, PRP, and Io) in a requirement shall be increased by the amount Δ=L2-L1, where L1 is the corresponding reference sensitivity level specified in 36.101, Table 7.3.1-1, and L2 is the reference sensitivity level specified in 36.101, 7.3.1A-0d, when the following conditions are fulfilled,

-
both downlink component carriers on different bands are configured with CA and active, 
-
the single uplink is active in the high frequency operating band, 

-
the band combination includes an operating band without uplink band, 
-
the exception requirements specified in TS36.101, Table 7.3.1A-0d, apply.
If the relaxation Δ specified in this section applies, then the relaxation specified in Section B.4.2 should not be applied.
B.4.3.3 Intra-band non-contiguous CA
For a UE configured with intra-band non-contiguous carrier aggregation configuration with uplink in one E-UTRA band, if there is a relaxation of receiver sensitivity ΔRIBNC>0 as defined in TS 36.101 [5], Section Table 7.3.1A-3, the relevant side conditions specifying received power levels (E-UTRA RSRP, SCH_RP, PRP, and Io) shall be increased by the amount Δ=ΔRIBNC defined for the downlink SCC, when the following conditions are fulfilled,
-
both downlink component carriers on different bands are configured with CA and active, 

-
one uplink carrier is active, 

-
the exception requirements specified in TS36.101, Table 7.3.1A-3, apply.
If the relaxation Δ specified in this section applies, then the relaxation specified in Section B.4.2 should not be applied.
<End of Change #6>
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