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1. Introduction

We review the UE requirements to support the proposed LTE 450 band in this contribution.  The reference sensitivity requirement is treated separately in [1].  While most of the RF specifications are discussed in this contribution, we note that there may be gaps in requirements and test coverage for the demodulation, CSI, and RRM specifications.  Those are discussed separately in [7].
2. Discussion

2.1. Band and channel numbering

Band and channel numbering are conventionally not decided until near completion of the work item to avoid unnecessary shuffling of numbers in the event that the work item is not completed on schedule or other new band work items also scheduled for closure at the same time do not complete on schedule.  We note that both the WCS band and the LTE 450 band are expected to complete at RAN #60 in June.

One possible outcome is that the WCS band is assigned Band 30 and the LTE 450 band is assigned Band 31.  In that case, the channel numbers for the LTE450 band would be as shown below in Table 1 according to the band plan described in [2].

Table 1.  EARFCN number in the event that LTE450 band is assigned Band 31

	E-UTRA Operating

Band
	Downlink
	Uplink

	
	FDL_low (MHz)
	NOffs-DL
	Range of NDL
	FUL_low (MHz)
	NOffs-UL
	Range of NUL

	[30]
	[2350]
	[9770]
	[9770 – 9869]
	[2305]
	[27660]
	[27660 – 27759]

	[31]
	[462.5]
	[9870]
	[9870 – 9919]
	[452.5]
	[27760]
	[27760 – 27809]


2.2. Maximum output power

We anticipate that the LTE 450 UE will be a class 3 device with maximum output power +23 dBm ± 2dB.  Maximum output power is a critical parameter considering the intended use of this band for rural coverage.  A higher power CPE device is out-of-scope of this work item.  For UL-MIMO, we assume the same output power requirements as for other bands can also be met in this band if UL-MIMO is supported in the device.
2.3. NS values and A-MPR
No NS values and A-MPR have been identified for this band.  Identified coexistence scenarios have been agreed to be addressed by deployment or by the operator accepting a larger risk of outage, rather than by RF specifications for UE's operating in this band.

2.4. Transmit modulation quality

We propose that the carrier leakage (LO) and IQ image requirements be set to -25 dBc for this band.  There is no benefit to tightening the modulator requirements for this band since there are no coexistence requirements to be met in adjacent bands and the reference sensitivity uplink allocation is adjusted in a manner in which these terms and their intermodulation products do not reach.  Therefore, tightening LO and IQ image for this band provides no benefit but only increases current consumption and test time.
Table 6.5.2.2.1-1: Minimum requirements for relative carrier leakage power
	Parameters
	Relative limit (dBc)
	Applicable frequencies

	Output power >10 dBm
	-281
	Carrier center frequency  < 1 GHz

	
	-25
	Carrier center frequency ≥ 1 GHz

	0 dBm ≤ Output power ≤10 dBm
	-25
	

	-30 dBm ≤ Output power ≤0 dBm
	-20
	

	-40 dBm ( Output power < -30 dBm
	-10
	

	NOTE 1: The minimum requirement for Band [31] is -25 dBc.


Table 6.5.2.3.1-1: Minimum requirements for in-band emissions

	Parameter description
	Unit
	Limit (Note 1)
	Applicable Frequencies

	General
	dB
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	Any non-allocated (Note 2)

	IQ Image
	dB
	-28
	Image frequencies when carrier center frequency  < 1 GHz and Output power > 10 dBm
	(Notes 2, 3, 11)

	
	
	-25
	Image frequencies when carrier center frequency  < 1 GHz and Output power ≤ 10 dBm
	

	
	
	-25
	Image frequencies when carrier center frequency  ≥ 1 GHz
	

	Carrier leakage
	dBc
	-28
	Output power > 10 dBm and carrier center frequency < 1 GHz
	Carrier frequency (Notes 4, 5)

	
	
	-25
	Output power > 10 dBm and carrier center frequency ≥ 1 GHz
	

	
	
	-25
	0 dBm ≤ Output power ≤10 dBm
	

	
	
	-20
	-30 dBm ≤ Output power ≤ 0 dBm
	

	
	
	-10
	-40 dBm ( Output power < -30 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of PRB - 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in Note 10.

NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs.

NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the centre carrier frequency, but excluding any allocated RBs.

NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs.

NOTE 5:
The applicable frequencies for this limit are those that are enclosed in the RBs containing the DC frequency if 
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 is odd, or in the two RBs immediately adjacent to the DC frequency if 
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 is even, but excluding any allocated RB. 

NOTE 6:
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is the Transmission Bandwidth (see Figure 5.6-1). 

NOTE 7:
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 is the Transmission Bandwidth Configuration (see Figure 5.6-1). 

NOTE 8:
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 is the limit specified in Table 6.5.2.1.1-1 for the modulation format used in the allocated RBs. 

NOTE 9:
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 is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. 
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 for the first adjacent RB outside of the allocated bandwidth. 

NOTE 10:
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 is the transmitted power per 180 kHz in allocated RBs, measured in dBm.
NOTE 11: The minimum requirement for Band [31] is -25 dB.


2.5. Out of band emissions
Based on the survey of regulatory requirements summarized in [3] and [4], and the agreement that coexistence with in-band services would not be treated by 3GPP specification, we propose that it is appropriate for the LTE 450 UE to comply with the general E-UTRA spectrum emission mask as shown below.
Table 6.6.2.1.1-1: General E-UTRA spectrum emission mask 

	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0-1
	-10
	-13
	-15 
	-18
	-20
	-21
	30 kHz 

	( 1-2.5
	-10
	-10
	-10
	-10
	-10
	-10 
	1 MHz

	( 2.5-2.8
	-25
	-10
	-10
	-10
	-10
	-10 
	1 MHz

	( 2.8-5
	
	-10
	-10
	-10
	-10
	-10
	1 MHz

	( 5-6
	
	-25
	-13
	-13
	-13
	-13
	1 MHz

	( 6-10
	
	
	-25
	-13
	-13 
	-13 
	1 MHz

	( 10-15
	
	
	
	-25
	-13 
	-13 
	1 MHz

	( 15-20
	
	
	
	
	-25 
	-13 
	1 MHz

	( 20-25
	
	
	
	
	
	-25 
	1 MHz


2.6. Spurious emissions and UE coexistence

The LTE 450 work item is targeted for Brazil.  We therefore consider UE coexistence with bands in Brazil which have been auctioned, deployed, or are likely to be in the near future.  These include bands 1, 3, 5, 7, 8, 26, 27, 28, 38, and 42. In most of these cases, the frequency separation is large enough that with the LTE 450 simulated wideband filter response, a -50 dBm/MHz requirement can be met.  However, we observe that the 4th harmonic of the uplink from the LTE450 band intersects with the downlink of Band 3.  We therefore propose a harmonic exception be allowed for coexistence emissions into when such an intersection occurs.

	E-UTRA  Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	1
	E-UTRA Band 1, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, [31], 38, 40, 41, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	Frequency range
	1880
	
	1895
	-40
	1
	15,27

	
	Frequency range
	1895
	
	1915
	-15.5
	5
	15, 26, 27

	
	Frequency range
	1915
	
	1920
	+1.6
	5
	15, 26, 27

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	6, 8, 15

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	15

	2
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 26, 27, 28, 29, 41, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	3
	E-UTRA Band 1, 7, 8, 20, 26, 27, 28, [31], 33, 34, 38, 41, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 11, 18, 19, 21
	FDL_low 
	- 
	FDL_high
	-50
	1
	13

	
	E-UTRA Band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	13

	4
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 25, 26, 27, 28, 29, 41, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	5
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 25, 28, 29, [31], 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	6
	E-UTRA Band 1, 9, 11, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	7

	
	
	1884.5
	-
	1915.7
	
	
	8

	7
	E-UTRA Band 1, 3, 7, 8, 20, 22, 27, 28, 29, [31], 33, 34, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	15, 21, 26

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	15, 21, 26

	
	Frequency range
	2595
	-
	2620
	-40
	1
	15, 21

	8
	E-UTRA Band 1, 20, 28, [31], 33, 34, 38, 39, 40
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA band 7
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 8
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 22, 41, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	23

	
	Frequency range
	860
	-
	890
	-40
	1
	15, 23

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 23

	9
	E-UTRA Band 1, 11, 18, 19, 21, 26, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	10
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 41, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	11
	E-UTRA Band 1, 11, 18, 19, 21, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	12
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	13
	E-UTRA Band 2, 4, 5, 10, 12, 13, 17, 23, 25, 26, 27, 29, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 15

	
	E-UTRA Band 14
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 24
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	14

 
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	12, 15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 12, 15

	17
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	18
	E-UTRA Band 1, 11, 21, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	19
	E-UTRA Band 1, 11, 21, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	9, 15

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	20
	E-UTRA Band 1, 3, 7, 8, 20, 22, 33, 34, 43
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 38, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	21
	E-UTRA Band 11
	FDL_low 
	- 
	FDL_high
	-35
	1
	10, 15

	
	E-UTRA Band 1, 18, 19, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 21
	FDL_low 
	- 
	FDL_high
	-50
	1
	10

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	22
	E-UTRA Band 1, 3, 7, 8, 20, 26, 27, 28, 33, 34, 38, 39, 40, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	3510
	-
	3525
	-40
	1
	15

	
	Frequency range
	3525
	-
	3590
	-50
	1
	

	23
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 23, 24, 26, 27, 29, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	- 
	FDL_high
	-50
	1
	14, 15

	
	Frequency range
	1998
	-
	1999
	-21
	1
	14, 15

	
	Frequency range
	1997
	-
	1998
	-27
	1
	14, 15

	
	Frequency range
	1996
	-
	1997
	-32
	1
	14, 15

	
	Frequency range
	1995
	-
	1996
	-37
	1
	14, 15

	
	Frequency range
	1990
	-
	1995
	-40
	1
	14, 15

	
	Frequency range
	1990
	
	1999
	-40
	1
	15, 28

	
	Frequency range
	1999
	
	2000
	-40
	Note 29
	15, 28

	24
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 29, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	25
	E-UTRA Band 4, 5, 10,12, 13, 14, 17, 22, 23, 24, 26, 27, 28, 29, 41, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	26
	E-UTRA Band  1, 2, 3, 4, 5, 10, 11, 12, 13, 14, 17, 18,19, 21, 22, 23, 24, 25, 26, 29, [31], 34, 40, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	703
	-
	799
	-50
	1
	

	
	
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	851
	-
	859
	-53
	0.00625
	20

	
	E-UTRA Band 27
	FDL_low
	-
	859
	-32
	1
	20

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	27
	E-UTRA Band  1, 2, 3, 4, 5, 7, 10, 12, 13, 14, 17, 22, 23, 25, 26, 27, 29, [31], 41, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	

	
	E-UTRA Band 28
	790
	-
	FDL_high
	-32
	1
	16

	
	
	FDL_low
	-
	790
	-50
	1
	

	28
	E-UTRA Band 2, 3, 5, 7, 8, 18, 19, 25, 26, 27, [31], 34, 38, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band  1, 4, 10, 22, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band  11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	19, 24

	
	E-UTRA Band  1
	FDL_low
	-
	FDL_high
	-50
	1
	19, 25

	
	Frequency range
	758
	-
	773
	-32
	1
	15

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	662
	-
	694
	-26.2
	6
	15

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 19

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	…
	
	
	
	
	
	
	

	[31]
	E-UTRA Band 1, 5, 7, 8, 26, 27, 28, 38, 42
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low
	-
	FDL_high
	-50
	1
	2

	…
	
	
	
	
	
	
	

	33
	E-UTRA Band 1, 7, 8, 20, 22, 34, 38, 39, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	5

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	34
	E-UTRA Band 1, 3, 7, 8, 11, 18, 19, 20, 21, 22, 26, 28, 33, 38,39, 40, 41, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	5

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	5

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	

	38
	E-UTRA Band 1,3, 8, 20, 22, 28, 29, [31], 33, 34, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	2620
	- 
	2645
	-15.5
	5
	15, 22, 26

	
	Frequency range
	2645
	-
	2690
	-40
	1
	15, 22

	39
	E-UTRA Band 22, 34, 40, 41, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	40
	E-UTRA Band 1, 3, 22, 26, 27, 33, 34, 39, 41, 42, 43, 44 
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	41
	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13 , 14, 17, 23, 24, 25, 26, 27, 28, 29, 34, 39, 40, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band  9, 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	30

	
	Frequency range
	1839.9
	
	1879.9
	-50
	1
	30

	
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	8, 30

	42
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 26, 27, 28, [31], 33, 34, 38, 40, 41, 44


	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	43
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 26, 27, 28, 33, 34, 38, 40
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 22
	FDL_low 
	- 
	FDL_high
	[-50]
	[1]
	3

	44
	E-UTRA Band 3, 5, 8, 34, 39, 41
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 1, 40, 42
	FDL_low
	-
	FDL_high
	
	-50
	2

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd, 3rd or 4th harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 3:
To meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 4:
N/A

NOTE 5:
For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 6:
Applicable when NS_05 in section 6.6.3.3.1 is signalled by the network.

NOTE 7:
Applicable when co-existence with PHS system operating in 1884.5
-1919.6MHz. 

NOTE 8:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 9:
Applicable when NS_08 in subclause 6.6.3.3.3 is signalled by the network

NOTE 10:
Applicable when NS_09 in subclause 6.6.3.3.4 is signalled by the network

NOTE 11:
Whether the applicable frequency range should be 793-805MHz instead of 799-805MHz is TBD 

NOTE 12:
The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB 

NOTE 13:
This requirement applies for 5, 10, 15 and 20 MHz E-UTRA channel bandwidth allocated within 1744.9MHz and 1784.9MHz.
NOTE 14:
To meet this requirement NS_11 value shall be signalled when operating in 2000-2020 MHz

NOTE 15:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 16:
Applicable when NS_16  in subclause 6.6.3.3.9 is signalled by the network.

NOTE 17:
N/A

NOTE 18:
N/A
NOTE 19:
Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.

NOTE 20:
Applicable when NS_15 in subclause 6.6.3.3.8 is signalled by the network.

NOTE 21:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is  within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 2552 - 2560 MHz. No other restrictions apply for carriers with bandwidths confined in 2500-2570 MHz.

NOTE 22:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is  within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is  within the range 2597 – 2605 MHz. No other restrictions apply for carriers with bandwidths confined in 2570-2615 MHz. For assigned carriers with bandwidths overlapping the frequency range 2615-2620 MHz the requirements apply with the maximum output power configured to +20 dBm in the IE P-Max.

NOTE 23
For carriers of 5 MHz channel bandwidth with carrier center frequencies (Fc) in the range 902.5MHz ≤ Fc < 907.5 MHz, the requirement applies for uplink transmission bandwidths less than or equal to 20 RB. No restrictions apply in the range 907.5 MHz ≤ Fc ≤ 912.5 MHz. For carriers of 10 MHz channel bandwidth, the requirement only applies for Fc = 910 MHz and uplink transmission bandwidths less than or equal to 32 RB with RBstart > 3.
NOTE 24:
As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 25:
As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 26: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.
NOTE 27:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is  within the range 1927.5 - 1929.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1930 - 1938 MHz. This requirement is applicable without any other uplink transmission bandwidth restriction for channel bandwidths within the range 1920 - 1980 MHz.
NOTE 28:
Applicable when NS_20 is signalled by the network.

NOTE 29:
The measurement bandwidth is 1% of the applicable E-UTRA channel bandwidth (Table 5.6-1).
NOTE 30: This requirement applies when the E-UTRA carrier is confined within 2545-2575 MHz and the channel bandwidth is 10 or 20 MHz


2.7. Reference sensitivity

Reference sensitivity is discussed in detail in [1].  To summarize, we propose

Table 5.  Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	[31]
	6
	54
	 54
	
	
	
	FDD

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1). 

NOTE 2:
For the UE which supports both Band 11 and Band 21 the uplink configuration for reference sensitivity is FFS.

NOTE 3:
3 refers to Band 20; in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16
NOTE 4:
4 refers to Band [31]; in the case of 3 MHz channel bandwidths, the UL resource blocks shall be located at RBstart 9 and in the case of 5 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 10



Table 6.  Reference sensitivity

	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	[31]
	-98.7
	-95.7
	-93.5
	 
	
	
	FDD


2.8. ACS and blocking

Since it was agreed that no additional UE blocking requirements would be defined for coexistence with adjacent services, including SARC, SLP/SLE, SLMP [5], and UHF TV broadcast [6], we do not foresee any specialized ACS or blocking requirements for this band.


Table 7.6.1.1-2: In-band blocking

	E-UTRA band
	Parameter
	 Unit
	Case 1
	Case 2
	Case 3
	Case 4

	
	 PInterferer
	 dBm
	-56
	-44
	-30
	 -30

	
	FInterferer (offset)
	MHz
	=-BW/2 – FIoffset,case 1
&

=+BW/2 + FIoffset,case 1
	≤-BW/2 – FIoffset,case 2
&

≥+BW/2 + FIoffset,case 2
	-BW/2 – 15

&

-BW/2 – 9
	-BW/2 – 10

	1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 13, 14, 18, 19, 20, 21, 22, 23,

25, 26, 27, 28, [31], 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44
	FInterferer
	MHz
	(Note 2)
	FDL_low – 15

to

FDL_high + 15
	
	

	12
	FInterferer
	MHz
	(Note 2)
	FDL_low – 10

to

FDL_high + 15
	
	FDL_low – 10



	17
	FInterferer
	MHz
	(Note 2)
	FDL_low – 9

to

FDL_high + 15
	FDL_low – 15

and

FDL_low – 9


	

	NOTE 1:
For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band 

NOTE 2:
For each carrier frequency the requirement is valid for two frequencies: 

a. the carrier frequency -BW/2 - FIoffset, case 1 and

b. the carrier frequency +BW/2 + FIoffset, case 1
NOTE 3:
FInterferer range values for unwanted modulated interfering signal are interferer center frequencies 

NOTE 4:
Case 3 and Case 4 only apply to assigned UE channel bandwidth of 5 MHz 


Table 7.6.2.1-2: Out of band blocking

	E-UTRA band
	Parameter
	Units 
	Frequency 

	
	
	
	range 1
	range 2
	range 3
	range 4

	
	PInterferer
	dBm
	-44
	-30
	-15
	-15

	1, 2, 3, 4, 5

6, 7, 8, 9, 10, 11, 12, 13, 14, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, [31], 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44
	FInterferer (CW)


	MHz


	FDL_low  -15 to

FDL_low  -60 
	FDL_low  -60 to

FDL_low  -85 
	FDL_low  -85 to 

1 MHz
	-

	
	
	
	FDL_high +15 to

FDL_high + 60 
	FDL_high +60 to

FDL_high +85 
	FDL_high +85 to

+12750 MHz
	-

	2, 5, 12, 17
	FInterferer
	MHz
	-
	-
	-
	FUL_low - FUL_high

	NOTE 1:
For the UE which supports both Band 11 and Band 21 the out of blocking is FFS.


3. Conclusion
In this contribution, we have analyzed the reference sensitivity specification for the LTE 450 UE.  The reference sensitivity for this band is challenged because of the small separation between Tx and Rx.  We have proposed restrictions to the uplink configuration, in both size and location, as well as provided an estimate of reference sensitivity.
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