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Proposed framework
This contribution discusses and proposes frameworks for UE CQI reporting requirements for Multiflow HSDPA. CQI reporting requirements can be specified under similar framework agreed for UE demodulation performance requirements with slight changes.

Proposal 1: Introduce CQI reporting requirements only with fading conditions (Case 8).

Proposal 2: Introduce CQI reporting requirements under 2 cell scenario in [1].

Proposal 3: Unless otherwise stated, introduce CQI reporting requirements with the same downlink physical channel configuration as in UE demodulation performance requirements including HS-PDSCH_Ec/Ior.

Proposal 4: Introduce CQI reporting requirements with the following typical configurations.

	Maximum number of HARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Proposal 5: Companies will verify the feasibility of the following conventional CQI reporting requirements for fading condition by RAN4#68. The requirement is applicable for each cell.
	Reported CQI
	Maximum BLER

	CQI median
	60%

	CQI median + 3
	15%
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