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1
Introduction
This contribution provides the PUCCH-1a simulation results of LTE UL 1Tx 8Rx based on the work plan [1].  The simulation results include both “ideal” results and “realistic results.
2
PUCCH format 1a “ideal” simulation results

Minimum requirements for single user PUCCH format 1a, 1Tx (“ideal” simulation results)
	Number of TX antennas
	Number of RX antennas
	Cyclic Prefix
	Propagation conditions and

correlation matrix (Annex B)
	Channel Bandwidth / SNR [dB]

	
	
	
	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	1
	8
	Normal
	EPA 5 Low
	-12.8
	-13.1
	-13.3
	-13.5
	-13.5
	-13.5

	
	
	
	EVA 5 Low
	-13.2
	-13.4
	-13.2
	-13.3
	-13.5
	-13.4

	
	
	
	EVA 70 Low
	-13.3
	-13.4
	-13.2
	-13.3
	-13.4
	-13.4

	
	
	
	ETU 300* Low
	-12.8
	-12.1
	-12.5
	-12.9
	-12.9
	-13

	
	
	Extended
	ETU 70* Low
	-12
	-11.6
	-11.9
	-12.4
	-12.2
	-12.3

	Note*:
Not applicable for Local Area BS and Home BS.


3
PUCCH format 1a simulation results with implementation margins

Minimum requirements for single user PUCCH format 1a, 1Tx (“realistic” simulation results)
	Number of TX antennas
	Number of RX antennas
	Cyclic Prefix
	Propagation conditions and

correlation matrix (Annex B)
	Channel Bandwidth / SNR [dB]

	
	
	
	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	1
	8
	Normal
	EPA 5 Low
	-11.8
	-12.1
	-12.3
	-12.5
	-12.5
	-12.5

	
	
	
	EVA 5 Low
	-12.2
	-12.4
	-12.2
	-12.3
	-12.5
	-12.4

	
	
	
	EVA 70 Low
	-12.3
	-12.4
	-12.2
	-12.3
	-12.4
	-12.4

	
	
	
	ETU 300* Low
	-11.8
	-11.1
	-11.5
	-11.9
	-11.9
	-12

	
	
	Extended
	ETU 70* Low
	-11
	-10.6
	-10.9
	-11.4
	-11.2
	-11.3

	Note*:
Not applicable for Local Area BS and Home BS.
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