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<Start of Change>
B.4 RRM Requirements Exceptions

B.4.1 General
B.4.2 Receiver sensitivity relaxation for UE supporting CA

For a UE supporting inter-band carrier aggregation configuration with uplink in one E-UTRA band, if there is a relaxation of receiver sensitivity ΔRIB,c>0 dB as defined in TS 36.101 [5], Table 7.3.1-1A, the relevant side conditions specifying received power levels (E-UTRA RSRP, SCH_RP, PRP, and Io) shall be increased by the amount Δ=ΔRIB,c defined for each of the downlink E-UTRA bands.
NOTE: This side condition adjustment applies only for a UE supporting a single inter-band LTE CA band combination. For a UE supporting additional inter-band LTE CA band combinations, the ΔRIB,c for all bands supported by the UE, need to be studied [5].
B.4.3 Receiver sensitivity exception for UE configured with CA
B.4.3.1
Inter-band carrier aggregation

In this section, requirements exceptions are described for the UE configured with inter-band carrier aggregation with one uplink active in low frequency operating band.
A relevant side condition (e.g., E-UTRA RSRP, SCH_RP, PRP, and Io) in a requirement shall be increased by the amount Δ=L2-L1, where L1 is the reference sensitivity level specified in 36.101, Table 7.3.1-1, and L2 is the reference sensitivity level specified in 36.101, Table 7.3.1A-0a, when the following conditions are fulfilled,
-
both downlink component carriers on different bands are configured with CA and active, 

-
the single uplink is active in the low frequency operating band, 

-
the exception requirements specified in TS36.101, Table 7.3.1A-0a, apply.

If the relaxation Δ specified in this section applies, then the relaxation specified in Section B.4.2 should not be applied.
B.4.3.2 Intra-band non-contiguous carrier aggregation
For a UE configured with intra-band non-contiguous carrier aggregation configuration with uplink in one E-UTRA band, if there is a relaxation of receiver sensitivity ΔRIBNC>0 as defined in TS 36.101 [5], Section Table 7.3.1A-3, the relevant side conditions specifying received power levels (E-UTRA RSRP, SCH_RP, PRP, and Io) shall be increased by the amount Δ=ΔRIBNC defined for the downlink SCC, when the following conditions are fulfilled,
-
both downlink component carriers are configured with CA and active, 

-
one uplink carrier is active, 

-
the exception requirements specified in TS36.101, Table 7.3.1A-3, apply.
If the relaxation Δ specified in this section applies, then the relaxation specified in Section B.4.2 should not be applied.
B.4.3.3
Band combinations including operating bands without uplink band
In this section, requirements exceptions are described for the band combinations including operating bands without uplink band, as pecified in TS36.101, Table 7.3.1A-0d. However, a relevant side condition (e.g., E-UTRA RSRP, SCH_RP, PRP, and Io) in a requirement needs not to be changed for this exceptation.
<End of Change>
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