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1 Introduction
WID on Band 39 intra-band contiguous CA [1] was agreed in RAN#59 and the work start since RAN4#66bis. The TR skeleton was agreed in [2], and the conclusion on no impact of introducing Band 39 intra-band contiguous CA to BS RF requirements was agreed in [3]. This TP is to capture the agreed conclusions into TR. 
2 Discussion
In reference [3], a study of the existing technical specifications, including MSR, was conducted. The study concluded that no impact to BS RF specifications. Specifically, it is concluded that no impact for RF requirements in 36.104 and performance requirements in 36.141 and no impact to MSR 37 series specifications. Support for Band 39 CA in the BS specifications can be accommodated solely by a new entry for CA_39 in Table 5.5-2 in TS 36.104 and TS 36.141.
3  Conclusion
This contribution provide text proposal in Annex to capture the agreed conclusions into TR [3], that no impact on BS RF requirements due to introduction of band 39 intra-band contiguous CA.  
4 Reference
[1] RP-130293, “LTE Advanced intra-band contiguous Carrier Aggregation in Band 39”, CMCC

[2] R4-131195, “TR Skeleton for LTE-A intra-band contiguous CA in Band 39”, CMCC

[3] R4-131475, “Band 39 intra-band contiguous CA impact to BS specifications”, Nokia Siemens Networks
5 Annex
--------------------------------Start of Text proposal for TR 36.8xx----------------------------------
8
E-UTRA RF requirements for BS

A study of the existing technical specifications, including MSR, was conducted. The study concluded that no impact to BS RF specifications is required. Support for Band 39 CA in the BS specifications can be accommodated solely by a new entry for CA_39 in Table 5.5-2 in TS 36.104 and a new entry for CA_39 in Table 5.5-2 in TS 36.141. These changes are identified in Section 9.2 and 9.4.


8.2 
 
9
Summary of required changes to E-UTRA specifications
9.1
Required changes to TS36.101

<Text to be added> 
9.2
Required changes to TS36.104

Required changes in BS RF specification TS 36.104 are shown in Table 9.2-1.

Table 9.2-1: Required changes in TS 36.104

	Section
	Requirement
	Required Changes in TS 36.104

	5.5
	Operating bands
	A new row is expected to be added in Table 5.5-2 to support B39 intra-band contiguous carrier aggregation configuration. 



9.3
Required changes to TS36.133
<Text to be added> 
9.4
Required changes to TS36.141

Required changes in BS RF specification TS 36.141 are shown in Table 9.4-1.

Table 9.4-1: Required changes in TS 36.141
	Section
	Requirement
	Required Changes in TS 36.141

	5.5
	Operating bands
	A new row is expected to be added in Table 5.5-2 to support B39 intra-band contiguous carrier aggregation configuration. 



9.5
Required changes to TS36.307

<Text to be added> 
9.6
Required changes to TS37.104

No changes required in TS 37.104. 

9.7
Required changes to TS37.141

No changes required in TS 37.141. 
--------------------------------End of Text proposal for TR 36.8xx----------------------------------





















































































































