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3.3
Abbreviations

For the purposes of the present document, the following and abbreviations apply:

3GPP
3rd Generation Partnership Project

16QAM
16 - Quadrature Amplitude Modulation

AWGN
Additive White Gaussian Noise

BER
Bit Error Ratio
BLER
Block Error Ratio

dB
decibel

dBm
decibel relative to 1 milliWatt

DPCHo
Mechanism used to simulate an individual intracell interferer in the cell with one code and a spreading factor of 16 
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Ratio of the average transmit energy per PN chip for the DPCHo to the total transmit power spectral density of all users in the cell in one timeslot as measured at the BS antenna connector

EVM
Error Vector Magnitude

F
Frequency (of the assigned channel frequency of the wanted signal)

Fuw
Frequency offset of the unwanted interfering signal from the assigned channel frequency of the wanted signal

HSDPA
High Speed Downlink Packet Access 

HSUPA
High Speed Uplink Packet Access
HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel 

IMB
Integrated Mobile Broadcast

IMT-2000
International Mobile Telecommunications 2000

Ioc
Power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of a band limited white noise source (simulating interference from other cells) as measured at the BS antenna connector.

Îor
Received power spectral density (integrated in a bandwidth (1+a) times the chip rate and normalized to the chip rate) of all users in the cell in one timeslot as measured at the BS antenna connector

IPR
Intellectual Property Rights 

MBMS
Multimedia Broadcast Multicast Service

MBSFN
MBMS over a Single Frequency Network 
MC-HSDPA
Multi-carrier HSDPA
MC-HSUPA
Multi-carrier HSUPA
P
Output power

Pout
Output power of the base station

Pmax
Maximum output power of the base station

QPSK
Quadrature Phase Shift Keying

RAT                    Radio Access Technology

RBER
Residual BER

RCDE                  Relative Code Domain Error
REFSENS
Reference Sensitivity Level

RMS
Root-Mean Square

PRAT
Rated output power of the base station

RRC
Root-Raised Cosine

TC
Chip duration

TDM
Time Division Multiplexing

TS
Time Slot

~~~~~~~~~~~~~~~~~Next Changed Section ~~~~~~~~~~~~~~~

6.1
General

Unless otherwise stated, the requirements in clause 6 are expressed for a single transmitter antenna connector. In case of MIMO transmission, the requirements apply for each transmitter antenna connector. 
A BS supporting MC-HSDPA transmits multiple carriers simultaneously on adjacent carrier frequencies.
Unless otherwise stated, all measurements shall be made at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. If any external apparatus such as a TX amplifier, a filter or the combination of such devices is used, the tests according to subclauses 5.14.4 shall be performed to ensure that the requirements are met at test port B.
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Figure 6.1: Transmitter test ports
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