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1. Introduction

This contribution is a text proposal to add operating bands for Class A2 in clause 7.1 of TR 36.860 [1]. TP is provided in the Annex.
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Annex: Text proposal for the TR 36.860
<unchanged section omitted>

<start of the text>
7

Class A2. Low-high band combination with harmonic relation between bands

7.1
Specific issue for dual uplink inter-band CA class A2

7.1.1
Dual uplink inter-band CA class A2 operating bands
E-UTRA dual uplink inter-band carrier aggregation class A2 is designed to operate in the operating bands defined in table 7.1.1-1.

Table 7.1.1-1: Dual Uplink Inter-band CA class A2 operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_3-8
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960MHz
	

	CA_4-12
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_4-17
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	


<end of text>
