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1. Introduction
In RAN #59, the new work item for LTE Advanced intra-band contiguous Carrier Aggregation in Band 39 was agreed to define the technical specifications [1]. This contribution proposes the required changes to 36.101 for CA_39C, and attaches a TP for TR 36.abc [2] for approval.
2. Discussion
Besides introducing the new CA operating band, the Band 39 CA work item also introduced a new combination 25RB+100RB related to 36.101 Rel.11. So the required changes to 36.101 Rel.11 should cover above new coming.  

	Section
	Requirement
	Required changes in TS 36.101

	5.5A
	Operating bands for CA
	Add a new row for CA_39C in Table 5.5A-1. 

	5.6A.1
	Channel bandwidths per operating band for CA
	Add a new row in Table 5.6A.1-1 for the supported E-UTRA bandwidths of CA_39C.

	6.2.2A
	UE Maximum Output Power for intra-band contiguous CA
	Add a new row for CA_39C in Table 6.2.2A-1. 

	6.2.3A
	UE Maximum Output power for modulation / channel bandwidth for CA
	Add a new MPR requirement for 25RB +100RB combinations in Table 6.2.3A-1.

	6.2.4A
	UE Maximum Output Power with additional requirements for CA
	It is proposed to evaluate the appropriate A-MPR requirement for CA_39C, especially for protection of Band 3.

	6.3.2A
	UE Minimum output power for CA
	The minimum output power for 5 MHz component carrier shall be specified in Table 6.3.2A.1-1

	6.3.3A
	UE Transmit OFF power for CA
	The transmit off power for 5 MHz component carrier shall be specified in Table 6.3.3A.1-1

	6.6.2.1A
	Spectrum emission mask for CA
	Add a new SEM for 25RB +100RB combinations in Table 6.6.2.1A-1

	6.6.3A
	Additional spurious emission for CA_39C
	Add a new table in Section 6.6.3A for coexistence with protected bands, especially for protection of Band 3.

	7.3.1A
	Minimum requirements (QPSK) for CA
	Add a new row and a new combination in Table 7.3.1A-1 for intra-band CA uplink configuration for reference sensitivity of CA_39C.  

	7.6.1.1A
	In-band blocking for intra-band contiguous CA
	Add CA_39C in Table 7.6.1.1A-2.

	7.6.2.1A
	Out-of-band blocking for intra-band contiguous CA
	Add CA_39C in Table 7.6.2.1A-2. 


3. References
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Summary of required changes to E-UTRA specifications
9.1
Required changes to TS36.101


Required changes for CA_39 in UE RF specification TS 36.101 are shown in Table 9.1-1.
Table 9.1-1: Required changes in TS 36.101
	Section
	Requirement
	Required changes in TS 36.101

	5.5A
	Operating bands for CA
	Add a new row for CA_39C in Table 5.5A-1. 

	5.6A.1
	Channel bandwidths per operating band for CA
	Add a new row in Table 5.6A.1-1 for the supported E-UTRA bandwidths of CA_39C.

	6.2.2A
	UE Maximum Output Power for intra-band contiguous CA
	Add a new row for CA_39C in Table 6.2.2A-1. 

	6.2.3A
	UE Maximum Output power for modulation / channel bandwidth for CA
	Add a new MPR requirement for 25RB +100RB combinations in Table 6.2.3A-1

	6.2.4A
	UE Maximum Output Power with additional requirements for CA
	It is proposed to evaluate the appropriate A-MPR requirement for CA_39C, especially for protection of Band 3.

	6.3.2A
	UE Minimum output power for CA
	The minimum output power for 5 MHz component carrier shall be specified in Table 6.3.2A.1-1

	6.3.3A
	UE Transmit OFF power for CA
	The transmit off power for 5 MHz component carrier shall be specified in Table 6.3.3A.1-1

	6.6.2.1A
	Spectrum emission mask for CA
	Add a new SEM for 25RB +100RB combinations in Table 6.6.2.1A-1

	6.6.3A
	Additional spurious emission for CA_39C
	Add a new table in Section 6.6.3A for coexistence with protected bands, especially for protection of Band 3.

	7.3.1A
	Minimum requirements (QPSK) for CA
	Add a new row and a new combination in Table 7.3.1A-1 for intra-band CA uplink configuration for reference sensitivity of CA_39C.  

	7.6.1.1A
	In-band blocking for intra-band contiguous CA
	Add CA_39C in Table 7.6.1.1A-2.

	7.6.2.1A
	Out-of-band blocking for intra-band contiguous CA
	Add CA_39C in Table 7.6.2.1A-2. 


9.2
Required changes to TS36.104
************************ End of the text proposal for TR 36.abc   ******************************





























































































