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43
Band 31 Independent of Release

Band 31 is specified in Release 12, but is defined as a release-independent frequency band. This approach aligns the Band 31 band with other frequency bands when considering features that have to be supported in different releases.

43.1
Band 31 UE

UEs that conform to Release 8 and support Band 31 shall support the following requirements in Release 12.
43.1.1
RF Requirements
The UE shall comply with the Release 12 RF requirements for Band 31 specified [8]. The requirements are:
Table 43.1.1-1: RF Requirements for Band 31 UE 

	Section / Clause
	Description

	5.5
	Operating bands

	5.6
	Channel bandwidth

	5.7
	Channel arrangement

	6.2
	Transmit power

	6.3
	Output power dynamics 

	6.6
	Output RF spectrum emissions

	6.7
	Transmit intermodulation

	7.3
	Reference sensitivity power level

	7.4
	Maximum input level

	7.5
	Adjacent Channel Selectivity (ACS)

	7.6
	Blocking characteristics

	7.7
	Spurious response

	7.8
	Intermodulation characteristics


43.1.2
RRM Requirements
The UE shall comply with the following RRM requirements for Band 31 specified in [9]. These requirements are:
Table 43.1.2-1: RRM Requirements for Band 31 UE

	Section / Clause
	Description

	4
	E-UTRAN RRC_IDLE state mobility

	8
	UE Measurements Procedures in RRC_CONNECTED State

	9
	Measurement Performances for UE.

	A.9
	Measurement Performances for UE Test Cases


43.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the following demodulation performance and CSI reporting requirements for Band 31 specified in [8]. These requirements are:

Table 43.1.3-1: Demodulation and CSI Requirements for Band 31 UE

	Section / Clause
	Description

	8
	Demodulation performance requirements

	9
	Performance requirements of reporting of channel state information.
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