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1. Introduction
In RAN #59, the new work item for LTE Advanced intra-band contiguous Carrier Aggregation in Band 39 was agreed to define the technical specifications [1]. This contribution discusses the required changes on UE receiver RF characteristics relative to 36.101 for CA_39C, and attaches a TP for TR 36.abc [2] for approval.
2. Discussion
Three subclauses in TS 36.101 (Rel-11) shall be updated for UE supporting intra-band contiguous CA in Band 39, and these subclauses cover the following aspects:

Reference sensitivity

In-band blocking 

Out-of-band blocking

Because CA Band 39 is TDD band, so there is no restriction on the uplink RB allocations when defining the UE receiver characteristics, and the uplink configuration shall be specified with full RB allocation for both PCC and SCC for all supported CC combinations. All of the relative changes for CA in Band 39 are captured in sub-clause 9.1 in the present document.

3. References

[1] RP-130293, "New WI: LTE Advanced intra-band contiguous Carrier Aggregation in Band 39,” CMCC
[2] R4-132641, "TR 36.abc V0.1.0: LTE Advanced intra-band contiguous Carrier Aggregation in Band 39,” CMCC
Annex: Text Proposal
************************ Start of the text proposal for TR 36.abc   ******************************
6.2
Receiver characteristics

Three subclauses in TS 36.101 (Rel-11) shall be updated for UE supporting intra-band contiguous CA in Band 39, and these subclauses cover the following aspects:

Reference sensitivity

In-band blocking 

Out-of-band blocking

Because CA Band 39 is TDD band, there is no restriction on the uplink RB allocations when defining the UE receiver characteristics, and the uplink configuration shall be specified with full RB allocation for both PCC and SCC for all supported CC combinations. All of the relative changes for CA in Band 39 are captured in sub-clause 9.1 in the present document.

7
E-UTRA RRM requirements for UE

************************ End of the text proposal for TR 36.abc   ******************************





























































































