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== Start of the changes ==
4.3
Regional requirements

Some requirements in the present document may only apply in certain regions either as optional requirements, or set by local and regional regulation as mandatory requirements. It is normally not stated in the 3GPP specifications under what exact circumstances that the requirements apply, since this is defined by local or regional regulation.

Table 4.3-1lists all requirements in the present specification that may be applied differently in different regions. There are additional regional requirements that may apply for single-RAT operation of an MSR BS. These are referenced from the present specification, but listed in the specification for the RATs concerned [3][4][5][6].
Table 4.3-1: List of regional requirements
	Clause number
	Requirement
	Comments

	4.5
	Operating bands and Band Categories
	Some bands may be applied regionally.

	6.6.1.5.1
	Spurious emissions 

(Category A)
	Category A limits are mandatory for regions where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [13] apply.

	6.6.1.5.2
	Spurious emissions

(Category B)
	Category B limits are mandatory for regions where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [13] apply.

	6.6.1.5.3
	Additional requirement for BC2 (Category B)
	Category B limits are mandatory for regions where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [13] apply.

	6.6.1.5.5
	Additional spurious emissions requirements
	These requirements may be applied for the protection of system operating in frequency ranges other than the MSR BS operating band. In addition to the requirements in subclauses 6.6.1.5.1, 6.6.1.5.2, 6.6.1.5.3, 6.6.1.5.4 and 6.6.1.5.5, the BS may have to comply with the applicable emission limits established by FCC Title 47 [8], when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer.

	6.6.1.5.6
	Co-location (spurious emissions)
	These requirements may be applied for the protection of other BS receivers when a BS operating in another frequency band is co-located with any BS.

	6.6.2.5.4.1
	Additional requirements (Operating band unwanted emissions)
	In addition to the requirements in subclauses 6.6.2.5.1 and 6.6.2.5.2, the BS may have to comply with the applicable emission limits established by FCC Title 47 [8], when deployed in regions where those limits are applied and under the conditions declared by the manufacturer.

	6.6.2.5.4.2
	Unsynchronized operation for BC3 (Operating band unwanted emissions)
	The requirements for unsynchronized TDD co-existence may apply regionally.

	6.6.2.5.4.3
	Protection of DTT (Operating band unwanted emissions)
	The requirements for protection of DTT may apply regionally.

	6.6.2.5.4.4
	Co-existence with services in adjacent frequency bands (Operating band unwanted emissions)
	This regional requirement may be applied for the protection of systems operating in frequency bands adjacent to band 1 as defined in clause 4.5, in geographic areas in which both an adjacent band service and UTRA and/or E-UTRA are deployed.

	6.6.2.5.4.5
	Additional requirements for band 41 (Operating band unwanted emissions)
	The requirements may apply in certain regions as additional Operating band unwanted emission limits.

	6.6.3.5

	Occupied bandwidth
	The requirement may be applied regionally. There may also be regional requirements to declare the Occupied bandwidth according to the definition.

	6.7.2A
	Additional requirements for Band 41
	These requirements may apply in certain regions for Band 41

	6.7.5.4
	Additional test requirements for Band 41
	These requirements may apply in certain regions for Band 41

	7.5.2.5
	Co-location requirement (blocking)
	These requirements may be applied for the protection of the BS receiver when a BS operating in another frequency band is co-located with any BS.


== Next changed section ==
4.5
Channel arrangement

4.5.1
Channel spacing

The GSM/EDGE carrier spacing is 200 kHz [6].

The nominal UTRA FDD channel spacing is 5 MHz. The nominal channel spacing is 1.6 MHz for the 1.28 Mcps UTRA TDD Option. These can be adjusted to optimise performance in a particular deployment scenario [3,4].

In E-UTRA the spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between two adjacent E-UTRA carriers is defined as following:


Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 

where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA carriers. The channel spacing can be adjusted to optimize performance in a particular deployment scenario [5].

4.5.1A
CA Channel spacing

For intra-band contiguously aggregated carriers the channel spacing between adjacent component carriers shall be multiple of 300 kHz. 
The nominal channel spacing between two adjacent aggregated E-UTRA carriers is defined as follows:
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where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA component carriers according to Table 5.6-1 with values in MHz. The channel spacing for intra-band contiguous carrier aggregation can be adjusted to any multiple of 300 kHz less than the nominal channel spacing to optimize performance in a particular deployment scenario.

4.5.2
Channel raster

The GSM/EDGE channel raster is 200 kHz for all bands [6].

The UTRA FDD and TDD channel raster is 200 kHz for all bands, which means that the centre frequency must be an integer multiple of 200 kHz. In addition a number of additional centre frequencies are specified for UTRA FDD according to [3], which means that the centre frequencies for UTRA FDD channels are shifted 100 kHz relative to the general raster.

The E-UTRA channel raster is 100 kHz for all bands, which means that the carrier centre frequency must be an integer multiple of 100 kHz [5].

4.5.3
Carrier frequencies and numbering

The carrier frequencies and corresponding numbering is defined for each RAT in the respective specifications TS 36.104 [5] TS 25.104 [3], TS 25.105 [4] and TS 45.005 [6]. In the context of MSR, the frequency numbering scheme for each RAT will remain.

-
The E-UTRA carrier frequency numbering (EARFCN) is defined in subclause 5.7 of TS 36.104 [5].

-
The UTRA FDD carrier frequency numbering (UARFCN) is defined in subclause 5.4 of TS 25.104 [3]. 

-
The UTRA TDD carrier frequency numbering (UARFCN) is defined in subclause 5.4 of TS 25.105 [4]. 

-
The GSM/EDGE carrier frequency numbering (ARFCN) is defined subclause 2 of TS 45.005 [6].

NOTE:
The numbering schemes for UTRA FDD and TDD are not coordinated, while both are called UARFCN.

== Next changed section ==
6.6
Unwanted emissions

Unwanted emissions consist of out-of-band emissions and spurious emissions [13]. Out of band emissions are unwanted emissions immediately outside the channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. 

The out-of-band emissions requirement for the BS transmitter is specified in terms of an Operating band unwanted emissions requirement that defines limits for emissions in the downlink operating band plus the frequency ranges 10 MHz above and 10 MHz below the band. Emissions outside of this frequency range are limited by a spurious emissions requirement.

There is in addition a requirement for occupied bandwidth and an ACLR requirement applicable for some RATs.
== Next changed section ==
7.5.5.2
Co-location test requirements

This additional blocking requirement may be applied for the protection of BS receivers when E-UTRA BS, UTRA, CDMA or GSM/EDGE operating in a different frequency band are co-located with a BS.

The requirements in this subclause assume a 30 dB coupling loss between the interfering transmitter and the BS receiver and are based on co-location with base stations of the same class.

For a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5.5.2-1, the following requirements shall be met:

-
For any measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [5], subclause 7.2.

-
For any measured UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [3], subclause 7.2.

-
For any measured UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [4], subclause 7.2.

-
For any measured GSM/EDGE carrier, the conditions are specified in TS 45.005 [6], Annex P.2.1.

Table 7.5.5.2-1: Blocking requirement for co-location with BS in other frequency bands.

	Type of co-located BS
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power for WA BS (dBm)
	Interfering Signal mean power for MR BS (dBm)
	Interfering Signal mean power for LA BS (dBm)
	Wanted Signal mean power (dBm)
	Type of Interfering Signal

	GSM850 or CDMA850
	869 – 894
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	GSM900
	921 – 960
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	DCS1800
	1805 – 1880

(Note 4)
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	PCS1900
	1930 – 1990
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band I or E-UTRA Band 1
	2110 – 2170
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band II or E-UTRA Band 2
	1930 – 1990
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band III or E-UTRA Band 3
	1805 – 1880

(Note 4)
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band IV or E-UTRA Band 4
	2110 – 2155
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band V or E-UTRA Band 5
	869 – 894
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VI or E-UTRA Band 6
	875 – 885
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VII or E-UTRA Band 7
	2620 – 2690
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VIII or E-UTRA Band 8
	925 – 960
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band IX or E-UTRA Band 9
	1844.9 – 1879.9
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band X or E-UTRA Band 10
	2110 – 2170
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XI or E-UTRA Band 11
	1475.9 - 1495.9
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XII or E-UTRA Band 12
	729 - 746
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 17
	734 - 746
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 18
	860 - 875
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XX or E-UTRA Band 20
	791 - 821
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XXI or E-UTRA Band 21
	1495.9 – 1510.9
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 23
	2180 - 2200
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 24
	1525 – 1559
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XXV or E-UTRA Band 25
	1930 – 1995
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XXVI or E-UTRA Band 26
	859 – 894
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 27
	852 - 869
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 28
	758 – 803
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 29
	717-728
	+16
	+8
	-6
	PREFSENS + 6dB*
	CW carrier

	UTRA TDD Band a) or E-UTRA Band 33
	1900-1920
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band a) or E-UTRA Band 34
	2010-2025
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band b) or E-UTRA Band 35
	1850-1910


	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band b) or E-UTRA Band 36
	1930-1990
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band c) or E-UTRA Band 37
	1910-1930
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band d) or E-UTRA Band 38
	2570-2620
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band f) or E-UTRA Band 39
	1880-1920
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band e) or E-UTRA Band 40
	2300-2400
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 41
	2496 - 2690
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 42
	3400 – 3600
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 43
	3600 – 3800
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 44
	703 - 803
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	NOTE 1 (*):PREFSENS depends on the RAT, the BS class and the channel bandwidth, see subclause 7.2. 
"x" is equal to 3 in case of GSM/EDGE wanted signal and equal to 6 in case of UTRA or E-UTRA wanted signals.

NOTE 2: 
Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within the uplink operating band or in the 10 MHz immediately outside the uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz. 


For BS operating in Band 42 or 43, the requirements do not apply when the interfering signal falls within the Band 42 or 43 uplink operating bands and the Base Stations are synchronized.

NOTE 3: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD with E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [14].

NOTE 4:
In China, the blocking requirement for co-location with DCS1800 and Band III BS is only applicable in the frequency range 1805-1850MHz.


== THE END ==
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