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1 Introduction
The UEM requirement for an LTE BS configured for intra-band contiguous carrier aggregation with small bandwidth carriers (i.e. 1.4MHz, 3MHz) adjacent to the RF bandwidth edge has been discussed intensively in last two meetings [1,2,3]. In this contribution, we continue to discuss how to define UEM requirement and provide a text proposal for TR 36.838.
2 Discussion
In [1], we proposed two options to define UEM requirement for intra-band contiguous CA with 1.4/3MHz carrier placed at the RF bandwidth edge. One is to follow the methodology of defining LTE UEM mask, the other one is reuse MSR BC1/BC3 UEM mask. Considering that 37 series has already specified UEM requirements for 1.4/3MHz carrier located at RF bandwidth edge, it could be straight forward to reuse MSR BC1/BC3 UEM mask to keep the specification consistent. 


[image: image1]
We found there is one issue for some certain CA combinations, i.e. 3+3MHz and 3+5MHz in which the aggregated bandwidth is larger than the maximum CA bandwidth, with taking into account of 200 kHz offset. However, this issue can be addressed by implementation in real deployment, or we could leave these specific scenarios for FFS based on operators’ request.   
3 Conclusion
In this contribution, we give some discussion on UEM requirement for LTE BS configured for intra-band contiguous carrier aggregation with small bandwidth carriers (i.e. 1.4MHz, 3MHz) adjacent to the RF bandwidth edge. It is suggested that to reuse the MSR BC1/BC3 UEM requirement for small carrier adjacent to the RF bandwidth edge.A text proposal is provided for TR 36.838.
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8 
E-UTRA RF requirements for BS
8.1 
Transmitter characteristics
<Start of Text Proposal for TR 36.838>
8.1.x Operating bands unwanted emissions
Considering that 37 series has already specified UEM requirements for 1.4MHz/3MHz carrier located at RF bandwidth edge, it is straightforward to reuse MSR BC1/BC3 UEM mask for Band 27 to keep the specification consistent, Furthermore, MSR BC1/BC3 UEM can be applied as a general requirement for other bands and regions for contiguous intra-band carrier aggregation with small carriers (1.4/3MHz) placed at the RF bandwidth edge.
<End of Text Proposal>
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