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1
Introduction

The work item (WI) for Release‑12 intra-band non‑contiguous carrier aggregation (CA) in Band 23 has been approved for 3GPP RAN4 [1].  This WI is referred as LTE_CA_NC_B23.  A study has been performed of the technical specification (TS) documents applicable for revision in order to introduce this new CA scenario.  This study also included a review of technical documents which have been presented previously for comparable CA scenarios.  A list of the changes needed to applicable TSs for work to proceed on LTE_CA_NC_B23 has been conducted and is presented in this document.  Upon acceptance of the skeleton technical report (TR) document for this WI, this list can be captured within the TR in order to guide future work.
2
Recommendation

A list of the changes needed to applicable technical specifications for work to proceed on CA_23A-23A has been conducted and can be introduced into the initial technical report for the WI.  The text proposal is presented at the end of this document.
3
Text proposal for CA_23A-23A Technical report

The following material is recommended to be captured in Section 10 of the TR, “Summary of required changes to E‑UTRA specifications”.
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Summary of required changes to E-UTRA specifications
10.1
Required changes to TS 36.101
Required changes in TS 36.101 are shown in Table 10.1-1.  Unaffected sections for changes are omitted.

Table 10.1-1 Required changes in TS 36.101

	Section
	Requirement
	Expected Changes in TS 36.101

	5.5A
	Operating bands for CA
	A new row will be added in Table 5.5A-3 for CA_23‑23 to the supported Intra-band CA operating bands. 

	5.6A.1
	Channel bandwidths per operating band for CA
	A new row will be added in Table 5.6A.1-3 for the supported E-UTRA bandwidths of intra-band non‑contiguous B23 CA. 

	7.3.1A
	Minimum requirements (QPSK) for CA
	A new row will to be added in Table 7.3.1A-3 for intra-band CA uplink configuration for reference sensitivity for CA_23‑23.  


10.2
Required changes to TS 36.104
Required changes in TS 36.104 are shown in Table 10.2-1.  Unaffected sections for changes are omitted.
Table 10.2-1 Required changes in TS 36.104
	Section
	Requirement
	Expected Changes in TS 36.104

	5.5
	Operating bands for CA
	Add Band 23 to Table 5.5-4 “Intra-band non‑contiguous carrier aggregation bands”


10.3
Required changes to TS 36.133
No required changes anticipated to TS 36.133.
10.4
Required changes to TS 36.141
Required changes in TS 36.141 are shown in Table 10.4-1.  Unaffected sections for changes are omitted.
Table 10.4-1 Required changes in TS 36.141

	Section
	Requirement
	Expected Changes in TS 36.141

	5.5
	Operating bands for CA
	Add Band 23 to Table 5.5-4 “Intra-band non‑contiguous carrier aggregation bands”


10.5
Required changes to TS 36.307

Required changes in TS 36.307 are shown in Table 10.5-1.

Table 10.5-1 Required changes in TS 36.307

	Section
	Requirement
	Expected Changes in TS 36.307

	12
	Band 23 independent of release
	May add some changes to 36.307 legacy to provide the appropriate pointers to the Rel-12 spec to enable backdating of Band 23 inter-band non‑contiguous CA to legacy release.


10.6
Required changes to TS 37.104
No required changes anticipated to TS 37.104.
10.7
Required changes to TS 37.141
No required changes anticipated to TS 37.141.
<< End of changed sections >>
[image: image1.jpg]Y





