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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply in the case of a single component carrier. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Aggregated Channel Bandwidth: The RF bandwidth in which a UE transmits and receives multiple contiguously aggregated carriers.
Aggregated Transmission Bandwidth Configuration: The number of resource block allocated within the aggregated channel bandwidth.
Carrier aggregation: Aggregation of two or more component carriers in order to support wider transmission bandwidths. 

Carrier aggregation band: A set of one or more operating bands across which multiple carriers are aggregated with a specific set of technical requirements.

Carrier aggregation bandwidth class: A class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by a UE.

Carrier aggregation configuration: A combination of CA operating band(s) and CA bandwidth class(es) supported by a UE.
Channel edge: The lowest and highest frequency of the carrier, separated by the channel bandwidth.

Channel bandwidth: The RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.

Contiguous carriers: A set of two or more carriers configured in a spectrum block where there are no RF requirements based on co-existence for un-coordinated operation within the spectrum block.
Contiguous resource allocation: A resource allocation of consecutive resource blocks within one carrier or across contiguously aggregated carriers. The gap between contiguously aggregated carriers due to the nominal channel spacing is allowed.
Contiguous spectrum: Spectrum consisting of a contiguous block of spectrum with no sub-block gaps.
Enhanced performance requirements type A: This defines performance requirements assuming as baseline receiver reference symbol based linear minimum mean square error interference rejection combining.
Inter-band carrier aggregation: Carrier aggregation of component carriers in different operating bands.

NOTE:
Carriers aggregated in each band can be contiguous or non-contiguous.

Intra-band contiguous carrier aggregation: Contiguous carriers aggregated in the same operating band. 

Intra-band non-contiguous carrier aggregation: Non-contiguous carriers aggregated in the same operating band.
Lower sub-block edge: The frequency at the lower edge of one sub-block. It is used as a frequency reference point for both transmitter and receiver requirements.

Non-contiguous spectrum: Spectrum consisting of two or more sub-blocks separated by sub-block gap(s).
Sub-block: This is one contiguous allocated block of spectrum for transmission and reception by the same UE. There may be multiple instances of sub-blocks within an RF bandwidth.
Sub-block bandwidth: The bandwidth of one sub-block.
Sub-block gap: A frequency gap between two consecutive sub-blocks within an RF bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation.
Synchronized operation: Operation of TDD in two different systems, where no simultaneous uplink and downlink occur.

Unsynchronized operation: Operation of TDD in two different systems, where the conditions for synchronized operation are not met.
Upper sub-block edge: The frequency at the upper edge of one sub-block. It is used as a frequency reference point for both transmitter and receiver requirements.
<< Unchanged sections omitted >>
6.2.3
UE maximum output power for modulation / channel bandwidth 

For UE Power Class 1 and 3, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2-1due to higher order modulation and transmit bandwidth configuration (resource blocks) is specified in Table 6.2.3-1.
Table 6.2.3-1: Maximum Power Reduction (MPR) for Power Class 1 and 3

	Modulation
	Channel bandwidth / Transmission bandwidth (NRB)
	MPR (dB)

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	QPSK
	> 5 
	> 4 
	> 8 
	> 12
	> 16
	> 18
	≤ 1

	16 QAM
	≤ 5 
	≤ 4
	≤ 8
	≤ 12
	≤ 16
	≤ 18
	≤ 1

	16 QAM
	> 5 
	> 4
	> 8
	> 12
	> 16
	> 18
	≤ 2


For transmissions with non-contiguous resource allocation in single component carrier, the allowed Maximum Power Reduction (MPR) for the maximum output power in table 6.2.2-1, is specified as follows

MPR = CEIL {MA, 0.5}

Where MA is defined as follows

MA =
[8.0]-[10.12]A

; 0< A ≤ [0.33]

[5.67] - [3.07]A

; [0.33]< A ≤[0.77]
[3.31]




; [0.77]< A ≤[1.0]
Where

A = NRB_alloc / NRB.


CEIL{MA, 0.5} means rounding upwards to closest 0.5dB, i.e. MPR ( [3.0, 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0 7.5 8.0]
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.5 apply.

6.2.3A
UE Maximum Output power for modulation / channel bandwidth for CA
For inter-band carrier aggregation with uplink assigned to one E-UTRA band (Table 5.6A-1), the requirements in subclause 6.2.3 apply.

For intra-band contiguous carrier aggregation the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2A-1due to higher order modulation and contiguously aggregated transmit bandwidth configuration (resource blocks) is specified in Table 6.2.3A-1. In case the modulation format is different on different component carriers then the MPR is determined by the rules applied to higher order of those modulations.
Table 6.2.3A-1: Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	CA bandwidth Class C
	MPR (dB)

	
	50 RB + 100 RB
	75 RB + 75 RB
	75 RB+100 RB
	100 RB + 100 RB
	

	QPSK
	> 12 and ≤ 50
	> 16 and ≤ 75
	> 16 and ≤ 75
	> 18 and ≤ 100
	≤ 1

	QPSK
	> 50
	> 75
	> 75
	> 100
	≤ 2

	16 QAM
	≤ 12
	≤ 16
	≤ 16
	≤ 18
	≤ 1

	16 QAM
	> 12 and ≤ 50
	> 16 and ≤ 75
	> 16 and ≤ 75
	> 18 and ≤ 100
	≤ 2

	16 QAM
	> 50
	> 75
	> 75
	> 100
	≤ 3


For intra-band contiguous carrier aggregation bandwidth class C with non-contiguous resource allocation, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2A-1 is specified as follows 

MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA = 
8.2





; 0 ≤ A < 0.025

9.2 - 40A 



; 0.025
≤ A < 0.05

8 – 16A



; 0.05
≤ A < 0.25

4.83 – 3.33A


; 0.25 ≤ A ≤ 0.4,

3.83 – 0.83A


; 0.4 ≤ A ≤ 1,

Where


A = NRB_alloc / NRB_agg.


CEIL{MA, 0.5} means rounding upwards to closest 0.5dB, i.e. MPR([3.0, 3.5, 4.0, 4.5, 5.0, 5.5, 6.0, 6.5, 7.0, 7.5, 8.0, 8.5]
For intra-band non-contiguous carrier aggregation with uplink carrier on the PCC, the requirements in subclause 6.2.3 apply.

For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.5A apply.

<< Unchanged sections omitted >>
6.2.4A.1
A-MPR for CA_NS_01 for CA_1C

If the UE is configured to CA_1C and it receives IE CA_NS_01 the allowed maximum output power reduction applied to transmissions on the PCC and the SCC for contiguously aggregated signals is specified in table 6.2.4A.1-1.

Table 6.2.4A.1-1: Contiguous allocation A-MPR for CA_NS_01

	CA_1C: CA_NS_01
	RBstart
	LCRB [RBs]
	RBstart + LCRB
[RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100 RB / 100 RB
	0 – 23 and 176 – 199
	> 0
	N/A
	≤ 12.0

	
	24 – 105
	> 64
	N/A
	≤ 6.0

	
	106 – 175
	N/A
	> 175
	≤ 5.0

	75 RB / 75 RB
	0 – 6 and 143 – 149
	0 < LCRB ≤ 10
	N/A
	≤ 11.0

	
	
	> 10
	N/A
	≤ 6.0

	
	7 – 90 
	> 44
	N/A
	≤ 5.0

	
	91 – 142
	N/A
	> 142
	≤ 2.0

	NOTE 1:
RB_start indicates the lowest RB index of transmitted resource blocks

NOTE 2:
L_CRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per slot basis

NOTE 4:
For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe


If the UE is configured to CA_1C and it receives IE CA_NS_01 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows

A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA =
-22.5 A + 17

; 0 ≤ A < 0.20

-11.0 A + 14.7


; 0.20 ≤ A < 0.70

-1.7 A + 8.2


 ; 0.70 ≤ A ≤ 1

Where A = NRB_alloc / NRB_agg.

6.2.4A.2
A-MPR for CA_NS_02 for CA_1C

If the UE is configured to CA_1C and it receives IE CA_NS_02 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.2-1.

Table 6.2.4A.2-1: Contiguous allocation A-MPR for CA_NS_02
	CA_1C: CA_NS_02
	RBend
	LCRB [RBs]
	A-MPR for QPSK and 16 –QAM [dB]

	100 RB / 100 RB
	0 –20
	> 0
	≤ 4 dB

	
	21 – 46
	> 0
	≤ 3 dB

	
	47 – 99
	> RBend - 20
	≤ 3 dB

	
	100 – 184
	> 75
	≤ 6 dB

	
	185 – 199
	> 0
	≤ 10 dB

	75 RB / 75 RB
	0 – 48
	> 0
	≤ 2 dB

	
	49 – 80
	> RBend - 20
	≤ 3 dB

	
	81 – 129
	> 60
	≤ 5 dB

	
	130 – 149
	> 85
	≤ 6 dB

	
	130 – 149
	1 – 84
	≤ 2 dB


If the UE is configured to CA_1C and it receives IE CA_NS_02 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows
A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
[MA =
-22.5 A + 17

; 0 ≤ A < 0.20

-11.0 A + 14.7


; 0.20 ≤ A < 0.70

-1.7 A + 8.2


 ; 0.70 ≤ A ≤ 1]
Where A = NRB_alloc / NRB_agg.

6.2.4A.3
A-MPR for CA_NS_03 for CA_1C

If the UE is configured to CA_1C and it receives IE CA_NS_03 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.3-1.

Table 6.2.4A.3-1: Contiguous allocation A-MPR for CA_NS_03
	CA_1C: CA_NS_03
	RBend
	LCRB [RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100 RB / 100 RB
	0 – 26
	> 0
	≤ 10 dB

	
	27 – 63
	≥ RBend - 27
	≤ 6 dB

	
	27 – 63
	< RBend - 27
	≤ 1 dB

	
	64 – 100
	> RBend - 20
	≤ 4 dB

	
	101 – 171
	> 68
	≤ 7 dB

	
	172 – 199
	> 0
	≤ 10 dB

	75 RB / 75 RB
	0 – 20
	> 0
	≤ 10 dB

	
	21 – 45
	> 0
	≤ 4 dB

	
	46 – 75
	> RBend – 13
	≤ 2 dB

	
	76 – 95
	> 45
	≤ 5 dB

	
	96 – 149
	> 43
	≤ 8 dB

	
	120 – 149
	1 - 43
	≤ 6 dB


If the UE is configured to CA_1C and it receives IE CA_NS_03 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows
A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
[MA =
-23.33A + 17.5

; 0 ≤ A < 0.15

-7.65A + 15.15


; 0.15 ≤ A ≤ 1]
Where A = NRB_alloc / NRB_agg.
6.2.4A.4
A-MPR for CA_NS_04
If the UE is configured to CA_41C and it receives IE CA_NS_04 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.4-1.

Table 6.2.4A.4-1: Contigous Allocation A-MPR for CA_NS_04

	CA Bandwidth Class C
	RBStart
	LCRB [RBs]
	RBstart + LCRB [RBs]
	A-MPR for QPSK [dB]
	A-MPR for 16QAM [dB]

	50RB / 100 RB
	0 – 44 and 105 – 149
	>0
	N/A
	≤4dB
	≤4dB

	
	45 – 104
	N/A
	>105
	≤3dB
	≤4dB

	75 RB / 75 RB
	0 – 44 and 105 – 149
	>0
	N/A
	≤4dB
	≤4dB

	
	45 – 104
	N/A
	>105
	≤4dB
	≤4dB

	100 RB / 75 RB
	0 – 49 and 125 – 174
	>0
	N/A
	≤4dB
	≤4dB

	
	50 - 124
	N/A
	>125
	≤3dB
	≤4dB

	100 RB / 100 RB
	0 – 59 and 140 – 199
	>0
	N/A
	≤3dB
	≤4dB

	
	60– 139
	N/A
	>140
	≤3dB
	≤4dB

	NOTE 1:
RBstart indicates the lowest RB index of transmitted resource blocks

NOTE 2:
LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per slot basis

NOTE 4:
For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe


If the UE is configured to CA_41C and it receives IE CA_NS_04 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows
A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA 
= 
10.5,
 



0≤ A < 0.05

= -50.0A + 13.00,

0.05≤ A < 0.15

= -4.0A + 6.10, 


0.05≤ A < 0.40

= -0.83A + 4.83,

  0.40 ≤ A ≤ 1

Where A = NRB_alloc / NRB_agg.

6.2.4A.5
A-MPR for CA_NS_05 for CA_38C
If the UE is configured to CA_38C and it receives IE CA_NS_05 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.5-1.

Table 6.2.4A.5-1: Contigous Allocation A-MPR for CA_NS_05

	CA_38C
	RBend
	LCRB [RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100RB/100RB
	0 – 12
	>0
	≤ 5 dB

	
	13 – 79
	> RBend – 13
	≤ 2 dB

	
	80 – 180
	>60
	≤ 6 dB

	
	181 – 199
	> 0
	≤ 11 dB

	75RB/75RB
	0 – 70
	> max (0, RBend -10)
	≤ 2 dB

	
	71- 108
	> 60
	≤ 5 dB

	
	109 – 140
	>0
	≤ 5 dB

	
	140 – 149 
	≤ 70
	≤ 2 dB

	
	140 – 149
	>70
	≤ 6 dB

	NOTE 1:
RBend indicates the highest RB index of transmitted resource blocks

NOTE 2:
LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per slot basis

NOTE 4:
For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe


If the UE is configured to CA_38C and it receives IE CA_NS_05 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows
A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 

MA = -14.17 A + 16.50

; 0 ≤ A < 0.60

 -2.50 A + 9.50


; 0.60 ≤ A ≤ 1

Where A = NRB_alloc / NRB_agg.
6.2.4A.6
A-MPR for CA_NS_06
If the UE is configured to CA_7C and it receives IE CA_NS_06 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.6-1.

Table 6.2.4A.6-1: Contigous Allocation A-MPR for CA_NS_06
	CA Bandwidth Class C
	RB_end
	LCRB [RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100RB/100RB
	[0 –22]
	>[0]
	≤ [4] dB

	
	[23 – 33]
	> [RBend – 10]
	≤ [2] dB

	
	[106 – 142]
	> [75]
	≤ [3] dB

	
	[143 – 178]
	>[70]
	≤ [5] dB

	
	[179 – 199]
	> [0]
	≤ [10] dB

	75RB/75RB
	[0 – 7]
	>[0]
	≤ [5] dB

	
	[20- 75]
	> [RBend – 10]
	≤ [2] dB

	
	[75 – 110]
	>[64]
	≤ [2] dB

	
	[110 – 144] 
	>[35]
	≤ [6] dB

	
	[145 – 149]
	>[0]
	≤ [10] dB


If the UE is configured to CA_7C and it receives IE CA_NS_06 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows
A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA =
[-23.33A + 17.5

; 0 ≤ A < 0.15

-7.65A + 15.15


; 0.15 ≤ A ≤ 1]

Where A = NRB_alloc / NRB_agg.
<< End of changes >>
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